
Bill Barrett Corporation

July 25, 2007

Ms. Diana Mason
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #5-18D-12-15
SHL: 540' FNL & 571' FWL, LOT 1 (NWNW) 18-T12S-R15E
BHL: 1982' FNL & 460' FWL, LOT 2 (SWNW)18-T12S-R15E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC")Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to
Location and Siting of Wells."

• The above-mentioned proposed location is within the Prickly Pear Unit Area;
• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling
from this location, BBC will be able to utilizethe existing road and pipelines in the
area;

• BBC hereby certifiesthat it is the sole working interest owner within 460 feet of
the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. Ifyou should have any questions or need further information, please contact
Doug Gundry-White, Senior Landman at 303-312-8129.

Sincerely,

Doug ndry-White
Senior Landman

RECElVED 1099 18TH STREET

SUITE 2300

JUL2 62007 DENVER, CO 80202

DIV.0F0lL,GAS&W P 303.293.9100

F



COPY
BBC"|12 CONFIDENTIA 'o°iffgig

ExpiresMarch31,2001UNITEDSTATES
DEPARTMENT OF THE INTERIOR .

5. LeaseSerialNo.
BUREAUOF LAND MANAGEMENT

UTU-73668

APPLICATIONFORPERMIT TO DRILLOR REENTER
6. IfIndian,AUoteeorTribeName

n/a

la. Typeofwork: DRILL REENTER 2 IfUnitor CAAgreement,NameandNo.
PricMy Pear Unit/UTU-019487

8. LeaseNameandWeßNo.
lb. TypeofWell: 08 Wen GmWell Oder gleZone OMul le Pricl¾ Pear Una Fed 5-18D-12-15
2. NameofOperator 9. APIWellNo.

BILL BARRETT CORPORATION pending
3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(includearea code) 10.FieldandPool, Exploratory yt dEti

(303)312-8134 IWasatch-Mesaverde

4. LocationofWell (Report locadon clearly andinacconiance with any ßrateaquimnena.*) 11.Sec.,T.lt M. or Blk.andSmveyorArea
Atswface NWNW, Lot 1,540' FNL, 571' FWL

Atproposedprod.zone SWNW, Lot 2, 1982' FNL, 460' FWL, SEC. 18
Sec. 18, T12S-R15E

14.Distanceinmilesanddirectionfromnearesttownor postoke 12.CountyorParish 13.State
approximately 45 miles from Myton, Utah Carbon UT

15. Dislancefromproposed* 16.No.of acresinlease 17. SpacingUnitdedicated10thiswelllocationtonearest
ro erlyor leaseline,ft

o tonearestdrig.unitline,if any) 540' SH/460' BB 899.71 40 acres
18. Distancefrom osedlocation* 19.ProposedDepth 20. BIMBIABondNo.onfiletÑhee ll, ,e pleted'

16' SHI986' BH 1900' Nationwide Bond #WYBOOOO40

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc) 21 Approximatedateworkwillstart* 23. Estimatedduration
1555' ungraded ground 10/01/2007 45 days

24. Attachments
Thefollowing,completedinaccordancewiththerequirementsat OnshoreOilandGasOrderNo.1, shallbe attachedioihis fornr

1. Wellplatcertified bya registeredsurveyor. 4. Bondtocoverthe operationsunlesscoveredby anexistingbondon fde(see
2 A DrillingPlan. Item20above)
3. A SurfaceUse Plan (if thelocationis on NationalForestSystemLands,the 5. Operatotcertification

SUPO shallbe filedwiththeappropriateForestServiceOffice). 6. Suchothersitespecificinformationand/orplansasmaybe requiredbythe
authorizedofficer

25. Signature Name(Printed¶ped) Date
Tracey Fallang

Title
Enviro Analyst

Ap ved e Name (Púnted/Typed) Date
BRADLEYG. HILL g.ot-

Title of NVIRONMENTALMANAGER

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletitletothoserightsinthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,ifany,areattached.

Title18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeita crimeforanypersonknowinglyandwillfullytomaketoanydepartmentor agencyoftheUnitedStatesanyfalse,fictitiousor fraudulentstatementsorrepresentationsastoanymatterwithinitsjmisdiction.

(Instructionsonpage 2)

FetteralApproval of illi

Actiona Nacessary

i s 95 9 /259 RECENED
4<f9 32 Y NW V JUL2 6



E 1/4 Cor.

4:Ps'A. T12S, Ri5E, S.L.B.&M. BILL BARRETT CORPORATION
Seedon Corner Ñe-EstabHshed

Well locotion, PRICKLYPEAR UNIT FEDERALUsing Single Proportion Method
(Not Set On Ground) #5-18D-12-15, located as shown in LOT 1/sss·58'J6"W

- 2078.70' (Meas.) SB9°47'02"W
- 2644.41' (Meas.) of Section 18, T12S, R15E, S.L.B.&M.,L_l_ \ Lerass

c., rpos e,,,, ca,' Carbon County, Utah.1.0' High 2 J' High, Pile
or stone

BASIS OF ELEVATIONRe-EstabHshed
571' COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OF

,2,'","" PR/CKLY PEAR UN/T FEDERAL SECTION 31, T12S, R16E, S.L.B.&M., TAKEN FROM THE TWINMethod (Not Set 2 /5-180-12-·-15 HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTE QUAD.on Ground) o
, (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATESLOT 1" E7ev. Ungraded Ground = 7556 DEPARTMENTOF THE INTERIOR,GEOLOGICALSURVEY. SAID

----- ELEVATIONIS MARKED AS BEING 7386 FEET.

BHonom

LOT 2
<a N

Set Marked
Stone, Pi/e of
Stones, Steel
Post

LOT3
SCALE

CERTIFICATE
THIS IS TO CERTIFYTHATTHEAB ff RED ANDLOCATIONAS SHOWN WAS STAK FIELD514i NOTES OF ACTUALSURVEYS M pSUPERVISIONAND THAT THE UE AND TOEE THE BEST OF MY KNOWLEDGE .

LOT 4

1909 Brass Cap 1909 Brass Cap RE TE DC.C 0.6' HigA Tee 20' H/gh, P//e ATIO NO. 1 319Bross cop post or stone REVISED: 07-16-07
NB9'59'27"W - 2185.14' (Meas. to C c) SB9 58'2J"W - 2644.88' (Meas.)21565'

UINTAH ENGINEERING & URVEYINGBASIS OF BEARINGSLEGEND· ""'°"*,
85 SOUTH 200 EAST - VERNAL, UTAH 84078

· steel Post
BASIS OF BEARINGS IS A G.P.S. OBSERVATION'

(435) 789-1017=
90° SYMBOL

(NAD 83) SCALE DATE SURVEYED: DATE DRAWN:= PROPOSED WELL HEAD. LATITUDE= 39°46'46.06" (39.779461) 1" = 1000' 07-06-07 07-10-07LONGITUDE= 110°17'05.36" (110.284822) PARTY REFERENCES
A = SECTION CORNERS LOCATED.

(NAD 27) D.R. K.A. P.M. G.L.O. PLATA = SECTIONCORNERSRE-ESTABLISHED. LATITUDE= 39°46'46.19" (39.779497) WEATHER FILE(Not Set on Ground) LONGITUDE= 110'17'02.80" (110.284111) HOT BILLBARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #5-18D-12-15
LEASE NO. UTU 73668

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR
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DRILLING PROGRAM

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #5-18D-12-15

NWNW, Lot 1, 540' FNL, 571' FWL, Sec. 18, T12S-R15E (surface hole)
SWNW, Lot 2, 1982' FNL, 460' FWL, Sec. 18, T12S-R15E (bottom hole)

Carbon County, Utah

1 -2. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD Depth - TVD
Green River Surface Surface
Wasatch 3040'* 2890'*
North Horn 5094'* 4820'*
Dark Canyon 6814'* 6540'*
Price River 7074'* 6800'*
TD 7900'* 7600'*

PROSPECTIVE PAY
*Members of the Mesaverde formation and Wasatch formation (inclusive of the
North Horn) are primary objectives for oil/gas.

3. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1000' No pressure control required
1000' - TD 11" 3000# Ram Type BOP

11" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressuretests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

4. Casing Program

H SETTING DEPTH Casing Casing Casing
Size ŒRO_M) JO_) Sjze M Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
7 7/8" & surface 7,900' 5 ½" 17# N-80 LT&C New

8 3/4"
Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17#N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #5-18D-12-15
Carbon County, Utah

5. Cementing Program

9 5/8" Surface Casing Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 ft*/sx)circulated to surface with 100% excess
5 ½" Production Casing Approximately 1550 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 ft3/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 900',

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
{API filtrate}

0 -40' 8.3 -8.6 27 --40
- Native Spud Mud

40' - 1000' 8.3 - 8.6 27 -40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38-46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.
Note: In the event air drilling should occur at this location:

- Fresh water would be used to suppress the dust coming out. The blooie line,
approximately 37' long and 6" diameter, would run from the pit to the wellhead. There is
no ignition system as burnable gas should not be encountered.

- Capacity of compressor: 1250SCFMwith an 1170 SCFM on standby, which would be
located very near the wellbore. The compressor has switches to shut off should any
problems be encountered.

- The rig has mud pumps capable of pumping the kill fluid (fresh water), of which there is
500 bbls on location at all times.

7. Testing, Logging and Core Proÿrams

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #5-18D-12-15
Carbon County, Utah

8. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3754 psi* and maximum
anticipated surface pressure equals approximately 2082 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surfàce pressure = A - (0.22x TD)

9. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

10. Drilling Schedule

Location Construction: October 1, 2007
Spud: October 10, 2007
Duration: 15 days drilling time

30 days completion
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #5-18D-12-15

NWNW, Lot 1, 540' FNL, 571' FWL, Sec. 18, Tl2S-R15E (surface hole)
SWNW, Lot 2, 1982' FNL, 460' FWL, Sec. 18, T12S-R15E (bottom hole)

Carbon County, Utah

The onsite for this location was conducted on 7/23/2007.

This directional well is the second of four wells to be drilled from this pad (one vertical well and three
directional wells).

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existing Roads:

a. The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

b. The use of roads under State and County Road Department maintenance is necessary to
access the Prickly Pear Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

c. All existing roads will be maintained and kept in good repair during all phases of
operation.

d. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

e. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

f. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Prickly Pear Unit area. All new
construction will be within the Unit.

2. Planned Access Road:

a. From the existing Prickly Pear road, BBC will traverse east on approximately 0.5 miles
(2640') of proposed access road for the Prickly Pear 7-18-12-15 pad location. From that
point, approximately 0.1 miles (528') of new access running southeast is required for this
pad. In the unlikely event that BBC would not drill the 7-18 location, a total of 3168' of
new access would be required to access this pad. A road design plan is not anticipated at
this time.

b. The new access road will consist of an 18' travel surface within a 32' temporary
disturbance area. The proposed access has been placed to minimize impact to the
environment and natural drainage of the
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

c. BLM approval to construct this new access road is requested with this application.

d. A maximum grade of 10% will be maintained throughout the project with minimum cuts
and fills, as necessary, to access the well.

e. The access road will be constructed using standard equipment and techniques. Bulldozers
and/or road graders would first clear vegetation and topsoil from the ROW. These
materials may be windrowed for future redistribution during the reclamation process. The
surface would be crowned to facilitate drainage to a borrow ditch on each side of the
road designed to minimize erosion potential. Following completion of the wells on the
pad, graveling or capping the roadbed would be performed as necessary to provide a well
constructed, safe road.

f. Following completion of all wells planned on the pad, the road will be reduced to an 18-
foot wide running surfàce and reclaimed according to the specifications of the appropriate
agency or private land owner.

g. A turnout is not proposed.

h. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

i. No surfacing material will come from Indian lands or off lease Federal lands. BBC
requests that any excess rock from construction of the pad be used for surfacing of the
access road, if necessary. Any additional materials needs may come from either existing
SITLA Materials Permits (334, 385, 396) or from federal wells within the Prickly Pear
unit.

j. No gates or cattle guards are anticipated at this time.

k. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

1. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development, Fourth Edition -

m. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existing Wells:

a. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

iv. drilling wells none
v. temp shut-in wells - one
vi. producing wells six
vii. abandoned wells two

b. Topographic Map C may not include all wells noted in A. above if new wells have'been
drilled since the date of the plat. An additional map has been included indicating current
locations.

4. Location of Production Facilities (see enclosed "proposed facility lavout plats"):

a. Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter run and
separator. Pending the evaluation of completion operations, additional water and/or oil
tanks may be added if necessary.

b. All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

c. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

d. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application. Use of a
flow conditioner is also being requested (versus straightening vanes).

e. A tank battery(s) will be constructed on this lease. It will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

f. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

g. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

h. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

i. A gas pipeline (approximately 569' of up to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will traverse
west/northwest from the well pad and tie in to a proposed buried pipeline of up to 12" for
the Prickly Pear 7-18-12-15 pad. In the unlikely event that the 7-18 pad locations would
not be drilled, approximately 3200' of new pipeline would be required for the wells on
this pad. This pipeline would tie into an existing 12" surface-laid pipeline.

j. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'
utility corridor immediately adjacent to the 32' disturbed area for the new access road
road (see Topographic Map D).

k. As referred to in (j). above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario, which in this case would be surface-laid.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

l. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

m. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded jointswill remain on the surface. BBC
intends on connecting the pipeline together utilizing conventional welding technology.

5. Location and Type of Water Supplv:

a. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires
March 27, 2008 or an existing water well in Sec. 13, T12S-R14E granted by the Utah
State Engineer's Office under Application Number 90-1844 (T75896) which expires
September 5, 2007.

b. Water use for this location will most likely be diverted from Nine Mile Creek, the N¼ of
Section 3, Tl2S-Rl4E. Bobtail trucks would haul the water, traveling Prickly Pear road
to Harmon Canyon, traveling north to this point of diversion.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be taken off-lease.

c. If any additional gravel is required, it will be obtained from a SITLA materials permits or
will be taken from federal BBC locations within the Prickly Pear unit.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site,

c. The reserve pit will be located outboard of the location along the north side of the pad.

d. The reserve pit will be constructed so as not to leak, break or allow any discharge.

e. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon .
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

h. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

j. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

k. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

1. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

m. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

n. A flare pit may be constructed a minimum of I10' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

o. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

p. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillarv Facilities:

a. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Lavout:

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. The rig layout and cross section diagrams are enclosed (see Location Layout and Cross
Section Plats).

c. The pad and road designs are consistent with BLM specifications.

d. The pad has been staked at its maximum size of 488' x 172' with a reserve pit size of
200' x 100' (approximately 4.2 acres).

e. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

f. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

g. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federa15-18D-12-15
Carbon County, Utah

h. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

i. Pits will remain fenced until site cleanup.

j. If air drilling occurs, the blooie line will be located at least 100 feet from the well head
and will run from the wellhead directly to the pit.

k. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

a. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

b. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

c. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

d. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

e. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 5-18D-12-15
Carbon County, Utah

a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

f. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

I 1. Surface and Mineral Ownership:

a. Surfàce ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

b. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

a. Montgomery Archaeological Consultants has conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 07-230, dated June 27, 2007.

b. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

c. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full
knowledge of state and Federal laws applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application. These statements are subject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this day of A 2007
Name: Tracey Fallang // '

Position Title: Regulatory Analyst
Address: 1099 18* Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134
Field Representative Fred Goodrich
Address: 1820 W. Hwy 40, Roosevelt, UT 84066
Telephone: 435-725-3515
E-mail:

Tracey Fallang, Env ental/Regulat
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Wen mme: Utah: West Tavaputs Field
Operptor;. BIIIBarrett
stririgtype: Sulface

Locadom Carbon County, UT

Design parameters: Minimum design factors: Environment•
Collapse Collapse: H2S considered? No
Mud weight; 9.50 ppg . Design factor 1.125 Surface temperature: 75.00 "F

Bottorn hole ternperature: 89 'FDesignIs based on evacuated pipe. Temperature gradient: 1.40 °F/100ff
Minimumsection length: 1,000 ft

Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 2,735 psi

Intemal gradient: 0.22 ps¡/h
Calculated BHP 2,955 psi Tension: Non-directional string.

8 RoundSTC: 1.80 (J)
8 Round LTO: 1.80 (J)

Annular backup: 9.50 ppo Buttress: 1.80 (J)
Premiurn: 1.80 (J)
Body yield: 7.80 (B) Re subsequent strings:

Next setiing depth: 10,000 lì
Tensiori is based on buoyed weight. Ne×t mud weight: 9.500 ppg
Neutral point: 859 # Next setting BHP: 4,935 as!

Fracture mud wt: 10.000 ppg
Fracture depth: 10,000 B
Injection pressure 5,195 psi

Run Segment . Nominal End True vert Measured Drlft internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capachy

(ft) (in) (Ibs/ft) (ft) (tt) (In} (ff)
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 77.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension TensionSeq Load Strength Design Load Strength Design Load Strength Design
(psi) (ps¡) Factor (psi) (psi) Factor (Kips) (Kiþs) Factor

1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Daté: August 1,2003
by: BillBarrett FAX: (303) 312-8195 Denver, Colorado

Remarke
Collapseis based on averUcal depth of 1000 R, a mud weightof 9.5 ppg The casing is considered to be evacuated for collapsepulpases.
Collapsestrength la based on the Westcott Dunlop &Kemiermethod ofblaxial correctionfor tension.

Burst strength is not afusted for fension.

Engineering responsibility for use ofthisdesign wi/Ibe thatof the
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wenaame: Utah: West Tavaputs
operatoc afuBarrett
SWytypa: Ñf0dg¢fÎOn

t.ccano Carbon County,UT

Design parameters: Minfrnum design factors: Environment:
Collaose Collapse: H2Sconsidered? No
Mud weight• 9.50 ppg Design iactor 1.125 Surface temperature: 75.00 'P

Bottomhole temperature: 215 'P
Design is based on evacuated pipe. . Temperature gradient: 1.40 'F/100ft

Minimurnsectionlength: 1,500 ti

Aucs.t
Designiactor f.00 Cement top: 2,375 R

AucLf
Max enficipated sutiace

pressure: 4,705 psi
intemal gradient 0.02 psiMt
Calculated BHP 4,935 psi Tension: Non-directional stúng.

8 Round STC: 1.80 41)
8 Round LTC: 1.80 41)

Annular backup: 9.50 ppg Buhress: 1.80 Q)
Premium: 1.80 GI)
Body yield: 1.80 (8)

Tension is based on buoyed weigh!.
Neutral pomt: ,550 ?

Run Segment Hominal End True Vert Measured Drit: Internal
Seg Lengin Size Weight Grade Fínísh Depth ,Depth Diameter Capacity .

(ft) (in) (1bs/ft) (ft) (ft) (in) (ff)
7 70000 5.5 17.00 N-80 LT&C 10000 10000 4.767 344.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension 7ension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor {Kips) (Kips) Factor
1 4935 6290 1.275 4705 7740 LB5 14ô 348 2.39 J

Prepared DominicSpencer Phone: (303) 312-8142 Date: August 1,2003
by: BillBarrett FAX' (303) 312-8795 Denver, Colorado

Benerke
CDUapseis based ona redicaldepth of 70000 fl.a rnud weightof 9.ô ppy The casingIs consideredto be erecuatedfortolispse pinposes.
Coaspse suengthis based on the Westcott, Dunlop&Neuger method ofblexistoonacBon fortenslen,

Bumezuenpfh is not adjustedfor lension.

Eng¡neering responsibility for use of Ihis design willbe thatof the
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wenname: West Tavaputs General
operatoe 818 Barrett
stringOpe· Production

Location: Carbon County, Utah

Design parameters: Minimum design factors: Environment:
Colla¤se Conanse: H2S considered? No
Mud weight; 9.50 ppg Design factor 1.125 Sudace temperature: 75.00 'F

Bottom hole temperature: 189 *F
Design is based on evacuatedpipe. Temperaturegradient: 1.40 'F/100/1

Minimum section length: 1,500 ft

Design factor 1.00 Cement top: 2,500 11
.EE4GLt
Max anticipatedsurface

pressure: 2,226 psi
internalgradient: 0.22 pallf!
Calculated BHP 4,015 psi Tension: Directional Info•Build & Drop

8 Round STC: 1.80 (../) IGekoMpoint 1000 R
B Round LTC: 1.80 {J) Departure at shoe: 2165 ft

No backup mud soeciûed. Buttress: 1.60 (Ji Ma×imurn doolec: 2 /100*
Premium: 1.50 (J,) inclination at shoe: O
Body yield; 1.50 (8)

Tension is based on buoyed weighL
Neutral point: 7,560 K

Run Segment Homínal End True Vart Measuraci Orfft internal
Sect Length Size Weight Grade Finish Depth Repth Diameter Capacity

(ft) (in) (ibs/ft) (ft) (if) (in) (ft2;

1 8730 5.5 20.00 P-110 LT&C 8138 8730 4.553 353.3

Run Collapse Collapse Conapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psl} . Factor (psi) (psl} Factor (Kips) (Kips} Factor
1 4016 11100 2.764 4016 12630 3.14 139 548 3.93 J

Prepared DomitlicSpencer Phone: (303)312-8143
,

Date: August 25,2004
by: Bi/IBarrett Corporation FAX:(303) 312-8195 Denver, Colorado

Remaths:
Collapse is based on a verticaldepth of Of38 tl.a raud neight of 9.5 ppg The casing is considered tobe evacuated for collapse pwposes.

Collapse strength is based on the Westcott Dunlop&Kemiermethod oftbiaidalcorrectà:efor tensfort.

Burst ettength is not agiustedfor tension.
Collapse strengthis (blaxially} derated for daglegs in directiotralwells by multiplyingthetensilestress by the cross section area to calculate a tensie load which
is added to theaxial Joad.

Engineering responsibilitytoruse of thisdesign wm be thatof the
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wenname: '

- West Tavaputs General .

Operator: Bi/I Barrett Corporation
Shing type: Production

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No .

Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design is based on evacuated pipe. Bottom hole temperature: 200 °F

Temperaturegradient 1.40 'F/100tt
Minimurnsectionlength: 1,500 ft

M' Cement top: 2,500 ft
Design factor 1.00

Max anticipated surface
pressure: 2,735 psi

Internal gradierg: 0.22 psVft
Calculated BHP 4,935 psi Tension: Non-directíonal shing,

8 Round STC: 1.80 (J)
No backup mud specified. 8 Round LTC: 1.80 (J)

Buttress: 1.80 (J)
Premium; 1.80 (J)
Body yield: 1.80 (B)

Tension is based on buoye<i weigtt
Neutral poim: 8,580 ñ

Run Segment Nominal End True Vert Measured Drift Internal
Sep Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ff) (in) (Ibs/ft) (ff) (ft) (in) (if )
1 10000 4.5 11.60 I-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (ps!) (psi) Factor (Kips) (Kips) Factor
1 . 4935 6350 1 287 4935 7780 1.58 100 223 2.24 J

Prepared Dominic Spencer - Phone: (303) 312-8143 Date: December 13,2003
by: BillBarrett FAX: (303) 312-8795 Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 10000 ft,a.mud weight of 9,5ppg The casingis consideredtobe evacuated for collapsepurposes.

Collapsestrength is based on the Wesicott,Dunlop&Kemlermethodof blaxlal correctionfortension.

Surst strength is pot adjusted for tension.

Engineering responsibility for use of thisdesign wil be that of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
11 Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-OutPreventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test aremet, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic looking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capab'le of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulie BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILL BARRETT CORPORATION
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BILL BARRETT CORPORATION
TYPICAL 3,000 p.s.l. CHOKE MANIFOLD

ADJUSTABLECHOKE
S CHOKE

.
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Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Prickly Pear Unit Federal 5-18D-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft
Top of Cement O' Lead Fill: 700'

OD of Hole: 12.250" Tail Volume: 94.0 ft"
OD of Casing: 9.625" Teil Fill: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft*/sk # SK's Lead:
Tail Yield: 1.16 ft'/sk # SK's Tail:
% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,900' Lead Volume: 1768.2 ft
Top of Cement: 900' Lead Fill: 7,000'

OD of Hole: 8.750"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft /sk
% Excess:
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Prickly Pear Unit Federal 5-18D-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft"/ sk
0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: O'
Calculated Fill: 700'

Volume: 78.09 bbl
Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3
Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7900' - 900')
50 / 50 Poz Premium Fluid Weight: 13.4 lbm/ gal

3.0 % KCL Slurry Yield: 1.49
ft3

Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/ sk
3.0 lbm/ sk Silicalite Compacted Top of Fluid: 900'
0.2% FWCA Calculated Fill: 7,000'
0.125 lbm/sk Poly-E-Flake Volume: 409.37 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1550
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SECTION DETAILS

See MD Inc Azi TVD +N/-S +El-W DLeg TFace VSee TargetBRI Barrett Corporation
1 0.00 0.00 185.66 0.00 0.00 0.00 0.00 0.00 0.002 250.00 0.00 185.66 250.00 0.00 0.00 0.00 185.66 0 003 650.00 8.00 185.66 648.70 -27.74 -2.75 2.00 185.66 27.884 1065.34 8.00 185.66 1060.00 -85.27 -8.45 0.00 0.00 85.68PRICKLY PEAR #5-18D-12-15 5 1714.80 24.24 185.66 1681.85 -264.09

-26.16 2.50 -0.01 265.39540, y , 6 4124.55 24.24 185.66 3879.19 -1248.49 -123.66 0.00 0.00 1254.60: ' 7 5094.01 0.00 185.66 4820.00 -1449.51 -143.56 2.50 180.00 1456.60SEC 18T12S R15E 8 7704.01 0.00 185.66 7430.00 -1449.51 -143.56 0.00 185.66 1456.60 PBHL 5-18D
CARBON COUNTY, UTAH

WELL DETAILS

Name +N/-S +E/-W Northing Easting Latitude Longitude Slot
PRICKLY PEAR UF #5-18D-12-15 7.05 14.09 7090727.94 1981916.35 39°46'46.060N 110°17'05.359W N/A

SITE DETAILS

PRICKLYPEAR4-18PAD
SECTION 18 T12S RI5E

54T FNL, 557' FWL

Site Centre Latitude: 39°46'45.990N
Longitude: 110°17'05.540W
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARÑETT CÓRP Date: 7/23/2007 Time: 11:40:59 Page: 1Field: CARBONCOUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #5-18D-12-15
Site: PRICKLYPEAR 4-18 PAD Vertical (TVD) Reference: SITE 7569.1Well: PRICKLYPEARUF #5-18D-12-15 Section (VS) Reference: Well (0.00N,0.00L185.66Azi)Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Field: CARBON COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central ZoneGeo Datum: GRS 1980 Coordinate System: Well CentreSys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: PRICKLYPEAR 4-18 PAD
SECTION 18 T12S R15E
54Ÿ FNL, 55T FWL

Site Position: Northing: 7090720.70 ft Latitude: 39 46 45.990 NFrom: Geographic Easting: 1981902.35 ft Longitude: 110 17 5.540 WPosition Uncertainty: 0.00 ft North Reference: TrueGround Level: 7554.10 ft Grid Convergence: 0.78 deg

Well: PRICKLYPEAR UF #5-18D-12-15 Slot Name:
540' FNL, 571' FWL

Well Position: +N/-S 7.05 ft Northing: 7090727.94 ft Latitude: 39 46 46.060 N+El-W 14.09 ft Easting : 1981916.35 ft Longitude: 110 17 5.359 WPosition Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7569.10 ft Above System Datum: Mean Sea LevelMagnetic Data: 7/23/2007 Declination: 11.87 deg
Field Strength: 52526 nT Mag Dip Angle: 65.65 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg
0.00 0.00 0.00 185.66

Plan: Plan #1 Date Composed: 7/23/2007
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 185.66 0.00 0.00 0.00 0.00 0.00 0.00 0.00

250.00 0.00 185.66 250.00 0.00 0.00 0.00 0.00 0.00 185.66
650.00 8.00 185.66 648.70 -27.74 -2.75 2.00 2.00 0.00 185.66

1065.34 8.00 185.66 1060.00 -85.27 -8.45 0.00 0.00 0.00 0.00
1714.80 24.24 185.66 1681.85 -264.09 -26.16 2.50 2.50 0.00 -0.01

4124.55 24.24 185.66 3879.19 -1248.49 -123.66 0.00 0.00 0.00 0.00
5094.01 0.00 185.66 4820.00 -1449.51 -143.56 2.50 -2.50 0.00 180.00
7704.01 0.00 185.66 7430.00 -1449.51 -143.56 0.00 0.00 0.00 185.66 PBHL_5-18D

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft
250.00 0.00 185.66 250.00 .0.00 0.00 0.00 0.00 0.00 0.00 NUDGE
350.00 2.00 185.66 349.98 -1.74 -0.17 1.75 2.00 2.00 0.00
450.00 4.00 185.66 449.84 -6.94 -0.69 6.98 2.00 2.00 0.00
550.00 6.00 185.66 549.45 -15.62 -1.55 15.69 2.00 2.00 0.00
650.00 8.00 185.66 648.70 -27.74 -2.75 27.88 2.00 2.00 0.00 HOLD

750.00 8.00 185.66 747.73 -41.59 -4.12 41.80 0.00 0.00 0.00
850.00 8.00 185.66 846.76 -55.44 -5.49 55.71 0.00 0.00 0.00
950.00 8.00 185.66 945.78 -69.29 -6.87 69.63 0.00 0.00 0.00

1004.75 8.00 185.66 1000.00 -76.88 -7.62 77.25 0.00 0.00 0.00 CASING PT.
1050.00 8.00 185.66 1044.81 -83.14 -8.24 83.55 0.00 0.00 0.00

1065.34 8.00 185.66 1060.00 -85.27 -8.45 85.68 0.00 0.00 0.00 KOP
1150.00 10.12 185.66 1143.60 -98.53 -9.76 99.01 2.50 2.50 0.00
1250.00 12.62 185.66 1241.63 -118.14 -11.71 118.72 2.50 2.50 0.00
1350.00 15.12 185.66 1338.71 -141.99 -14.07 142.68 2.50 2.50



O O
Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:40:59 Page: 2
Field: . CARBON COUNTY, UTAH Co-onlinate(NE) lieference: Weli:PRICKLY PEAR UF #5-18D-12-15
Site: PRICKLYPEAR 4-18 PAD Vertical (TVD) Reference: SITE 7569.1
Well: PRICKLYPEAR UF #5-18D-12-15 Section (VS) Reference: Well (0.00N,0,00E,185.66Azi)
Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

1450.00 17.62 185.66 1434.65 -170.03 -16.85 170.86 2.50 2.50 0.00

1550.00 20.12 185.66 1529.27 -202.20 -20.03 203.19 2.50 2.50 0.00
1650.00 22.62 185.66 1622.39 -238.46 -23.63 239.62 2.50 2.50 0.00
1714.80 .24.24 185.66 1681.85 -264.09 -26.16 265.39 2.50 2.50 0.00 HOLD
1750.00 24.24 185.66 1713.94 -278.47 -27.59 279.83 0.00 0.00 0.00
1850.00 24.24 185.66 1805.13 -319.32 -31.63 320.88 0.00 0.00 0.00

1950.00 24.24 185.66 1896.31 -360.17 -35.68 361.94 0.00 0.00 0.00
2050.00 24.24 185.66 1987.50 -401.02 -39.73 402.99 0.00 0.00 0.00
2150.00 24.24 185.66 2078.69 -441.87 -43.77 444.04 0.00 0.00 0.00
2250.00 24.24 185.66 2169.87 -482.72 -47.82 485.09 0.00 0.00 0.00
2350.00 24.24 185.66 2261.06 -523.57 -51.86 526.14 0.00 0.00 0.00

2450.00 24.24 185.66 2352.24 -564.43 -55.91 567.19 0.00 0.00 0.00
2550.00 24.24 185.66 2443.43 -605.28 -59.95 608.24 0.00 0.00 0.00
2650.00 24.24 185.66 2534.61 -646.13 -64.00 649.29 0.00 0.00 0.00
2750.00 24.24 185.66 2625.80 -686.98 -68.05 690.34 0.00 0.00 0.00
2850.00 24.24 185.66 2716.99 -727.83 -72.09 731.39 0.00 0.00 0.00

2950.00 24.24 185.66 2808.17 -768.68 -76.14 772.44 0.00 0.00 0.00
3039.74 24.24 185.66 2890.00 -805.34 -79.77 809.28 0.00 0.00 0.00 WASATCH
3050.00 24.24 185.66 2899.36 -809.53 -80.18 813.49 0.00 0.00 0.00
3150.00 24.24 185.66 2990.54 -850.38 -84.23 854.54 0.00 0.00 0.00
3250.00 24.24 185.66 3081.73 -891.23 -88.27 895.59 0.00 0.00 0.00

3350.00 24.24 185.66 3172.92 -932.08 -92.32 936.64 0.00 0.00 0.00
3450.00 24.24 185.66 3264.10 -972.93 -96.37 977.69 0.00 0.00 0.00
3550.00 24.24 185.66 3355.29 -1013.78 -100.41 1018.74 0.00 0.00 0.00
3650.00 24.24 185.66 3446.47 -1054.63 -104.46 1059.79 0.00 0.00 0.00
3750.00 24.24 185.66 3537.66 -1095.48 -108.50 1100.84 0.00 0.00 0.00

3850.00 24.24 185.66 3628.84 -1136.33 -112.55 1141.89 0.00 0.00 0.00
3950.00 24.24 185.66 3720.03 -1177.18 -116.59 1182.94 0.00 0.00 0.00
4050.00 24.24 185.66 3811.22 -1218.04 -120.64 1223.99 0.00 0.00 0.00
4124.55 24.24 185.66 3879.19 -1248.49 -123.66 1254.60 0.00 0.00 0.00 DROP
4150.00 23.60 185.66 3902.46 -1258.76 -124.67 1264.92 2.50 -2.50 0.00

4250.00 21.10 185.66 3994.94 -1296.60 -128.42 1302.94 2.50 -2.50 0.00
4350.00 18.60 185.66 4088.99 -1330.38 -131.77 1336.89 2.50 -2.50 0.00
4450.00 16.10 185.66 4184.43 -1360.06 -134.70 1366.71 2.50 -2.50 0.00
4550.00 13.60 185.66 4281.09 -1385.56 -137.23 1392.34 2.50 -2.50 0.00
4650.00 11.10 185.66 4378.76 -1406.84 -139.34 1413.73 2.50 -2.50 0.00

4750.00 8.60 185.66 4477.28 -1423.87 -141.02 1430.83 2.50 -2.50 0.00
4850.00 6.10 185.66 4576.45 -1436.60 -142.28 1443.62 2.50 -2.50 0.00
4950.00 3.60 185.66 4676.09 -1445.01 -143.12 1452.08 2.50 -2.50 0.00
5050.00 1.10 185.66 4775.99 -1449.09 -143.52 1456.18 2.50 -2.50 0.00
5094.01 0.00 185.66 4820.00 -1449.51 -143.56 1456.60 2.50 -2.50 0.00 NORTH HORN

5150.00 0.00 185.66 4875.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5250.00 0.00 185.66 4975.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5350.00 0.00 185.66 5075.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5450.00 0.00 185.66 5175.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5550.00 0.00 185.66 5275.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00

5650.00 0.00 185.66 5375.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5750.00 0.00 185.66 5475.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5850.00 0.00 185.66 5575.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
5950.00 0.00 185.66 5675.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
6050.00 0.00 185.66 5775.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00

6150.00 0.00 185.66 5875.99 -1449.51 -143.56 1456.60 0.00 0.00
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:40:59 Page: 3Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #5-18D-12-15Site: PRICKLYPEAR 4-18 PAD Vertical (TVD) Reference: SITE 75ð95Well: PRICKLYPEAR UF.#5-18D-12-15 Section (VS) Reference: Well (0.00N,0.00E,185. 6Azi)Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Commentft deg. deg ft ft ft ft deg/100ft deg/100ft deg/100ft
6250.00 0.00 185.66 5975.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006350.00 0.00 185.66 6075.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006450.00 0.00 185.66 6175.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006550.00 0.00 185.66 6275.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00

6650.00 0.00 185.66 6375.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006750.00 0.00 185.66 6475.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006814.01 0.00 185.66 6540.00 -1449.51 -143.56 1456.60 0.00 0.00 0.00 DARKCANYON6850.00 0.00 185.66 6575.99 -1449.51 -143.56 1456.60 0.00 0.00 0.006950.00 0.00 185.66 6675.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
7050.00 0.00 185.66 6775.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
7074.01 0.00 185.66 6800.00 -1449.51 -143.56 1456.60 0.00 0.00 0.00 PRICE RIVER7150.00 0.00 185.66 6875.99 -1449.51 -143.56 1456.60 0.00 0.00 0.007250.00 0.00 185.66 6975.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00
7350.00 0.00 185.66 7075.99 -1449.51 -143.56 1456.60 0.00 0.00 0.00

7450.00 0.00 185.66 7175.99 -1449.51 -143.56 1456.60 0.00 0.00 0.007550.00 0.00 185.66 7275.99 -1449.51 -143.56 1456.60 0.00 0.00 0.007650.00 0.00 185.66 7375.99 -1449.51 -143.56 1456.60 0.00 0.00 0.007704.01 0.00 185.66 7430.00 -1449.51 -143.56 1456.60 0.00 0.00 0.00 PBHL 5-18D

Annotation

MD TVD
ft .ft

250.00 250.00 NUDGE
650.00 648.70 HOLD

1065.34 1060.00 KOP
1714.80 1681.84 HOLD
4124.55 3879.20 DROP
5094.01 4820.00 HOLD
7704.01 7430.00 PBHL

Targets

Map Map <-- Latitude --> <- Longitude ->

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min SecDip. Dir. ft ft ft ft ft
PBHL_5-18D 7430.00 -1449.51 -143.56 7089276.611981792.49 39 46 31.733 N 110 17 7.198 W-Circle (Radius: 200)

-Plan hit
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Weatherford International, Ltd.

Anticollision Report

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:41:21 Page: 1Field: CARB0N CÓUNTY, UTAH
Reference Site: PRICKLY PEAR 4-18 PAD Co-ordinate(NE) Reference: Well: PRICKLY PEARUf #̄5-18D-12-15
Reference Weil: PRICKLY PEAR UF #5-18D-12-15 Vertical (TVD) Reference: SITE 7569.1
Reference Wëllpath: 1 Db: Sybase
NO GLOBAL SCAN: Using user defined selection & scan criteria Reference: Plan: Plan #1Interpolation Method: MD Interval: 100.00 ft Error Model: ISCWSA Ellipse
Depth Range: 0.00 to 7704.01 ft Scan Method: Closest Approach 3DMaximum Radius: 10000.00 ft Error Surface: Ellipse

Plan: Plan #1 Date Composed: 7/23/2007
Version: 1

Principal: Yes Tied-to: From Surface

Summary
<----------- Offset Welipath --------------> Reference Offset Ctr-Ctr Edge SeparationSite Well Wellpath MD MD Distance Distance Factor Warning

ft ft ft . ft
PRICKLY PEAR 4-18RMCKLY PEAR UF ##40 Plan: Plan #1 V1 500.00 499.68 13.56 11.54 6.73
PRICKLY PEAR 4-18RMCKLY PEAR UF #640 Plan: Plan #1 V1 500.00 499.73 23.05 21.02 11.32

Site: PRICKLYPEAR 4-18 PAD
Well: PRICKLYPEAR UF #4-18-12-15
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warningft it ft ft ft ft deg ft ft ft ft
0.00 0.00 0.00 0,00 0.00 0.00 243.42 -7.05 -14.09 15.76 No Data

100.00 100.00 100.00 100.00 0.10 0.10 243.42 -7.05 -14.09 15.76 15.57 82.47
200.00 200.00 200.00 200.00 0.32 0.32 243.42 -7.05 -14.09 15.76 15.12 24.60
300.00 300.00 300.00 300.00 0.55 0.55 59.13 -7.05 -14.09 15.53 14.44 14.24
400.00 399.93 399.93 399.93 0.77 0.77 71.45 -7.05 -14.09 14.06 12.52 9.11

500.00 499.68 499.68 499.68 1.02 0.99 100.57 -7.05 -14.09 13.56 11.54 6.73
600.00 599.13 599.13 599.13 1.29 1.22 133.96 -7.05 -14.09 18.58 16.10 7.49
700.00 698.21 698.21 698.21 1.60 1.44 153.02 -7.05 -14.09 29.60 26.67 10.09
800.00 797.24 797.24 797.24 1.92 1.66 161.55 -7.05 -14.09 42.50 39.11 12.54
900.00 896.27 896.27 896.27 2.25 1.89 166.07 -7.05 -14.09 55.88 52.03 14.53

1000.00 995.30 995.30 995.30 2.59 2.11 168.83 -7.05 -14.09 69.48 65.17 16.13
1100.00 1094.28 1094.28 1094.28 2.93 2.33 170.70 -7.05 -14.09 83.43 78.67 17.50
1200.00 1192.72 1192.72 1192.72 3.31 2.55 172.25 -7.05 -14.09 100.81 95.58 19.28
1300.00 1290.30 1290.30 1290.30 3.75 2.77 173.57 -7.05 -14.09 122.49 116.80 21.51
1400.00 1386.83 1386.83 1386.83 4.25 2.99 174.63 -7.05 -14.09 148.44 142.28 24.08

1500.00 1482.13 1482.13 1482.13 4.81 3.20 175.48 -7.05 -14.09 178.60 171.96 26.90
1600.00 1576.03 1576.03 1576.03 5.45 3.41 176.15 -7.05 -14.09 212.91 205.79 29.91
1700.00 1668.33 1668.33 1668.33 6.15 3.62 176.68 -7.05 -14.09 251.30 243.70 33.04
1800.00 1759.53 1759.53 1759.53 6.90 3.83 177.14 -7.05 -14.09 292.26 284.13 35.94
1900.00 1850.72 1850.72 1850.72 7.66 4.03 177.49 -7.05 -14.09 333.27 324.60 38.44

2000.00 1941.91 1941.91 1941.91 8.43 4.24 177.76 -7.05 -14.09 374.29 365.08 40.62
2100.00 2033.09 2033.09 2033.09 9.21 4.44 177.98 -7.05 -14.09 415.32 405.56 42.55
2200.00 2124.28 2124.28 2124.28 9.99 4.65 178.17 -7.05 -14.09 456.35 446.04 44.25
2300.00 2215.46 2215.46 2215.46 10.77 4.85 178.32 -7.05 -14.09 497.39 486.52 45.78
2400.00 2306.65 2306.65 2306.65 11.56 5.06 178.45 -7.05 -14.09 538.42 527.00 47.14

2500.00 2397.84 2397.84 2397.84 12.34 5.26 178.56 -7.05 -14.09 579.46 567.48 48.38
2600.00 2489.02 2489.02 2489.02 13.13 5.47 178.65 -7.05 -14.09 620.50 607.97 49.49
2700.00 2580.21 2580.21 2580.21 13.92 5.67 178.73 -7.05 -14.09 661.54 648.45 50.51
2800.00 2671.39 2671.39 2671.39 14.72 5.88 178.81 -7.05 -14.09 702.59 688.93 51.44
2900.00 2762.58 2762.58 2762.58 15.51 6.08 178.87 -7.05 -14.09 743.63 729.41 52.29

3000.00 2853.76 2853.76 2853.76 16.30 6.29 178.93 -7.05 -14.09 784.67 769.89 53.07
3100.00 2944.95 2944.95 2944.95 17.10 6.49 178.99 -7.05 -14.09 825.72 810.37 53.79
3200.00 3036.14 3036.14 3036.14 17.89 6.69 179.03 -7.05 -14.09 866.76 850.85 54.46
3300.00 3127.32 3127.32 3127.32 18.69 6.90 179.08 -7.05 -14.09 907.81 891.33 55.09
3400.00 3218.51 3218.51 3218.51 19.48 7.10 179.12 -7.05 -14.09 948.86 931.81 55.66

3500.00 3309.69 3309.69 3309.69 20.28 7.31 179.15 -7.05 -14.09 989.90 972.29
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Weatherford International, Ltd.

Anticollision Report

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:41:21 Page: 2Field: CARBÒN CÖUNTY, UTAH
Reference Site: PRICKLY PEAR 4-18 PAD Co-ordinate(NE) Reference: Well: PRICKLY PEARUF #5-18D-12-15
Reference Well: PRICKLYPEAR UF #5-18D-12-15 Vertital (TVD) Reference: SITE 7569.1
Reference Wellpath: 1 Db: Sybase
Site: PRICKLYPEAR 4-18 PAD
Well: PRICKLYPEAR UF #4-18-12-15
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warningft ft ft ft ft ft deg ft ft ft ft

3600.00 3400.88 3400.88 3400.88 21.08 7.51 179.19 -7.05 -14.09 1030.95 1012.77 56.713700.00 3492.07 3492.07 3492.07 21.87 7.72 179.22 -7.05 -14.09 1072.00 1053.25 57.183800.00 3583.25 3583.25 3583.25 22.67 7.92 179.25 -7.05 -14.09 1113.04 1093.73 57.633900.00 3674.44 3674.44 3674.44 23.47 8.13 179.27 -7.05 -14.09 1154.09 1134.21 58.04

4000.00 3765.62 3765.62 3765.62 24.27 8.33 179.30 -7.05 -14.09 1195.14 1174.69 58.444100.00 3856.81 3856.81 3856.81 25.07 8.54 179.32 -7.05 -14.09 1236.19 1215.17 58.81
4200.00 3948.49 3948.49 3948.49 25.76 8.75 179.35 -7.05 -14.09 1276.10 1254.51 59.10
4300.00 4041.78 4041.78 4041.78 26.27 8.96 179.38 -7.05 -14.09 1312.09 1289.98 59.334400.00 4136.55 4136.55 4136.55 26.74 9.17 179.41 -7.05 -14.09 1343.99 1321.39 59.48

4500.00 4232.62 4232.62 4232.62 27.16 9.38 179.42 -7.05 -14.09 1371.71 1348.68 59.554600.00 4329.81 4329.81 4329.81 27.52 9.60 179.44 -7.05 -14.09 1395.23 1371.79 59.54
4700.00 4427.93 4427.93 4427.93 27.84 9.82 179.45 -7.05 -14.09 1414.48 1390.69 59.464800.00 4526.80 4526.80 4526.80 28.10 10.05 179.46 -7.05

-14.09 1429.43 1405.33 59.324900.00 4626.22 4626.22 4626.22 28.30 10.27 179.47 -7.05 -14.09 1440.05 1415,69 59.11

5000.00 4726.02 4726.02 4726.02 28.44 10.49 179.47 -7.05 -14.09 1446.33 1421.75 58.835100.00 4825.99 4825.99 4825.99 28.53 10.72 5.13 -7.05 -14.09 1448.26 1423.32 58.07
5200.00 4925.99 4925.99 4925.99 28.62 10.94 5.13 -7.05 -14.09 1448.26 1422.94 57.20
5300.00 5025.99 5025.99 5025.99 28.70 11.17 5.13 -7.05 -14.09 1448.26 1422.56 56.36
5400.00 5125.99 5125.99 5125.99 28.79 11.39 5.13 -7.05 -14.09 1448.26 1422.18 55.53

5500.00 5225.99 5225.99 5225.99 28.88 11.62 5.13 -7.05 -14.09 1448.26 1421.80 54.73
5600.00 5325.99 5325.99 5325.99 28.98 11.84 5.13 -7.05 -14.09 1448.26 1421.41 53.94
5700.00 5425.99 5425.99 5425.99 29.07 12.07 5.13 -7.05 -14.09 1448.26 1421.03 53.18
5800.00 5525.99 5525.99 5525.99 29.17 12.29 5.13 -7.05 -14.09 1448.26 1420.64 52.43
5900.00 5625.99 5625.99 5625.99 29.26 12.52 5.13 -7.05 -14.09 1448.26 1420.25 51.70

6000.00 5725.99 5725.99 5725.99 29.36 12.74 5.13 -7.05 -14.09 1448.26 1419.86 50.99
6100.00 5825.99 5825.99 5825.99 29.46 12.97 5.13 -7.05 -14.09 1448.26 1419.46 50.29
6200.00 5925.99 5925.99 5925.99 29.56 13.19 5.13 -7.05 -14.09 1448.26 1419.07 49.62
6300.00 6025.99 6025.99 6025.99 29.66 13.42 5.13 -7.05 -14.09 1448.26 1418.67 48.95
6400.00 6125.99 6125.99 6125.99 29.77 13.64 5.13 -7.05 -14.09 1448.26 1418.28 48.30

6500.00 6225.99 6225.99 6225.99 29.87 13.86 5.13 -7.05 -14.09 1448.26 1417.88 47.67
6600.00 6325.99 6325.99 6325.99 29.98 14.09 5.13 -7.05 -14.09 1448.26 1417.48 47.05
6700.00 6425.99 6425.99 6425.99 30.09 14.31 5.13 -7.05 -14.09 1448.26 1417.08 46.45
6800.00 6525.99 6525.99 6525.99 30.19 14.54 5.13 -7.05 -14.09 1448.26 1416.68 45.86
6900.00 6625.99 6625.99 6625.99 30.30 14.76 5.13 -7.05 -14.09 1448.26 1416.28 45.28

7000.00 6725.99 6725.99 6725.99 30.42 14.99 5.13 -7.05 -14.09 1448.26 1415.87 44.72
7100.00 6825.99 6825.99 6825.99 30.53 15.21 5.13 -7.05 -14.09 1448.26 1415.47 44.16
7200.00 6925.996925.99 6925.99 30.64 15.44 5.13 -7.05.-14.09 1448.261415.06 43.62
7300.00 7025.99 7025.99 7025.99 30.76 15.66 5.13 -7.05 -14.09 1448.26 1414.65 43.10
7400.00 7125.99 7125.99 7125.99 30.87 15.89 5.13 -7.05 -14.09 1448.26 1414.25 42.58

7500.00 7225.99 7225.99 7225.99 30.99 16.11 5.13 -7.05 -14.09 1448.26 1413.84 42.07
7600.00 7325.99 7325.99 7325.99 31.11 16.34 5.13 -7.05 -14.09 1448.26 1413.43 41.58
7700.00 7425.99 7425.99 7425.99 31.23 16.56 5.13 -7.05 -14.09 1448.26 1413.02 41.09
7704.01 7430.00 7430.00 7430.00 31.23 16.57 5.13 -7.05 -14.09 1448.26 1413.00 41.08

Site: PRICKLYPEAR 4-18 PAD
Well: PRICKLYPEAR UF #6-18D-12-15
Welipath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft it
0.00 0.00 0.00 0.00 0.00 0.00 64.95 7.05 15.09 16.66 No Data

100.00 100.00 100.00 100.00 0.10 0.10 64.95 7.05 15.09 16.66 16.47



Weatherford International, Ltd.
Anticollision Report

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:41:21 Page: 3Field: CARBON COUNTY, UTAH
Reference Site: PRICKLY PEAR 4-18 PAD Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #5-18D-12-15
Reference Well: PRICKLY PEAR UF #5-18D-12-15 Vertiëal (TVD) Reference: SITE 7569.1
Reference Wellpath: 1 Db: Sybase
Site: PRICKLYPEAR 4-18 PAD
Well: PRICKLYPEAR UF #6-18D-12-15
Wellpath: 1 VOPlan: Plan #1 Vi Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft ft

200.00 200.00 200.00 200.00 0.32 0.32 64.95 7.05 15.09 16.66 16.02 26.00
300.00 300.00 299.98 299.98 0.55 0.55 239.50 6.67 15.30 16.91 15.82 15.50
400.00 399.93 399.90 399.83 0.77 0.77 240.96 3.63 17.00 18.95 17.40 12.24

500.00 499.68 499.73 499.41 1.02 1.02 243.11 -2.45 20.39 23.05 21.02 11.32
600.00 599.13 599.39 598.52 1.29 1.29 245.21 -11.53 25.46 29.23 26.66 11.36
700.00 698.21 698.97 697.19 1.60 1.60 246.88 -23.25 31.99 37.24 34.06 11.74
800.00 797.24 798.62 795.88 1.92 1.92 247.95 -35.36 38.75 45.52 41.72 11.96
900.00 896.27 898.27 894.56 2.25 2.25 248.69 -47.47 45.50 53.81 49.36 12.09

1000.00 995.30 997.93 993.24 2.59 2.58 249.24 -59.59 52.26 62.12 57.01 12.16
1100.00 1094.28 1097.33 1091.65 2.93 2.92 249.70 -71.86 59.10 70.57 64.79 12.22
1200.00 1192.72 1195.98 1188.78 3.31 3.30 250.24 -86.87 67.47 81.01 74.49 12.43
1300.00 1290.30 1294.19 1284.66 3.75 3.74 250.78 -105.42 77.82 93.98 86.62 12.76
1400.00 1386.83 1391.89 1379.04 4.25 4.23 251.31 -127.42 90.09 109.45 101.12 13.15

1500.00 1482.13 1488.98 1471.70 4.81 4.78 251.82 -152.75 104.22 127.36 117.95 13.53
1600.00 1576.03 1585.41 1562.42 5.45 5.41 252.32 -181.26 120.12 147.68 137.05 13.89
1700.00 1668.33 1681.10 1651.02 6.15 6.10 252.81 -212.84 137.73 170.34 158.36 14.22
1800.00 1759.53 1776.73 1738.04 6.90 6.85 253.17 -247.44 157.03 194.79 181.36 14.50
1900.00 1850.72 1873.60 1825.80 7.66 7.64 253.63 -283.28 177.02 219.53 204.58 14.68

2000.00 1941.91 1970.48 1913.56 8.43 8.45 254.00 -319.11 197.00 244.28 227.80 14.83
2100.00 2033.09 2067.36 2001.32 9.21 9.26 254.30 -354.95 216.99 269.03 251.01 14.93
2200.00 2124.28 2164.24 2089.08 9.99 10.08 254.54 -390.78 236.98 293.79 274.23 15.02
2300.00 2215.46 2261.12 2176.84 10.77 10.90 254.75 -426.62 256.96 318.55 297.44 15.08
2400.00 2306.65 2358.00 2264.60 11.56 11.73 254.93 -462.45 276.95 343.32 320.64 15.14

2500.00 2397.84 2454.88 2352.36 12.34 12.56 255.09 -498.29 296.94 368.09 343.85 15.18
2600.00 2489.02 2551.76 2440.12 13.13 13.39 255.22 -534.13 316.92 392.86 367.05 15.22
2700.00 2580.21 2648.64 2527.88 13.92 14.22 255.34 -569.96 336.91 417.64 390.25 15.25
2800.00 2671.39 2745.52 2615.64 14.72 15.05 255.45 -605.80 356.90 442.41 413.45 15.28
2900.00 2762.58 2842.40 2703.40 15.51 15.89 255.54 -641.63 376.88 467.19 436.65 15.30

3000.00 2853.76 2939.28 2791.17 16.30 16.73 255.63 -677.47 396.87 491.97 459.85 15.32
3100.00 2944.95 3036.15 2878.93 17.10 17.56 255.71 -713.31 416.86 516.75 483.05 15.33
3200.00 3036.14 3133.03 2966.69 17.89 18.40 255.78 -749.14 436.84 541.53 506.25 15.35
3300.00 3127.32 3229.91 3054.45 18.69 19.24 255.84 -784.98 456.83 566.31 529.44 15.36
3400.00 3218.51 3326.79 3142.21 19.48 20.08 255.90 -820.81 476.82 591.09 552.64 15.37

3500.00 3309.69 3423.67 3229.97 20.28 20.92 255.95 -856.65 496.80 615.87 575.84 15.38
3600.00 3400.88 3520.55 3317.73 21.08 21.76 256.00 -892.48 516.79 640.65 599.03 15.39
3700.00 3492.07 3617.43 3405.49 21.87 22.60 256.05 -928.32 536.78 665.44 622.23 15.40
3800.00 3583.25 3714.31 3493.25 22.67 23.44 256.09 -964.16 556.76 690.22 645.42 15.41
3900.00 3674.44 3811.19 3581.01 23.47 24.28 256.13 -999.99 576.75 715.00 668.62 15.41

4000.00 3765.62 3908.07 3668.77 24.27 25.12 256.17 -1035.83 596.74 739.79 691.81 15.42
4100.00 3856.81 4004.95 3756.53 25.07 25.97 256.20 -1071.66 616.72 764.57 715.01 15.43
4200.00 3948.49 4101.88 3844.34 25.76 26.81 255.87 -1107.52 636.72 789.07 738.05 15.47
4300.00 4041.78 4198.91 3932.23 26.27 27.65 255.69 -1143.41 656.74 812.58 760.31 15.55
4400.00 4136.55 4295.85 4020.05 26.74 28.50 255.82 -1179.27 676.74 835.12 781.65 15.62

4500.00 4232.62 4392.52 4107.62 27.16 29.34 256.21 -1215.03 696.68 856.78 802.19 15.69
4600.00 4329.81 4488.73 4194.78 27.52 30.18 256.85 -1250.62 716.53 877.71 822.07 15.77
4700.00 4427.93 4594.52 4291.02 27.84 31.01 257.80 -1288.95 737.91 897.77 841.15 15.86
4800.00 4526.80 4708.65 4396.88 28.10 31.69 258.85 -1326.19 758.68 915.71 858.32 15.96
4900.00 4626.22 4824.90 4506.75 28.30 32.29 259.91 -1359.35 777.17 931.27 873.27 16.06

5000.00 4726.02 4943.19 4620.36 28.44 32.82 260.97 -1388.04 793.18 944.37 885.89 16.15
5100.00 4825.99 5063.37 4737.38 28.53 33.27 87.73 -1411.91 806.49 954.92 895.91 16.18
5200.00 4925.99 5185.74 4857.83 28.62 33.64 88.88 -1430.68 816.96 963.12 903.87
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Weatherford International, Ltd.

Anticollision Report

Company: BILLBARRETT CORP Date: 7/23/2007 Time: 11:41:21 Page: 4Field: CARBON COUNTY, UTAH
Reference Site: PRICKLY PEAR 4-18 PAD Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #5-18D-12-15
Reference Well: PRICKLYPEAR UF #5-18D-12-15 Vertital (TVD) Reference: SITE 7569.1
Reference Wellpath: 1 Db: Sybase
Site: PRICKLYPEAR 4-18 PAD
Well: PRICKLYPEAR UF #6-18D-12-15
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis OffsetLocation Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warningft ft ft ft it ft deg ft ft ft ft

5300.00 5025.99 5310.10 4981.25 28.70 33.92 89.67 -1443.97 824.37 968.99 909.54 16.30
5400,00 5125,99 5435.78 5106.61 28.79 34.10 90.11 -1451.45 828.54 972.30 912.70 16.31

5500.00 5225.99 5555.18 5225.99 28.88 34.20 90.21 -1453.11 829.47 973.04 913.28 16.28
5600.00 5325.99 5655.18 5325.99 28.98 34.27 90.21 -1453.11 829.47 973.04 913.12 16.24
5700.00 5425.99 5755.18 5425.99 29.07 34.33 90.21 -1453.11 829.47 973.04 912.97 16.20
5800.00 5525.99 5855.18 5525.99 29.17 34.39 90.21 -1453.11 829.47 973.04 912.80 16.15
5900.00 5625.99 5955.18 5625.99 29.26 34.45 90.21 -1453.11 829.47 973.04 912.64 16.11

6000.00 5725.99 6055.18 5725.99 29.36 34.52 90.21 -1453.11 829.47 973.04 912.47 16.07
6100.00 5825.99 6155.18 5825.99 29.46 34.58 90.21 -1453.11 829.47 973.04 912.30 16.02
6200.00 5925.99 6255.18 5925.99 29.56 34.65 90.21 -1453.11 829.47 973.04 912.13 15.98
6300.00 6025.99 6355.18 6025.99 29.66 34.72 90.21 -1453.11 829.47 973.04 911.96 15.93
6400.00 6125.99 6455.18 6125.99 29.77 34.79 90.21 -1453.11 829.47 973.04 911.78 15.88

6500.00 6225.99 6555.18 6225.99 29.87 34.86 90.21 -1453.11 829.47 973.04 911.60 15.84
6600.00 6325.99 6655.18 6325.99 29.98 34.93 90.21 -1453.11 829.47 973.04 911.41 15.79
6700.00 6425.99 6755.18 6425.99 30.09 35.01 90.21 -1453.11 829.47 973.04 911.23 15.74
6800.00 6525.99 6855.18 6525.99 30.19 35.08 90.21 -1453.11 829.47 973.04 911.04 15.69
6900.00 6625.99 6955.18 6625.99 30.30 35.16 90.21 -1453.11 829.47 973.04 910.85 15.65

7000.00 6725.99 7055.18 6725.99 30.42 35.24 90.21 -1453.11 829.47 973.04 910.65 15.60
7100.00 6825.99 7155.18 6825.99 30.53 35.32 90.21 -1453.11 829.47 973.04 910.45 15.55
7200.00 6925.99 7255.18 6925.99 30.64 35.40 90.21 -1453.11 829.47 973.04 910.26 15.50
7300.00 7025.99 7355.18 7025.99 30.76 35.48 90.21 -1453.11 829.47 973.04 910.05 15.45
7400.00 7125.99 7455.18 7125.99 30.87 35.56 90.21 -1453.11 829.47 973.04 909.85 15.40

7500.00 7225.99 7555.18 7225.99 30.99 35.64 90.21 -1453.11 829.47 973.04 909.64 15.35
7600.00 7325.99 7655.18 7325.99 31.11 35.73 90.21 -1453.11 829.47 973.04 909.43 15.30
7700.00 7425.99 7755.18 7425.99 31.23 35.82 90.21 -1453.11 829.47 973.04 909.22 15.25
7704.01 7430.00 7759.19 7430.00 31.23 35.82 90.21 -1453.11 829.47 973.04 909.21







O OBILL BARRETT CORPORATION I iFIGURE #2o TYPICAL CROSS SECTIONS FORX-Section
scale PRICKLY PEAR UNIT FEDERAL#4-18-12--15,

#5-18D-12-15, #3-18D-12-15 & #6-18D-12-15
E1" = 100' SECTION 18, T12S, R15E, S.L.B.&M.

LOT 1DATE: 07-10-07
DRAWN BY: P.M. Preconstruction

REVISED: 07-16-07 Grade
47' 125'

Finished Grade gi
CUT E/LL fliti

STA. 4+88

, 100' 47' 125'10- I/4-18 |
LOCAT/0N STAKE

STA. 2 00

100' 47' 125'10
S/ope = 1 1/2: 1

STA. 1+00

47' 125'

sra. o+oo ' s

APPROX/MATE ACREAGES
WELLS/TE DIS1URBANCE = ±J.50J ACRESNOTE:

. ACCESS ROAD D/STURBANCE = ±0.4JJ ACRESTopsoil should not be
* NOTE:Stripped Below Finished P/PEL/NE O/STURBANCE = ±0.261 ACRES FILL QUANT/TYINCLUDESGrade on Substructure Area.

TOTAL = ±4.197 ACRES 5X FOR COMPACT/ON

APPROXIMATEYARDAGES EXCESS MATERIAL = 9,JPO Cu. Yds.
Topsoil & Pit Backfill = 4,860 Cu. Yds.CUT (1/2 Pit Vol.)(6") Topsoil Stripping = 2,400 Cu. Yds.
EXCESS UNBALANCE = 4,5]O Cu. Yds.Rernaining Location = 13,460 Cu. Yds.
(After Interirn Rehabilitation)

TOTAL CUT = 15,860 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYINGFILL = 6,470 CU.YDS. 85 So. 200 East * Vernal, Utah 84078 * (435)
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MYTON 31.8 MI. +/-
HIGHWAY 40 30.3 Ml. +

5.0 MI. --URN 00.
gs- ¡CARBOV CO.

. SEE TOPO "B"

PROPOSED LOCATION:
.7 MI. +I- PRICKLY PEAR UNIT FEDERAL

#4-18-12-15, #5-18D-12-15,
#3-18D-12-15 & #0-18D-12-15

T12S
T13S

LEGEND: BILL BARRETT CORPORATION
N PRICKLY PEAR UNIT FEDERALPROPOSED LOCATION

#4-18-12-15, #5-18D-12-15, #3-18D-12-15 & #6-18D-12-15
SECTION 18, T12S, R15E, S.L.B.&M

-
LOT 1

Uintah Engineering & Land Surveying TOPOGR A PH I c 07 16 0785 South 200 East Vernal, Utah 84078 M A P MONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1:100,000 DRAWNBY:C.P. REVISED:
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/26/2007 API NO. ASSIGNED: 43-007-31316

WELL NAME: PPU FED 5-18D-12-15

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNW 18 120S 150E Tech Review Initials Date

S "° 'FM

0598 FNL 4760

FL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.77951 LONGITUDE: -110.2842

UTM SURF EASTINGS:561295 NORTHINGS: 4403321 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-73668 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/
'

Plat R649-2-3.

y/' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: PRICKLY PEAR

No. WYBOOOO40 )
AÍ Potash (Y/N) R649-3-2. General

i Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

/ Water Permit R649-3-3. Exception
No. 90-1846 )

g( Drilling Unit
RDCC Review (Y/N)

Board Cause No: ;(Date: )
Eff Date: jÿ-[ -godt

Fee Surf Agreement (Y/N) Siting: 4 i TrM

Intent to Commingle (Y/N)
/ R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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PRICKLEY PEAR UNIT
CAUSE:256 i I 12-16 2004

T12S R15E
T12S RI4E

PPUFED5-18Duti
PPU FED6-18D-12rs BHL

BHL
ISD il ls

|
| SFONE BER, PPU FED BHL i

BHL 6 ISD 5 PPU FED ISD 12 15
s-sanos PPU EED5 ED GB

PPU FED7 18 15

ABIN FIELD
ggg SEIL BHL

11-L 12 15 WEB [2 15 12-17D 15 10 9 L1t$

BHL PPU FED8-17D 15
thrl 15 PPU FEDIO-UD 15

PPU FED7-UD-12-15
PPU FED1-17D-12-15
PPU FED9-17 15

BRI BHL NINE MILE
16IB [115 /PPUFED H1 1215

PPU FED lH8D 12 15
PRICKLYPEAR U FED15 I&t2-Is PPU FED [6 (SD 12 15 PRICKLYPEAR U FEDII-UD 15
PRICKLYPEAR U FED915D 12-15 FED L1-6 PAICKLYPEAR U FED25-U-12-is

pg PRIŒLY PEAR U
FED 1-20 15 &

SFONE CABIN
UNIF 4-A-19

MR MAS"
PRICKLYPEAR U PPU FED9-20D 15

- FASSELIN 5-19-12-15 A

BHL
BHL ICD [2 15u-2ooms

OPERATOR: BILL BARRETT CORP (N2165)

SEC:17,18 T.12S R.15E

FIELD:UNDESIGNATED (002)

COUNTY: CARBON

CAUSE:256-1/12-16-2004 NßCTIOEN Utah 00Gas and Maag
x LOCATION ABANDONED

NEW LOCATION NField Status Unit Status 4 PLUGGED & ABANDONED
ABANDONED ["""]EXPLORATORY g PRODUCING GAS
ACTIVE NAS S LRAGE e ODLCIN OIL
coMBINED NF SECONDARY

• SHUT-IN OIL W E
INACTivE \ PE LING ):( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL

R TED PP GEOTHERML & WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY g WATER DISPOSAL DATE: 2-AUGUST-2007
TERMINATED i
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

Fulgust 2, 2007

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2006 Plan of Development Prickly Pear Unit
Carbon County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2006 within the Prickly Pear Unit, Carbon County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Price River)

43-007-31307 PPU Fed 10-17D-12-15 Sec 17 T12S R15E 2081 FSL 0729 FEL
BHL Sec 17 T12S R15E 1980 FSL 1968 FEL

43-007-31308 PPU Fed 08-17D-12-15 Sec 17 T12S R15E 2065 FSL 0701 FEL
BHL Sec 17 T12S R15E 1981 FNL 0658 FEL

43-007-31309 PPU Fed 12-17D-12-15 Sec 17 T12S R15E 0511 FSL 0255 FWL
BHL Sec 17 T12S R15E 1986 FSL 0656 FWL

43-007-31310 PPU Fed 13-17-12-15 Sec 17 T12S R15E 0505 FSL 0240 FWL

43-007-31311 PPU Fed 14-17D-12-15 Sec 17 T12S R15E 0518 FSL 0269 FWL
BHL Sec 17 T12S R15E 0661 FSL 1963 FWL

43-007-31312 PPU Fed 16-18D-12-15 Sec 17 T12S R15E 0498 FSL 0226 FWL
BHL Sec 18 T12S R15E 0662 FSL 0661 FEL

43-007-31313 PPU Fed 08-18D-12-15 Sec 18 T12S R15E 1822 FNL 1430 FEL
BHL Sec 18 T12S R15E 1980 FNL 0660
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Page 2

43-007-31314 PPU Fed 03-18D-12-15 Sec 18 T12S R15E 0526 FNL 0600 FWL
BHL Sec 18 T12S R15E 0661 FNL 1426 FWL

43-007-31315 PPU Fed 04-18-12-15 Sec 18 T12S R15E 0547 FNL 0557 FWL

43-007-31316 PPU Fed 05-18D-12-15 Sec 18 T12S R15E 0540 FNL 0571 FWL
BHL Sec 18 T12S R15E 1982 FNL 0460 FWL

43-007-31317 PPU Fed 06-18D-12-15 Sec 18 T12S R15E 0533 FNL 0586 FWL
BHL Sec 18 T12S R15E 1982 FNL 1448 FWL

This office has no objection to permitting the wells at this
time.

/s Michael L. Coulthard

bcc: File - Prickly Pear Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:



State AUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

JON M. HUNTSMAN, JR.
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

August 2, 2007

Bill Barrett Corporation
1099 18th St., Ste 2300
Denver, CO 80202

Re: Prickly Pear Unit Federal 5-18D-12-15 Well, Surface Location 540' FNL, 571' FWL,
NW NW, Sec. 18, T. 12 South, R. 15 East, Bottom Location 1982' FNL, 460' FWL,
SW NW, Sec. 18, T. 12 South, R. 15 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
.operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31316.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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Operator: Bill Barrett Corporation
Well Name & Number Prickly Pear Unit Federal 5-18D-12-15

API Number: 43-007-31316
Lease: UTU-73668

Surface Location: NW NW Sec. 18 T. 12 South R. 15 East
Bottom Location: SW NW Sec. 18 T. 12 South R. 15 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-l1, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the
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BillBarrett Corporation
Prickly Pear Unit Federal 5-18D-12-15
Prickly Pear Unit
Lease, Surface: UTU-73668

Bottom-hole: UTU-73688
Location, Surface: NWINW (Lot 1) Sec. 18, T12S, R15E

Bottom-hole: SWINW Sec. 18
(Co-located APDs: Prickly Pear Unit Federal 4-18, 3-18D, 5-18D and 6-18D)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal - BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit willbe valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

6. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

7. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion Report.

8. The use of a flow conditioner in lieu of straightening vanes in the gas meter run
cannot be approved with the information provided. This proposal is not
consistent withthe provisions of Onshore Oil& Gas Order No. 5, and as such,
can only be considered for approval as a "variance" from Order No. 5. A written
request for variance would identify the Order No. 5 requirement(s) from which the
variance is being requested, and it would include supporting justificationas to
how the alternate method of measurement would meet or exceed the minimum
standards established in Order No. 5. A variance request for the use of a flow
conditioner would also include the make, model, dimensions, and description of
use for the specific flow conditioner being
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UNITEDSTATES DEPARTMENT OF THE INTERIOR
BUREAUOF LAND MANAGEMENT

Price field Office
Price, Utah

SURFACE USE
CONDITIONS OF APPROVAL

ProjectName: PricklyPearUnit Winter Drilling Locations

Operator: Bill BarrettCorporation

I Bill Barrett Corporation 2007-2008 Priekly Pear Unit Winter Drilling EA,

Carbon County, Utah with Special Mitigation Measures Section 2.4 Alternative

C.

Under this alternative, the project would be implemented as described in the Proposed

Action, including adherenceto The Gold Book standards, except special mitiµtion measures
developedby BLM in coordinationwith UDWR would be applied as conditionsof approvai

to address issues related to winter acdvities. The following measures would be applied to

mitiµte affects to the high country watershed andwildlife;

The specialmitigation measures included in Altemative C of the current action will
be added to the previously developedconditions of approval to mitigate affectsto the

high country watershed and wildlife. This decision is contingent on meetingall of

the specialmitigationmeasures listed below:

• To prevent erosion, snow must be removed within 48-hours of cessation of each
winter storm producing greater than 4-inches of snowfall;snow removal would occur

only on those roads necessary to accesswells and productionfacilities.

• On well pads where winter drillingis occurring, snowmustbe removedwithin 48-

hours of cessation of each winter storm producing greater than 4-inches of snowfail;

snow removal would occur on the portions of the pad where access with snow
removal equipment is fcasibic. Snowwould be stockpiled in a retention structure per
The Gold Book standards.

• To reduce erosion and soil loss during heavy rain events and snow melt, drainage
on or around the well pads would be designed to reduce erosion and sedimentation.
Stormwater would be diverted away from the well locationswith dítches,berms,or
waterbars above the cut slopes.Rainwater or snow melt collected on the well
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4. The operator will not push soil material and overburdenoversideslopes or into
drainages. All soil material disturbed will be placed in an area where it can be
retrieved without creating additional undue surface disturbanceand where it does
not impedewatershed and drainageflows.

5. Construct the backslope no steeper than l½:1, and construct the foreslope no
steeper than 2:1, unless otherwisedirected by the BLMAuthorizedOfficer.

6. Maintaina minimum20-foot undisturbedvegetative border betweentoe-of-fillof
pad and/or pit areas and the edge of adjacent drainages,unless otherwise directed
by the BLM Authorized Officer. s

7. With the overall objective of minimixing surface disturbanceand retaining land
stability and productivity, the operator shall utilize equipment that is appropriate
to the scope and scale of work being donc for roads and well pads (utilize
equipmentno larger than needed for thejob).

8. Reserve pits will be adequately fenced during and after drilling operations until
pit is reclaimed so as to effectively keep out wildlife and livestock. Adequate
fencing, in lieu of more stringent requiromentsby the surface owner,is defined as
follows:
• Constructionmaterials will consist of steel or wood posts. Three or four strand

wire (smoothor barbed) fence or hog panel (16-foot lengthby 50-inchheight)
or plastic snow fence must be used with connectors such as fence staples,
quick-connect clips, hog rings, hose clamps, twisted wire, etc.Electric fences
will not be allowed.

• Construction standards: Posts shall be firmly set in ground. Tfwire is used, it
must be taut and evenly spaced, from groundlevel to top wire, to effectively
keep out animals. Hog panels must be tied securelyinto posts and one another
using fence staples, clamps, etc. Plastic snowfencingmust be taut and sturdy.
Fence must be at least 2-feet from edge of pit. 3 sides fenced before beginning
drilling, the fourth side fenced immediately upon completion of drilling and
prior to rig relcasc. Fence must be left up and maintained in adequate
condition until pit is closed.

9. The reserve pit will be oriented to prevent collection of surface runoff. After the
drilling rig is removed, the operator may need to construct a trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the
trench will be left intact until the pit is closed.

10. The reserve pit will be lined with an impermeableliner if permeable subsurface
material is encountered. An impermeable liner is any liner having a permeability
less than 10" om/sec.The liner will be installedso that it will not leak and will be
chemically compatiblewith all substancesthat may be put in the pit. Liners made
of any man-made synthetic material will be of sufficient strengthand thickness
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withstand normal installationand pit uso, in gravelly or rocky soils, a suitable
beddingmaterial such as sand will be used prior to installing the liner.

11.The reserve pit will be constructed so that at least half of its total volume is in
solid out material (below natural ground level).

12. The reserve pit shall have 2 foot of freeboardmaintained at all times to prevent
overflow of fluids.

13. Culverts will be placed on channel bottoms on firm, uniform beds, which have
been shaped to accept them, and aligned parallel to the channel to minimize
erosion. Backfill will be thoroughly compacted.

14. The minimurn diameter for culverts will be 18 inches. However,all culverts will
be appropriately sized in accordance with standardsin BLM Manual 9113.

15. Construction and other project-rclated trafficwill be restricted to approvedroutes.
Cross-countryvehicle travel will not be allowed.

16. Maximum design speed on all operator-constructedand maintained roads will not
exceed 25 milesper hour.

17. Pipeline construction shall not block nor change the natural course of any
drainage. Pipelines shall cross perpendicular to drainages. Pipelines shall not be
run parallel in drainage bottoms. Suspended pipelines shall provide adequate
clearancefor maximumrunoff.

18.Pipeline trenchesshallbe compactedduringbackfilling.Pipeline trenchesshall be
routinely inspected and maintaíned to ensure proper settling, stabilization and
reclamation.

19. The pipeline right-of-way will be brush-hogged to prevent unnecessary
disturbance. Only those areas where safety, absolute need for constructionor
otherregulationsmay warrant the use of topsoil temovalby bladingor scalping,

20. During construction,etnissions of particulate matter from well pad and road
construction would be minimized by applicationof water or othernon-saline dust
suppressantswith at least 50 percent control etYIciency.Dust inhibitors(surfacing
materials, non-saline dust suppressants, and water) will be used as necessary on
unpaved roads that present a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval kom the BLM
Authorized Officer.

2L The operatorshall submit a Sundry Notice (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activitics that are not
specifically addressed in the approved
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C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilize mud, all
circulating fluids will be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be lage enough to safely
contain the capacity of all expected fluids without danger of overflow. Fluid and
cuttings will not be squeezed out of the pit, and the pit will be molaimed in an
expedientmanner.

2. Confine all equipment and vehicles to the access road(s), pad(s), and aree(s)
specifiedin the approvedAPD.

3, All waste, other than human waste and drilling.fluids, will be contained in a
portable trash cage. This waste will be transporied to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buried on location. All stateand
local laws andregulationspertainingto disposal ofhuman and solid waste will be
complied with.

4. Rat and mouse holes shall be filled and compacted from the bottom to the top
immediately upon release of the drilling rig from the location.

5. The operator will be responsible for prevention and control of noxious weeds and
weeds of concem on all areas of surface disturbance associated with this project
(well locations, roads, water management theilities, etc.) Use of pesticides shall
comply with the applicable Federal and State laws. Posticidos shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretaryof Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLM authorized officer written approval of a plan showing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
informationdeemednecessaryby the authorized officerto suchuse.

6. Sewage shall be placed in a self-contained, chemically treated porta-potty on
location.

1. The operator and their contractors shall ensure that all use, production, storage,
transport and disposalof hazardous and extremely hazardous materialsassociated
with the drilling, completion and production of these wells will be in accordance
with all applicable existing or hereafter promulgated federal, state and local
government rules, regalations and guidelines. All project-related activities
involving hazardous materials will be conducted in a manner to minimize
potential environmemalimpacts. In accordance with OSHA requirements, a file
will be maintainedonsite containingcurrent Material Safety Data Sheets (MSDS)
for all chemicals, compounds and/or substances which are used in the course of
construction, drilling,completion andproduction operations.
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8. Produced fluids shall be put in test tanks on location during completion work.
Produced water will be put in the reserve pit duringcompletionwork per Onshore
Order#1.

9. The only fluids/wastematerials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drillingmuds & cuttings
- rigwash
- excess cement and certain completion & stimulation fluids defined by

EPA as exempt

It does not includedrillingrig waste, suchas:
- spent hydraulicfluids
- used engineoil
- used oil filter
- empty cement,drillingmud, or otherproductsacks
- empty paint, pipe dope, chemicalor otherproduct containers
- excess chemicalsor chemicalrinsate
Any evidence of non-cxemptwastes being put into the reserve pit may result in
the BLM Authorized Officerrequiringspecifictesting and closure requiremcats.

10.If this well is drilled during the ñre season (Junc-October),the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), keeping fire fighting equipment readily available when drilling, etc.

D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, includingthe pipelines, access
roads, water management locilities, etc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pertinent site-specific
COAs.

2. Disturbed lands will be re-contouredback to conform with existing undisturbed
topography.No depressionswill be left that trap water or form ponds.

3. Beforethe locationhas beenreshaped and prior to redistributingthe topsoil, the
operator will rip or scarifythe drillingplatformand accessroad on the contour,to
a depthof at least 12 inchos.The rippersare to beno fartherthan 24 inchesapart.

4. Distribute the topsoil evenly over the entire location and other disturbed areas.
Prepare the seedbed by diskingto a depth of 4-to-6 inchesfollowingthe contour.

5. Phased reclamation plans will be submitted to BLM for approval prior to
individualPOD facility abandonmentvia a Notice of Tntent (NOI) Sundry Notice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments, etc. need to be addressed in these plans as they are no
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needed. Individual items that will need to be addressed in reclamation plans

include:

• Pit closure (Close ASAP after suitably dry, but no later than 90 days from

time of drillingunless an extension is given by BLM AuthorizedOfficer.)

BLM may require closure prior to 90 days in some cases due to land use or

environmental concerns.

. Configuration of reshaped topogmphy, drainage systems,and other sudace

manipulations

• Wastedisposal
• Revegetationmethods, including specific seed mix (pounds pure live

seed/acre) and soil treatments (seedbedpreparation, fertilization,mulching,
etc.). On private surface,the landowner should be consultedfor the specific
seed mix.

• Other practices that will be used to reclaim and stabilize all disturbedareas,

such as water bars, erosion fabric,hydro-mulching,etc.

• An estimate of the timetables for beginning and completing various

reclamationoperatíonsrelativeto weather and local land uses.

• Methods and measuresthat will be used to controlnoxious weeds, addressing
both ingress and egress to the individual well of POD,

• Decommissioning/removalofall surface facilities

6. BLM will not release the performance bond until all disturbed areas associated

with the APD/POD have been successfully revegetated (evaluation will be made

after the secondcompletegrowingseason) andhas met all other reclamation goals

of the surface owner and surfacemanagementagency.

7. A Notice of Intent to Abandon and a SubsequentReportof Abandonment mustbe

submittedfor abandonmentapproval.

8. For performance bond release approval, a Final Abandonment Notice (with a

surface owner release letter on split-estate) must be submitted prior to a final

abandonment evaluation by BLM.

9. Soil fertility testing and the addition of soil amendments may be required to

stabilize somedisturbed lands.

10. Any mulch utilized for reclamation needs to be certified weed free.

11, Waterbars are to be constructed at least one (1) foot deep, on the contour with
approximately two (2) feet of drop per 100 feet of waterbar to ensure drainage,

and extended into established vegetation. All witerbars are to be constructedwith

the berm on the downhill side to prevent the soft material from silting in the

trench. The initial waterbar should be constructed at the top of the
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Subsequent waterbars shouldfollow the followinggeneralspacing guidelines:

Slope SpacingInterval
(percent) (feet)

52 200
2-4 100
4-5 75
>S 50

E. Producing Well

1. Reclaímthose areas not requiredfor production as soonas possible. The fluids
and mud mustbe dry in the reserve pit beforere-contouringpit area.The operator
will be responsible for re-contouring and reseedingof any subsidence areas that

develop fromclosing a pit before it is completely dry.

2. Reduce the backslope to 2:1 and the foreslope to 3:l, unless otherwise directed by
the BLM Authorized Officer.Reduce slopes by pulling fill material up from
foreslope into the toe of cutslopes.

3. Production facilities(includingdikes) must be placed on the cut portion of the
location anda minimum of 15 feet from the toc of the back out unless otherwise
approved by the BLMAuthorized Officer.

4. Any spilled or leaked oil, produced water or treatment chemicalsmust be reported
in accordance with NTL-3A and immediately cleaned up in accordancewith

BLM requirements. This includes cleamup and proper disposition of soils
contaminatedas a result of such spills/leaks.

5. Distribute stockpiledtopsoil evenlyover those areas not required for production
and resced as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage

dips, ditching, crowning, surfacing, etc.) as nccessary and as directed by the BLM
Authorized Officer to prevent soil erosion and accommodate safe,
environmentally-soundaccess.

7. Prior to construction of production facilitiesnot specificallyaddressed in the
APD,the operator shall submit a Sundry Noticeto the BLM Authorized Officer
for approvaL

8. Tf not already required prior to constructing and drilling the well location,the
operator shall immediately upgrade the entire access road to BLM standards
(includingtopsoiling, crowning, ditching, drainage culverts, surfacing, etc.)
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£4, West Tavaputs Plateau DrillingProgram

APPENDIX B:
APPLICANT-COMMITTED ENVIRONMENTAL PROTSCTION
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EA,WestTavaputsPlateau DríHingProgram B-1

1.0 INTRODUCTION

Appendix B is part of BBC's ProposedActionfor the WTPDPas describedin Chapter2.0, and BBC will
comply with the standards, procedures, and requirementscontainedin AppendixB whenimplementing

the Alternatives unless otherwise provided for by the BLM AuthorizedOfficer (AO). Appendix B
describesstandardpractices utilized to mitigateadverseeffects causedbysurface-disturbing
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B-2 T.A,West TavaputsPlateau DrillingProgram

2.0 STANDARDPRACTICES

The follovvingBMPs/Applicant-CommittedProtectionMeasures (ACEPM)will be applied to all federal
lands within the WTPPAby BBC to minimize impactsto the environment. Exception, modifloation,or
waiver of a mitigationrequirememmaybe grantedif a thorough analysisby BLM determines that the
resource(s) for which the measure was developedwill not be impactedby theprq)eot activity. Further
sitä.specific mitigation measuresmay be identifiedduring theapplicationfor permit to drill (APD)and/or
right-of-way(ROW) applicationrevicwprocesses.

2.1 PRECONSTRUCTION PLANNING ANDDESIGN MEASURES

1. BBC and/or theircontractors and subcontractorswill conduct all phases of prqject implementation,
including well location, road and pipeline construction, drilling and completion operations,
maintenance,reclamation,and abandonmentin fullcompliancewith all applicable federal, state, and
local laws and regulations and within the guidelinesspecifledin approvedAPDsandROW permits.
BBC will be held fully accountable for their contractor's and subcontractor's compliance with the
requirements of timeapproved permitand/or plan.

2. Implementation of site-speciflo activities/actions will be contingent on BLM determining that the
activity/actioncomplieswith tbcfollowing plans:

Surface Use Plan and/or Plan of Development; and
• Site.specificAPD plans/reports (e.g., road and welipad design plans, en1tural clearance, special

status plant speciesclearance,etc.).
The above plans may be prepared by the Companies for the projectarea or submitted incrementally
with each APD,ROW application,or SundryNotice (SN).

2.2 RÓÁDS

1. BBC will construct roads on private surface in a safe and prudent manner to the specificationsof
landowners.

2. Roads on federal surface will be constructed as described in BLM Manual 9113. Where necessary,
runningsurfaces of the roads will be graveled if the base does not already contain sufficient
888N8ate.

3. Existing roadswill be used when thealignment is acceptablefor the proposed use. Generally,roads
willbeaquired to fóliow natural contours; provídovisual screeningby constructing curves, etc.; and
be reclaimed to BLM standards.

4. To controlor reduce sediment from roads, guidance involvingproper roadplacement and bufferstrips
to stream channels, graveling, proper drainage, seasonal closure, and in some cases, redesign or
closure of old roads will be developed when necessary. Constructionmay also be prohibitedduring
periodswhen soil material is saturated, frozen, or when watersheddamage is likelyto occur.

5. Available topsoilwill be stripped from all road corridors prior to commencement of construction
activities and will be redistributed and reseeded on backslope amas of the borrow ditch after
completion of road constructionactivities. Borrow ditches will be reseeded in the first appropriate
season after initial
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a E4, WestTavapua Plateau DrillingProgram B-5

Gas Expigration and Development" (BLhi and USFS 1989) will be followed. Bladed surface

materials will be re-spreaduponthe cleared route once constructionis completed.Disturbedareas

that have been reclaimed will be fenced when the route is near livestock watering aress at the

discretionof the AO.

3. Pipeline ROWs will be located to minimize soil disturbance to the greatest extent practicable.

Mitigation will include locating pipeline ROWs adjacentto access roads to minimizeROW

disturbancewidths,or routingpipelineROWsdirectlyto minimizedisturbance lengths.

4. Existing crowned and ditched roads will be used for access where possíble to minimize surface

disturbances. Clearing ofpipeline ROWs will be accomplishedwith the least degree of disturbance

to topsoil. Where topsoff removalis necessary, it will be stockpiled(windrowed) and re-spreadover

the disturbed area after constrootionand backfilling are completed. Vegetation removedffom the

ROW willalsobe re-spread to provideprotection,nutrientrecycling,and a seed source.

5. Temporary disturbances which do not require major excavation (e.g., small pipelines) may be

stripped of vegetation to ground level using mechanical treatment, leaving topsoilintact and toot

massesrelatively undisturbed,

6. To promote soil stability,backfill over the trench will be compactedso as not to extend above the

origaal ground level after the fUI has settled. Wheel or other methods of compactingthe pipeline

trench backfill will occurat two levels to reduce trench settling and, water channeling-once after 3

feet of fill has been replaced and once within 6-12 inchesof the surface. Water bare, mulching, and

terracingwill be ínstalled,as needed, to minimize erosion. Instream protection structures(e.g., drop

structures) in drainages crossed by a pipeline will be insialledat the discretionof the AO to prevent

erosion.

7. BBC will adhere to thefollowingprocedures regardingthe Installation of pipelinesduringperiods

whenthe earthis frozen.
The BLM Price FicidOffice will be contactedat least 10 days prior to anticipatedstartofproject.

The project willnotproceeduntil such dme as authorizationffom BLM has beenreceivedby the

Companies.
• A BLM representative will be onthe groundat the beginningof construction.

· Snow, if present, willbe removed utilizing a motor grader.

• Vegetationwillbe scalpedand windrowed to one side of the right.cf.way.

• A wheel trencher will be used to remove approximately 6-8 inchesof topsoil from the top of the

pipenneditch andwindrowit to oneside.
• A tronokapproximately 4 feet deep will be dug using a wheeltrencherand the soil will be

stockpiledto oneside,makingsurethetopsoil or spoildo not get mixed together.

• The pipeline will be installed,the tench backfilled,and the spoilcompactedinthe trench.

• Stockpiledtopsoilwillbe placed in the trench and compacted.

• Scalpedvegetation back wiß be placedback on right-of-way usinga motorgrader.

• The entireright-of-waywill be reseeded as normalin the spring aûer the thaw.

These procedüres will be incorporated in every Plan of Developmentwhere construction in frozen

earthis
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2.5 AIR QUALITY

l. BBC will comply with all applicable local,state,and federal air quality laws, statutes,regulations,
standards, and implementationplans.

2. BBC will obtain all necessary air quality permits fromUDAQto construct, test, and operatefacilities.

3. All internalcombustionequipment willbe kept in good working order.

4. TheCompanieswill use water at construction sites, as necessaty, to abate fugitive dust.

5. The Companieswill not allow any openbumingof garbage or refuse atwellsitesor other facilities.

2.6 VEGETATION

1. Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and existing easements, limiting
equipment/materialsstorageyard and staging area size, etc.).

2. Wellpadsand associatedroads and pipelines will be locatedto avoid or minimize impacts in areas of
high value (e.g.,sensitivespecieshabitats,wetland/riparianareas).

2.7 SOILS

1. Surface-disturbingactivities will be examined on a site-specificbasis, evaluating the potential for soil
loss and the compatibility of soil properties with ptq)ect design. Stlpulationsand mitigating measures
will be developed on a case-by-casebasisto ensuresoil conservationand practical management.

2. BBC will restrictconstructionactivities during periods when soils are saturated and excessive rutting
(>4incheswith multiplepasses) wouldoccur.

3. Salvage and subscquent replacement of topsoil will occur for surfàco-disturbingactivities wherever
specifiedby the AO.

4. Before a surface<Iisturbing activity is undertaken, topsoil depth will be determinedand the amountof
topsoilto be removed, alongwith topsollplacementareas, will be specified in theauthorization. The
uniform distributionof topsoil over the area to be reclaimed will occur unless conditions warranta
varying depth. On large surface-disturbingprqfects topsoilwill be stookpiledand seeded to reduce
erosion. Where feasible, topsoil stockpiles will be designed to maximize surface area to reduce
impacts to soilmicroorganisms.Areas used for spoil storage will be strippedof topsoil before spoil
placement,and the replacementof topsoil after spoi1removalwill be required.

5. BBC will avoid adverse impacts tosoils by:
• minimizingthe areaof disturbance;
• avoidingconstruction with frozen soil materialsto the extent practicable;
• avoidingareas with high erosionpotential (e.g., unstablesoll, dunal areas,slopes greater than

25%, floodplains),wiierepracticable;
• salvagingand selectively handling topsollfrom disturbedareas;
• adequatelyprotecting stockpiled topsoiland replacing.iton the surface during reclamation;
• leaving the soff intact (scalping only) duringpipeline construction,where
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• using appropriate erosion and sedimentationcontrol techniques including, but not limited to,
diversion terraces, riprap, andmatting;

• promptlyrevegetating disturbedareas usingadaptedspecies,
• applying temporaryerosioncontrol measuressuch as temporaryvegetation cover, applicationof

mulch,netting, or soilstabilízers; and/or
• constructing barriers,as appropriate, to rainimize wind and watercrosionand sedimentationprior

to vegetation establishment.

6. Appropriate erosioncontrol and revegetationmeasureswill be employed.Grading and landscaping
will be used to minimizeslopes, and water bars will be installed on disturbed slopes in areas with
unstable soilswhere seeding alone may not adequately control erosíon. Erosion control efforts will

be monitoredby the Companiesand necessary modifications madeto control erosion.

7. Suficient topsoil or other suitablematerial to facilitaterevegetation will be segmgated from subsoils
during all construction operations requirktgexcavation and will be returned to the surface upon
completion of operations.Soilscompacted duringconstruction will be ripped and tilled as necessary

prior to resceding. Cut and fill sections on all roads and along pipelines will be revegetated with

native species.

8. Any accidentalsoil contaminationby spills of petroleumproducts or other hazardous materials will

be cleaned up by the Companies and the soil disposed of or rehabilitated according to applicable
rules.

9. BBC will restrict off-road vehicle (ORV) activity by employees and contract workersto the
immediatearea of authorizedactivity or existing roads and trails.

2.8 RECLAMATION

l. BBC's reclamation goals will emphasize: 1) protection of existing native vegetation; 2) minimal
disturbanceof the existing environment;3) sollstabilization through establishmentof ground cover;
and 4) establishment of nativevegetation consistentwith land use planning.

2. All reclamation will be accomplished as soonas possible after the disturbante occurs with efforts
continuinguntil a satisfactory revegetation cover is established.

3. Seed mixtures for reclaimed areas will be site-specific,composedof native species, and will include
speciespromotingsoffstability. A pre-disturbancespecies composition list will be developed if the
site includes several different plant communities.Livestock palatabilityand wildlifehabitatneeds
will be given consideration during seed mix formulation. BLM Manual 1745, Introduction,
Ransplant,Augmentation, and Reestablishmenta,fFish, Wildife, and Plants, and Executive Order
No. 11987,ExoticOrganisms,will be used as guidance.

4. Interseeding, secondary seeding, or staggered seedingmay be used to accomplish revegetation
objecdves. During rehabilitationof areas in importantwildlife habitat,provision will be madefor the
establishment of native browse and forb species. Follow-up seeding or corrective erosion contml

measureswilloccuron areas where ínitial reclamation efforts are unsuccessful.

5. Any mulohused by BBC willbe weed freeandflee ffommold, fungi, or noxious wood seeds. Mulch

may include native hay, small grain stra‡v,wood fiber, live mulch,cotton, jute, synthetionetting,and

rock. Straw mulch will contain fibers long enough to facilitate crimping and provide the greatest
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6. BBC will be responsiblefor the control of all noxious weedinfbstationson disturbed surfaces. Aerial
applicationof chemicalswill be pohibited within0.25mileof specialstatus plant locations, and hand
applicationwill be prohibited within500feet. Herbicideapplicationwill be monitored by the AO.

7. Recontouring and seedbed preparation will occur immediatelyprior to reseeding on the unused
portion of wellpads, road ROWs,and entire pipeline ROWsoutside of road ROWs. Tnthe event of
uneconomical wells, BBC will initiate reclamation of the entire wollpads, access road, and adjacent
disturbed habitat as soon as possible. BBC assumes the responsibility to see that their exploration,
development, production, and constructionoperationsareconductedin a manner which results in the
proper reclamation of disturbed lands. BBC will monitor reclamation to determine and ensum
successibi establishmentof vegetation.No consentto terminationof any bond will be given by the
AO until all the terms and conditionsof theapprovedpermit(s)have been met.

8. Proper erosion and sedimentcontml structuresand techniqueswill be incorporatedby the Companies
into the design of welipads, roads, pipelines, and other facilities. Revegetation using a
BLM-approved, locally adapted seed mixture containing native grasses, forbs, and shrubs will begin
in the first appropriate seasonfollowing disturbance. Vegetation removed will be replaced with
plants ofoqual forage value anii growth form using procedures that include:
• fall reseeding (September15 to keeze-up), where fbasible;
• spring reseeding (April30 - May 31) if fall seeding ís not feasible;
• deepripping of compacted soils prior to reseeding;
• surfacepitting/roughening prior to reseeding;
• utilizationof nativocool season grasses, forbs, and shrubsin the seed mix;
• interseeding shrubs intoan establishedstandofgrassesandforbsat least oneyear after seeding;
• appropriate,approvedweed contml techniques;
• broadcast,or drill seeding, depending on site conditions; and
• fencing of certain sensitive reclamation sites (e.g., riparian areas, steep slopes, and areas within

0.5 mild of livestock watering facilities)as determinednecessary through monitoring.

9. BBC will monitor noxious weed occurrenceon the project area and implement a poxious weed
control program in cooperation with BLM. Weed-free certification by county extension agents will
be required for grain or straw used for mulching revegetated areas.

2.9 CANDIDATE PLANTS/SPECIAL STATUS PLANTS

1. Herbicide applications will be kept at least SOOfeet from known special status plant species
populations or other distances deemedsafe by theAO.

2. Wellpads and associated roads and pipelines will be located to avoid or minimize impacts to areas of
high value (e.g.,specialstatusplant specieshabitats,wetland/riparlanareas),

2.10 WATERSHEDS

I. Crossings of ephemeral, intermittent, and perennial streamsassociatedwith road and utility line
construction will generally be restricted until normal flows na establishedafter spring
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2.11 GEOLOGICAL/PALEONTOLOGICAL RESOURCES

1. Wells, pipelines, andancillary facilitieswill be designed and constructedsuchthat theywillnot be
damaged by moderateearthquakes.Any facilitiesdefinedas critical according to the Uniform
Building Code will be constructed in accordance with applicableUniformBuilding Code Standards
for SeismicRisk Zone 2B.

2. If paleontological resources are uncovered during surface-disturbing activitics, BBC will suspend
operationsat the site that will further disturbsuch materialsand.immediately contact the AO, who
will arrange for a determination of significance, and, if necessary, recommend a recovery or
avoidance plan.

2.12 CULTURAIÆISTORICAL ItESOURCES

I. BBC willfollow the cultural resourcesand recoveryplan for the project

2. If cultural resources are located within frozen soils or sediments that preclude the possibility of
adequately recording or evaluating the find, construction work will cease and the site will be
protected for the duration of frozen soil conditions; Recordation,evaluationand recommendations
concerningfurther managementwill be madeto the AO followingnaturalthaw, The AO willconsult
withtheaffootedparties and constructionwork will resume once managementof thethreatenedsite
has been finalized andthe Noticeto Proceedhas been issued.

3. BBC will inform theiremployees,contractorsand subcontractors about relevant foderal regulations
intended to protect archaeological and cultural resources. All personnel will be informed that
collecting artifacts, includingarrowheads,is a violatíon of federal law and that employees engaged in
this activitymay be sub)cet to disciplinaryaction.

2.13 WATER RESOURCES

1. BBC will maintain a complete copy of the SPCC Plan at each facility if the facility is normally
attendedat least 8 hours per day, or at the nearest field ofHee if thefacilityis not so attended(40 CFR
112.3(c)).

2. BBC will implement and adhere to SPCC Plans in a manner such that any spill or accidental
discharge of oil will be remediated. An orientation will be conducted by the Companies to ensure
thatproject personnel areawareof thepotential impacts that can result fíom accidental spills, as well
as the appropriaterecourse if a spill does occur. Where applicableand/or requimd by law, streamsat
pipóline crossings will be protected from contamination by pipeline shutoff valyes or other systems
capable of minimizingaccidental discharge.

3. If reserve pit Icakageís detcoted,operations at the site will be curtailed, as directed by the BLM,until
the leakageis corrected.

4. BBC will case and cement all gas wells to protect subsurface mineral and Geshwater zones.
Unproductivewells and wells that have completedtheir intended purposewill be properlyabandoned
and plugged using procedures identified by BLM (federal mineral estate) and/or WOGCC (state and
fee mineral
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5. All waterusedin associationwiththisprojectwill be obtainedfrom sources previously approved by

the Utah StateEngineer'sOffice.

6. Emsion-proneor high salinity areas will be avoided where practicable. Necessaryconstruction in

these areas will be timed to avoidperiodsof greatestrunoff.

7. BBC will incorporate proper containment of condensateand produced water in tanks and drilling

fluidsin reserve pits, and will locatestaging areas for storageof egulpment away from drainagesto

prevent contaminants fromenteringsurfacewaters.

8. Prudent use of erosion control measures, including diversion terraces,riprap, matting, temporary

sedimenttraps, and water bars will be employed by the Companiesas necessary. These erosion

controlmeasures will be used as appropriateto control surfacerunoffgeneratedat welipads. The

type and locationof sedimentcontrolstructures,includingconstruction methods, will be described in

APD and ROW plans. If necessary,BBC maytreatdivertedwater in detentionponds prior to release

to meet applicablestateor federalstandards.

9. BBCwill constnict channel crossings by pipelinesso thatthepipe is buried at least 3 feet below the

channel bottom.

10. Streams/channelscrossed by madswill have cuiverts installedat all appropriate locationsas specified

in the BLM Manual 9112-Fridges and Major Culverts and Manual 9113-Roads. Streams will be

crossed perpendicularto flow, where possible,and all streamcrossing structureswill be designedto

carry the25.year discharge event or otheroapacitiesas directedby the AO.

11. BBC willreshape disturbed channel beds to their approximateoriginalconfiguration.

Id. The disp4sal of all hydrostatic test waterwill be done in conformancewith BLM Onshore Oil and

Gas Order No. 7. BBC will comply with state and federalregulationsfor water dischaiged into an

established drainage channel. The rateof discharge willnotexceedthe capacity of the channel to

convey the increased flow. Waters that do not moet applicable state or federal standards will be

evaporated, treated, or disposed of at an approved disposal facility.

13. BBC will prepare Storm Water Pollution PreventionPlans (SWPPPs)as requiredby WDEQNational

PollutionDischarge EliminationSystem (NPDES) permit requirementson individual disturbances

thatexceed 5 acres in sizeor as requiredby futumchanges in regulations.

14. Any disturbances to wetlands and/or watersof the U.S.willbe coordinatedwith the COE, and 404

permits will be secured as necessaryprior to disturbance.

15. Where disturbance of wetlands, riparian areas, streams, or ophemeral/intermittentstreamchannels

cannot be avoided, COE Section 404 permits will be obtainedby BBC as required, and,in additionto

applicable above-listedmeasures,the following measures will be applied whom appropriate:

• wetlandareaswill be crossedduring dry conditions(i.e., latesummer,fall,ordrywinters);

• streams, wetlands, and riparian areas disturbed during project construction will be restored to as

near re.project conditions as practical and, if impermeablesoilscontributedto wetland formation,

soilswill be compactedto reestablish ímpermeability;
• wetland topsoil will be selectivelyhandled;
• disturbedareas wíll be recontoured andBLM-approvedspecieswillbe used for reclamation;
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• reciamation activitieswill 6egin on disturbedwetlands immediately after completion of project

activities.

2.14 NOISE

I. All engines required for project activitieswill be properlymuffledand maíntainedin accordancewith

state and federal laws.

2.15 WILDLIPE, FISHERIES, AND THREATENED ANDENDANGERED(T&E)SPECIES

L Tominimizewildlifemortalitydue to vehicle collisions, BBCwill advise piqject pomonnelregarding

appropriatespeed limitsin the project area. Roadsno longer required for operations-willbe reclaimed

as soon as podsible. Potential increases in poaching will be minimized throughemployeeand

contractor education regardingwildlife laws. If wildlife law violations are discovered, theoffending

employeewill be subject to disciplinary actionby BBC.

2, BBC will protect (e.g., fence or net)reserve,workover, and productionpits potentially ha2ardousto

prohibit wild11feaccess as directedby BLM.

3. BBC will inilizewildlife-proof fencing on reclaimedareas in accordance withstandardsspecifledin

BLM flandbook1741-1, Fencing, if it is determined that wildlife are interfering with successful

reestablishmentof vegetation.

4. Consultation and coordination with USFWS and UDWR will be conducted for all mitigation

activities relating to raptors and T&E species and their habitats, and all pemnits required for

movement, removal, and/or establishment of raptor nests willbe obtained.

5, BBC will adhereto all survey, mitigation, and monitoringrequírementsidentified in the Biological

Assessment preparedfor this project.

2,f6 LIVESTOCKlGRAUNG MANAGEME19T

1. BBC will reclaim nonessential amas disturbed during construction activities in the first appropriate

season afterwell completion.

2. Nonessential areas include portions of the welipads notneededfor production operations,theborrow

ditch andoutslopeportions of new road ROWs, entire pipelineROWs outsideof road ROWs, and all

roads andassociateddisturbed areas at nonproductivewells.

3. BBC will repair or replace fences, cattlegnards,gates, drift fences, and natural barriers to current

BLM standards. Cattlegaards will be used instead of gates for livestockcontrolon most road ROWs.

Livestookwill be protected from pípeline trenches, and livestocksecess to existing water sourceswill

be maintained.

4. BBCwill review Hvestockimpacts from roadsor disturbancekom construction and drilling activities

at least armaally with livestock permittees and BLM. Appropriatemeasureswillbe takento correct

any adverse impacts, should they
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2.17 RECREATION

1. BBC will instruct employees,contractors,and subcontractorsthat camp sites on federal lands or at
federal.recreation sites mustnot be occupiedfor more than 14consecutivedays.

2. BBC will require that employees, contractors,and subcontractorsabide by all state and federal laws
and regulations regarding hunting.

2.18 VISUAL RESOURCES

1. Pipeline ROWs will be located within existing ROWs whenever possible,and abovegmund facilities
not requiring safetycolorationwill be painted withappropriatenonreflectivestandardenvironmental
colors (Carlsbad Canyou or Desert Brown, or other specifiedstandard environmentalcolors) as
determined by the AO. Topographic soreening, vegetation manipulation, project scheduling, and
trafficcontrol procedures may all be employed,as practicabje, to further reduce visual impacts.

2. Within VRM Class II areas, BBC will utilize existingtopographyto screenroads, pipeline corridors,
diill rigs, wells, and productionfacilitiesfrom view where practicablo. The Companieswill paint all
abovegroundproduction facilities with appropriatecolors (e.g., CarlsbadCanyon or Desert Brown)to
blend with adjacent terrain, except for structums that requist safety coloration in accordance with
OSHA requirements.

2.19 HEALTH AblD SAFETY/HA2;ARDOUSMATERIALS

1, BBC will utiJizeBLM-approved portable sanitation facilities at drill sites; place warning signs near
hazardous areas and along roadways; place dumpsters at each construction site to collect and store
garbage and refuse; ensure that all refuse and garbage is transportedto a State-spproved sanitary
landfill for disposal; and institute a Hazard CommunicationProgram for its employees and requke
subcontractor programs in accordancewith OSHA (29 CFR 1910.1200).

2. In accordance with 29 CFR 1910.1200, a MaterialSafety Data Sheet for every chemicalor hazardous
material broughton-site will be kepton file BBC's field of¾ees.

3. Chedricalsand hazardous materials will be inventoriedand reported by BBC in accordancewith the
SARA Tide HI (40 CFR 335). If quantitics exceedini 10,000 pounds or the threshold planning
quantity are to be producedor stored,BBC will submit appropriateSection 311 and 312 forms at the
requiredtimes to the State and CountyEmergency Management Coordinators and the local fire
departments.

4. BBCwill transportand/or dispose of any hazatdous wastes, as defined by the ResourceConservation
and Recovery Act of 1976 (RCRA),as amended, in accordance with all applicable federal, state,and
local regulations.

5. BBC comtnits to the following practices regardinghazardousmaterialcontainment,

• All storage tank batteries that contain any oil, glycol, produced water, or other fluid which may
constitute a hazard to public health or safety will be surrounded by a secondarymeans of
containment for the entire contents of the largest single tank in use plus freeboard for
precipiration, or to contaín ll0% of the capacity of the largest vessel. The appropriate
containrnent and/or diversionary structuredor equipment, including walls and floor, will
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any oil, glycol or producedwaterand shall be constructed so that any dischargefrom a prirhary
containment system,such as a tank or pipe, will not drain, infikratc, or otherwise escape to
ground or surface waters beforecleanup is completed.

• Treaters, dehydrators and otherproduction facilities that have the potential to leak or spill oil,
glycol, produced water, or other fluid which may constitutea hazardto publiohealth or safety,
shallbe placed on or withinappropriatecontainmentand/or diversionarystructure to prevent
spil.ledor teakingfluid from reaching ground or surface waters. The appropriate containment
and/ordiversionary structurewill be sufficiently imperviousto oil, glycol, produced water, or
other fluid and will be installed so that any spill or feakage will not drain, infiltrate, or otherwise
escape to ground or surface waters prior to completionof cleanup.

• Notice of any spillor leakage,as defined in BLMNTL 3A, will be immediatelyreported to the
AO by the Companiesas well as to such other federal and state offiolaisas required by law. Oral
noticewill be given as soon as possible, bNt within no morethan24 hours, andthoseoral notices
will be confirmed in writing within 72 hours of any such
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Prickly Pear Winter Drilling EA

BBC would build all roads, pipelinesand well pads prior to the start of the winter timing
restrictionson November 1, 2007, assuming proper approvalshave been received.

BBC would implementactions included in the ProposedAction as describedin Section
2.4, Alternative C, of the West Tavaputs Drilling BA approved on July 24, 2004.
Alternative C was selected as part of BLM's decision to implement the original drilling
program.

Access roads woûld be maintained as necessary to prevent erosionand accommodate
year-round traffic. The roads would be maintained in a safe and useable condition, and to
ensure proper drainage. All roads and other applicable surface disturbing activities
would conform, as practicable, to the standards outlined in The Gold Book and Price
Field Ofßce's Hydrological Modißcation StandardsforRoads.

No surfacing material would come from Indian lands or off-lcase federal lands. BBC
wioulduse anyexcess rock from constructionof the pad for surfacingthe access road, as
necessary. Any additionalmaterials needs would comeeither from existingState of Utah
School and Institutional Trust Lands Administration (SITLA) Materials Permits (334,
385,and396) or from federalwells withinthe Prickly Pear unit.

All surface disturbing aëtivities would be supervised by a qualified company
representativeto ensure the terms and conditions of the APD, as well as specifications in
the approvedplims, are compliedwith.

All cut and fill slopes would be constructed so that their stability would be maintained for
the life ol' the project. Diversion ditches or berms would be constructed, if necessary,
around a well pad to prevent surfhoe waters from ontering or exiting the well site area. At
least 2 ft of freeboardwould be maintainedwithin the reserve pit.

The stockpiled topsoil (first 6 inches or maximum available) would be stored in a
windrow on the uphill side of the location. All topsoil would be stockpiled for
reclamation in such a way as to prevent soil lossand impacts.

The well pads would be maintained to ensure that drainages are kept open and free of
debris, ice and snow,.and that surfàces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas. Pits would remain fenceduntil they are reclaimed.

Pipelines would be buried within a 504t wide pipeline right-of-way using standard
pipeline installation procedures. Proposed well pads and access roads would facilitate
staging for pipeline construction. If the surface condition is such that it would require
blasting to bury a pipeline, BBC would ask BLM for a waiver to the requirementfor a
buried pipeline, and instead request that the pipeline be placed on the
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The culturalinventory resulted in the identificationof three previously recorded sites,all
of which are evaluatedas eligible to the National Register of Historic Places. Due to the
proximity of two of the cligible prehistoric sites (42Cb2486 and 42Cbl928) to the
interconnect pipeline ROW, all ground disturbances would be kept on the south side of
the existing fence that parallels the pipeline to avoid site 42Cb2486. Temporary
protective fencing would be placed around the boundary of 42Cbl928 to facilitate its
avoidance. Finally, becauseof the potentialfor buriedculturalfeaturesand the proximity
of these two sites, monitoringof all ground disturbanceactivities would occur. The
boundaryof site 42Cb1733 along the interplanetary road would be fenced with ternporary
protective fcacing prior to commencement of the project to protect this eligible cultural
site.

BBC would have traffic monitors at the top and bottom of the Harmon Canyon road to
controltraffic to insure safetyand give priority to non-oil and gas vehicles.

To better understand sage grouse utílization of winter habitat and the effect of other
mitigation efforts, BBC would contribute $10,000to the UDWRto continue greater sage-
grouse telemetry



ui.i-ac-cor 11.ce rat.IPI:wLrl PNiet. UIHM 'fá>lsobób'>r TO:435E592158 P.39745

SITE SPECIFIC RECLAMATION PLAN
PRICKLY PEAR UNITFEDERAL 13-17-12-15

The following documentprovides plans for interim/reclamation of the Prickly Pear Unit Federal
13-17-12-15 well pad. The reclamationobjective is to reestablisha desirable and diverse
vegetative cover that would provide wildlife habitat, grazing, and other land uses comparable to
those available prior to disturbance, as soon as is practicable añer construction is completed on
all portions of the pad not used for operations, Reclamation will also minimize potential for
emsionand allowfor invasion of the surroundingnativevegetation.

ON-SITECONDITIONS PRICKLY PEAR 13-17-12-15
This location is not constructed et this time. The area currentlyis a combinationof mountain
phrub, pinyon and junipercommunitics.Soil depth averages 14", with the A-horizon <1" andB-
horizon 9".

Thesurfacearea containsapproximately 80% of smallrock;subsurfacecontainedlessthan 10%.
Topsoil salvago and the removal of existing vegetation will be implementedto maximize
material for both interim and final reclamation. Vegetative debris (trees and shrubs) will be
removedand stock piled adjacent to the pad where it will be used for interimreclamation. The
topsoil will be windrowed and piled to facilitate easy distributionfollowingthe completionof the
well.

Thefollowingreclamationprocedures would be applicablefor all interimand finaireclamations.

SURFACE PREPARATfON
Arcas to be reclaimed would be recontoured to create topography conducive to rc-vegetation and
minimizing crosion potential. Channels would be constructed and riprap would bc used as
appropriate to minimize the potential for erosion. Once the contours were established and
drainagein place, the entire disturbed area will be rippedperpendicular to the slopedirection to a
depthof 6-10 inchosto facilitate root penetration. Following the ripping, any available topsoil
(growthmedia) will be spread to a uniform depthover theentirearea.

Existingnative topsoil A&B horizons are not well defmcd. The A horizon is less then one inch
and the B-horizon is approximatelyfour inches. Approximately 14 inchesof matcrial(reference
C horizon) has root penetration and would be a suitablegrowth media if supplementedwith a
slow release broadbased fertilizer such as 16-16-8. The existing spoilpile is not suitable growth
media and shouldbe redistributed in a manner to facilitatea top dressing of two to six inches of
growthmedia,

The reclaimed surface would noL be smoothed out, but rather left rough, uncven, and pock-
marked to create an uneven surface to diminish the likelihood of erosion (gulliesand rills),
capture precipitation, and enhance the success of revegetation.
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The margins of the well pad locationwill be modifledto create uneven fingersof undisturbed
vegetation alternating into the margins along both sidesof the disturbedarea. This is done to
dirhinish a straightline of contrast betweendisturbcd and undisturbedland arcas.

In addition, a large trackhoe would be used to excavate clumps of surrounding vegetation,
(approximately 3' x 3' x 3') from random locations adjacent to the pad within 50 feet of
disturbance and plant these clumps randomly over the disturbed area. Approximately 20 such
clumpswillbe planted.

Any pic-existing vegetation, dead trees, large rocks,etc., would be put backon the recontoured
surface to further enhance water retention, reduce crosion, provide shade, and make the site more
aesthetically compatiblewith adjacent undisturbed arcas.

REVEGETATION
Following surface preparation, the site would be reseeded with a drill seeder in areas that att
relativelÿflat (less and 30% slopes). In areas with slopes in excess of 30% greater than a lateral
distance of 50 feet, a wood fiber mulch in combination with a tackifer and fertilizerwouldbe
applied with a hydroseeder.

Drill Seedins
A drill seeder would be the most effective methodto establish vegetation on accessibleareas. If
a rangeland drill is used, the seed mix will be incorporated into the drill using correct depthand
densityof stocking for the various native species. If a conventional grain drill is used, the large
seeds (primarily shrubs and some forbs) would need to be hand broadcast prior to drilling
becausethe largerseeds tend to plug the drill and frequently result in poor distribution.

Thesite shouldbe drilled in multiple, cross, overlapping patterns, This would eliminate the row
crop appearance of the site. Depending on dme of year when drill seeding is implemented,an
application of approximately 200 lb/acre of a broad based, slow release fertiliser suchas 16-16-8
will enhanceestablishment. If seeding is implementedin spring (March throughMay), the
fertilizer would be spread concurrently with ripping the site. If planting is scheduled for fall,
fertilizer would be spread the following spring after germination and when the plants have
hardened off. The fertilizer would facilitate establishment of vegetation and increase
survivability for the first two to three growing scasons.

Methodoloav-Seedine and Winichina
A hydro-seeder, capable of applying materialat a minimum of 150 feet, would be used on
steeper terrain to minimizedamage to the prepared seedbed. The hydro-sceder would spray the
majority of the site from the adjacentroad or workingarea of the well pad. In areas too distant
to spray from the pad, a hose line may be required. The hydro-seeder will avoid drivingovera
scarifled area unless necessary.

Due to the semi-arid canditions in the project area, a two-phase application is recommended.
The first phase would overspray the disturbed site with the BLM recommended seed mix in
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combination with 100 lbs of wood fiber mulch, 40 lbs of organic tackifier, and 300 gallons of
water per acre. This application would ensure seed/groundcontact. The mulchprovides a visual
markerto ensureeven coverageand etmsistent seeddistribution.The organictackifierbindsthe
uppermost ¼ inch of soil in place to minimize erosion, and keeps the mulch and fertilizer in
place on the steeperslopes.

The second phase would overspray 1,500-2,000 lbs of wood fiber mulch in combination with
200 lbs of 16-16-8 fertiliter/acre. On slopes greater than 50% an additional 40 lbs of organic
tackifier would be added. The mulch overspray should follow the seed app11eationwithin 24
hours to minimize depredationof seeds by birds and rodents.

Steep Arcas (1:1 or Greater) ( Excluding Rock Escarpments)
In additionto the hydro mulch mythologypreviously described, a wood fiber matrixat a rateof
2000 lbs per acre would be applied following the mulch application within 48 hours. Materials
such as "Soil Caird" will add one to three years of erosion protection while ensuring adequate
time to allow germinationand establishment of the native species.

The resecded and mulched areas would be allowed to dry for at least 12-24 hours, depending on
weather conditions, before the site is walked on.

EntdMla
The majority of the area is comprised of a vegetation type referred to as sage/grass/shrub. A
primary objective of the reclamation effort is site stabilization; therefore,a species composition
that prövides rapid groundcover while allowing invasion of the surrounding native vegetation is
desirable. The following seed mixes were also designedto create a stable diverse vegetative
cover while maximizing the benefits to both wildlife and domestic stock and ensuring
compatibility with the surrounding vegetation.

The seed mix within Table A is based on cunent technology and is submitted as a suggestion to
the BLM.
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Table A - SeedMix

Forin:s my
Palmer Penstemon 0.5 lbs/acre
Golden Cryptantha 0.25 lbs/acre
Utah Sweet Vetch 0.5 lbs/acre
Yellow SweetClover' 2.0 lbs/aore
LewisFlax 1.0 lbs/aore

9.mism as
TndlanRiceGrass 1.0 lbs/acre
Needle & Thread Grass 1.0 lbs/acro
Intermediate WheatGrass 2.0 lbs/acre
Blue Gramma 0.5 lbs/acrc
Qalletta 0.5 Ibs/acrc
Great Basin Wild Rye 2.0 lbs/aore

Woodv Plants gg
(4) Wing Salt Brush 2.0 lbs/acre
Winter Fat 0.5 lbs/acre
Wyoming Big Sage 0.25 lbs/acre
Utah serviceberry I.0 lbs/acre

Total 15.0 lbs/acre

' Yenow SwootClover is planted as a nurse empto provide solar potection, soil bindingand nitmgen fixing. It would
normally be crowded out in two lo thicoyears,
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TMC 1: Browse fiand Planting
Tubcling Mixtmas

One of the two browse species lists (checked below) are to be hand planted at the prescribed
application rate and according to the followingprescribedmethods on areas that are undergoing
long term reclamation. The would includeall pipeline corridors, berm aroundodge of drill pads,
miscellaneous disturbed areas assoolatedwith construction such as stagingareas for equipment,
sidocaston road cuts, along sideupgraded or new roadsup to and including borrow ditch and in
the termination ol'redundant access roads being closed. This planting shall be completed in the
firstplanting windowfollowingcompletion of construction and on all otherdisturbedareas upon
final reclamation.

Planting Methods:

Planting shall be accomplished using a labor fome with specific experience in landscape
restoration, hand planting methods and handling and care of browse tubeling and or bateroot
stock plants.

Browseplants to be utilized can be bareroot stock or tubcling stockplants of I year old age class
or greater.

Browse seedlingprotcctors will be used to provide protection from browsingungulates for two
years. Seedling protcetors will be of an open mesh rigid design that will break down when
exposed to sunlight and that measures a minimum of 12 inches in length and 4 inches in diameter.

Plantingshall be completed in the spring (March 1-April 1)andor fall (November1-December1)
planting windows.

Browse plants shall be stored and handledin such a manner as to maintain viability, accord¡ni to
the type of browsc stock being used.

Planting Špeciesand Application Rate:

[ ] Sagebrush•Grass LJ Pinyon•Juniper

Plants Per Acre
Species
Wyoming Sagebrush(GordonCreek) 100 50
Fourwing Saltbush (Utah seed source collected 100 50

at or above 5,000 feet elevation)
Troe MountainMahogany (Utah seed source) 0 50
AntelopeBitterbrush (Utah scedsource) 0 50

Total 200 200

Suitable Substitutions:

Utah Serviceberry no 50
Winterfat 100
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C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Buildinq Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

Spud- Notify the Price Field Office 24-hours prior to spud. Submit written notification (Sundry
Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Officeon at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Officeon a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completionor Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-daysafter completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqling-Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling"describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Office within thirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Office for the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)

1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Bill Barrett Corp

Well Name: Prickly Pear Unit Federal 5-18D-12-15

API No: 43-007-31316 Lease Type: Federal

Section 18 Township 12S Range 15 F County Carbon

Drilling Contractor Craig's Roustabout Service Rig # Bucket

SPUDDED:
Date 11-16-07

Time

How Dry

Drilling will Commence:

Reported by Jody South

Telephone # 208-695-4817

Date 11-19-07 Signed
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Form 3160-5 UNITED STATES
RM PROVED

(August 2007) DEPARTMENT OF THE INTERIOR E s: 1

BUREAU OF LAND MANAGEMENT 5. Lease Serial No. '
f.)

UTU-73668

SUNDRY NOTICES AND REPORTS ON VdEÐS * ' " 1. If Indian, Allottee or Tribe Name

Do not use this forrn for proposals to driH or to re-enter an N/A
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Pear / UTU 79487

O oilweli 2 oasweil O Other r
NaerËUanntNFederal 5-18D-12-15

2. Name of Ooerator 9. API Well No.
Bill Barrett Corporation 43-007-31316

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e9918thœStr8eet,Suite 23oo 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, State
NWNW 540' FNL, 571' FWL
Sec 18 T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Spud

O Change Plans Plug and Abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

This sundy is being submitted as notification thatthis well was spud on 11/16/07.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/19/2007

THIS S E FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section1001 and Title43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

(Instructions on page



STATEOFUTAH FORM6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OlL. GAS ANDMINING

ENTITY ACTION FORM

Operator Bill Barrett Corporation Operator Account Number N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO g 80202 Phone Number: (303) 312-8134

w.us
#3-007-5/5/2,

API Number Well Name QQ Sec Twp Rng County
43ŒÐ‡304- Prickly Pear Unit Federal 16-180-12-15 SWSW 17 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

11/17/2007

Comments:
Spudding Operations were conducted by Craig s Ro stabout Sentice at 1:00 p.m.

Well 2

API Number Well Name QQ Sec Twp Rng County

4300731315 Prickly Pear Unit Federal 4-18-12-15 NWNW 18 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment

11/16/2007

/E

d in O erations were conducted by Craig s Roustabout Service at 1:00 p.m

Well 3

API Number Well Name QQ Sec Twp Rng County

4300731316 Prickly Pear Unit Federal 5-180-12-15 NWNW 18 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number

11/16/2007

octi Da

Cm
Spu ng r ons were conducted by Craig's Roustabout Senrice at 1:00 p nl0 NF10EN11

ACTION CODES:
A - Estabbsh new entity for new wel single wen only) Tracey Fallang

B - Add new well to existing entity (group or unit well) Name (Ple so Print)

C - Re-assign well from one exist:ng entity to anotner existing enbly p/

D - Re-assign well from one existing entity to a new entity signature /
E - Other (Explain in comments' sechon) Environmental alyst 1/19/2007

RECEIVED 1,,,,
'

o..

NOV1g 2007

DIV.0F0lL,GAS&



NOTICE OF LATE REPORTING
DRILLING& COMPLETION INFORMATION

Utah Oil and Gas Conservation General Rule R649-3-6 states that,
> Operators shall submit monthly status reports for each drilling well (including wells where

drilling operations have been suspended).

Utah Oil and Gas Conservation General Rule R649-3-21 states that,
> A well is considered completed when the well has been adequately worked to be capable

of producing oil or gas or when well testing as required by the division is concluded.

> Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner will result in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailingof this notice, the division has not received the required reports for

Operator: Bill Barrett Corp Today's Date: 04/21/2008

Well: API Number: Drilling Commenced:

List Attached

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

If you have questions or concerns regarding this matter, please contact Rachel Medina

at (801) 538-5260
.

cc: Well File
Compliance



NOTICE OF LATE REPORTING
DRILLING& COMPLETION INFORMATION

ATTACHMENT

Operator: Bill Barrett Corp- Today's Date: 04/21/2008

Well: API Number: Drilling Commenced:

PPU Fed 15-6D-13-17 4300731261 05/19/2007

PPU Fed 7-17D-12-15 4300731289 10/21/2007

PPU Fed 7-18D-12-15 4300731295 10/24/2007

PPU Fed 5-17D-12-15 4300731296 10/24/2007

PPU Fed 3-18D-12-15 4300731314 11/16/2007

PPU Fed 4-18-12-15 4300731315 11/16/2007

PPU Fed 5-18D-12-15 4300731316 11/16/2007

PPU Fed 6-18D-12-15 4300731317 11/16/2007

PPU Fed 16-18D-12-15 4300731312



ffallang
CONFIDENTIAL

00NFll¾ALEDForm 3160-5 UNITED STATES OMB No. 1004-0137(August 2007)
DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well Prickly Pear / UTU-79487

Oil Well Gas Well O Other Ñr Pae
n

tNF
deral 5-18D-12-15

2. Name of Ooerator 9. API Well No.BillBarrett Corporation 43-007-31316
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e9n918thœStr8eebSuite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M., or Survey Description) 11. Country or Parish, StateNWNW, 540' FNL, 571' FWL
Sec 18, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O siter casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

O Change Plans Plug and Abandon Temporarily Abandon Report
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This well was spud 11/16/07 but continuous drilling operations have not commenced. Nothing to report.

-STATE ONLY SUBMITTAL-

RECEIVED
MAYO2 2008

DIV.0FOIL,GAS&NIINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 05/01/2008

( THIS SPA FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
CondÏtÏonsoÌapprovaÏ,if any, are attached. Approval of this notice does not warrant or certify
thatthe applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Títle 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page
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Form 3160-5 UNITE ATES
'

E
(August 2007)

DEPARTMENT OF THEINTERIOR I Expire 31
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

* UTU-73668
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to driH or to re-enter an N/A
abandoned we/I. Use Form 3160-3 (APD) for such proposals.

SUBNIITIN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Poar / UTU 701871. Type of Well

Oil Well Gas Well Other ár Pae
Un

tNF
deral 5-18D-12-15

2. Name of Ooerator 9. API Well No.BillBarrett Corporation 43-007-31316
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99W18th Str8e0et,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, StateNWNW, 540' FNL, 571' FWL
Sec. 18, T12S-Ri5E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Q Acidize Deepen Production (Start/Resume) Water Shut-Off

O^itercasins Fracture Treat Reclamation Well Integrity

Subsequent Report Q Casing Repair New Construction Recomplete Other Weekly Activity

O Change Plans Plug and Abandon Temporarily Abandon Report

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly Drilling Report From 05-08-2008 To 05-19-2008
Report # 2 - 11

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 05/21/2008

THIS SPA R FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
ÕonclÏtÏ¿nsAfapproval, iÏany e iitâcl pproval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conductoperations thereon.
Title 18 U.S.C.Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any department o njted Statesany false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction. gg
(Instructions on page 2)

MAY2 7 2008
DIV.OFOIL,GAS&



O O
REGULATORY DRILLINGSUMMARY

WELLCORE

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/9/2008

Report #: 3
Bottom Hole Display API #/License

Depth At 06:00 : 2594.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 1

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 309Time To Description DAILY SAFETY MEETING = STORINGBOILER
1:00 PM DRILLINGFROM 1151' TO 1504 [SLIDE&ROTATE] BARRELS OF WATER USED DAILY =0

1:30 PM LUBRICATE RIG, FUNC. ANNULAR BARRELS OF WATER USED TOTAL =1260

GALLONS OF DIESEL ON LOCATION=5979
6:00 AM DRILLINGFROM 1504 TO 2594 [SLIDE&ROTATE] GALLONS OF DIESEL USED DAILY=565

GALLONS OF DIESEL USED TOTAL=659
TUBULARS ON PATTERSON RIG #51.
340 JOINTS OF 4 1/2" DRILLPIPE
21 JOINTS OF 6 1/2" DRILL COLLARS
40 JOINTS OF 4 1/2"HEAVY WEIGHT DRILL PIPE
4 JOINTS OF 4 1/2" PRODUCTION CASING
1 6 1/2" AKO M.M. SIN 6227 IN HOLE HOURS=25
1 6 1/2" AKO M.M. S/N 6055 HOURS=0
1 6 1/2" AKO M.M. S/N 6193 HOURS=0

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/8/2008

Report #: 2
Bottom Hole Display API #/License

Depth At 06:00 : 1151.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 0

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 308Time To Description DAILY SAFETY MEETING = SKID OPERATION
7:00 AM PREPARE TO SKlD RIG BARRELSOF WATER USED DAILY =1260

11:00 AM SKID BARRELS OF WATER USED TOTAL =1260

GALLONS OF DIESEL ON LOCATION=6544
6:00 PM RIG UP,NIPPLE UP, STRAIGHTEN KELLY GALLONS OF DIESEL USED DAILY=94
11:30 PM TEST UPPER COCK,KELLY,FLOOR VALVE,CHOKE GALLONS OF DIESEL USED TOTAL=94

MANNIFOLD,LINE,MANUAL,HCR,KILLLINE,CHECK,VALVE,BLIND TUBULARSON PATTERSON RIG #51.
RAMS,PIPE RAMS, TO 300 PSI FOR 10 MIN, TEST ANNULAR 340 JOINTS OF 4 1/2" DRILL PlPE
TO1500 PSI FOR 10 MIN,TEST CASING TO 1500 PSI FOR30 MIN 21 JOINTS OF 6 1/2" DRILL COLLARS

12:00 AM INSTALLWEAR BUSHING 40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
4 JOINTS OF 4 1/2" PRODUCTION CASING

3:30 AM PICK UP DIRECTIONAL TOOLS ORINTATE, AND HEAVYWEIGHT 1 6 1/2" AKO M.M. S/N 6227 IN HOLE HOURS=1 1/2
DRILL PIPE 1 6 1/2" AKO M.M. S/N 6055 HOURS=0

4:00 AM INSTALLWEAR RING 1 6 1/2" AKO M.M. S/N 6193 HOURS=0
4:30 AM TAG&DRILLCMT FROM 1000 TrO 1054
6:00 AM DRILLINGFROM 1054 TO 1151

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.11 May 22, 2008 Page
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· REGULATORYDRILLINGSUMMARY

WELLCORE

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/11/2008

Report#: 5
Bottom Hole Display API #/License

Depth At 06:00 : 5382.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 3

Morning Operations : DRILLING

Remarks :

DAYSSINCE LAST LOSTTIME ACCIDENT= 311Time To Description DAILY SAFETY MEETING = CABLE INSPECTION
10:30 AM DRILLINGFROM 419T TO 4421' [SLIDE&ROTATE] BARRELS OF WATER USED DAILY =0

11:00 AM RIGSERVICE,BOP DRILL FUNC.P.RAMS BARRELSOF WATER USED TOTAL =1720

GALLONSOF DIESEL ON LOCATION=39246:00 AM DRILLING FROM 4421' TO 5382 [SLIDE&ROTATE] GALLONS OF DIESEL USED DAILY=1105
GALLONS OF DIESEL USED TOTAL=2714
TUBULARSON PATTERSON RIG #51.
340 JOINTS OF 4 1/2" DRILL PIPE
21 JOINTS OF 6 1/2" DRILL COLLARS
40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
4 JOINTS OF 4 1/2" PRODUCTION CASING
1 6 1/2" AKOM.M. S/N 6227 IN HOLE HOURS=72
1 6 1/2" AKO M.M. SIN 6055 HOURS=0
1 6 1/2" AKO M.M. S/N 6193 HOURS=0

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/10/2008

Report#: 4
Bottom Hole Display API #/License

Depth At 06:00 : 4197.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 2

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 310Time To Description DAILY SAFETY MEETING = CABLE INSPECTION
3:00 PM DRILLINGFROM 2594' TO 3236' [SLIDE&ROTATE] BARRELS OF WATER USED DAILY =460

3:30 PM RIGSEVICE, BOP DRILL FUNC. P.RAMS BARRELS OF WATER USED TOTAL =1720

GALLONS OF DIESEL ON LOCATION=5029
6:00 AM DRILLING FROM 3236' TO 4197' [SLIDE&ROTATE] GALLONS OF DIESEL USED DAILY=950

GALLONS OF DIESEL USED TOTAL=1609
TUBULARSON PATTERSON RIG #51.
340 JOINTS OF 4 1/2" DRILL PIPE
21 JOINTS OF 6 1/2" DRILL COLLARS
40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
4 JOINTS OF 4 1/2" PRODUCTIONCASING
1 6 1/2" AKO M.M. S/N 6227 IN HOLE HOURS=48.5
1 6 1/2" AKO M.M. S/N 6055 HOURS=0
1 6 1/2" AKOM.M. S/N 6193 HOURS=0

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.11 May 22, 2008 Page



O O
' REGULATORYDRILLINGSUMMARY

WELLCORE

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/15/2008

Report#: 9
Bottom Hole Display API #lLicense

Depth At 06:00 : 7620.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 7

Morning Operations : TRIPPING OUT FOR LOGS

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 315Time To Description
DAILY SAFETY MEETING = INSPECT BRAKE2:00 PM DRILLF/ 6925'-7214' LINKAGE

2:30 PM RIG SERVICE - B.O.P. DRILL / 48 SEC. - FUNCTION TEST PIPE BARRELS OF WATER USED DAILY =0

RAMS BARRELS OF WATER USED TOTAL =2880

GALLONS OF DIESEL ON LOCATION=73622:00 AM DRILL FI 7214'-7620' "TD" GALLONSOF DIESEL USEDDAILY=811
2:30 AM CIRC BTMS UP GAS / NOTIFIED LOGGERS TO BE ON GALLONS OF DIESEL USED TOTAL=7276

LOCATION @07:00. TUBULARS ON PATTERSON RIG #51.
3:30 AM SHORT TRIP 8 STANDS 340 JOINTS OF 4 1/2" DRILL PIPE

21 JOINTS OF 6 1/2" DRILL COLLARS4:30 AM CIRC BTMS UP GAS / MIX&PUMP PILL 40 JOINTS OF 4 1/2" HEAVYWEIGHTDRILLPIPE6:00 AM T.O.O.H. FOR LOGS. 4 JOINTS OF 4 1/2" PRODUCTION CASING
1 6 1/2" AKO M.M. S/N 6227 HOURS=109 1/2" **OUT"
1 6 1/2" AKO M.M. S/N 6055 HOURS=16 1/2 "OUT**
1 6 1/2" AKO M.M. S/N 6193 HOURS=0

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/14/2008

Report#: 8Bottom Hole Display API #/License
Depth At 06:00 : 6925.00SWNW-18-12S-15E-W26M 43-007-31316

Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 6

Morning Operations : DRILLING

Remarks :

. DAYS SINCE LAST LOST TIME ACCIDENT = 314Time To Descnption
DAILY SAFETY MEETING =

12:30 PM DRILLINGFROM 6550' TO 6765 BARRELS OF WATER USED DAILY =680

1:00 PM RIG SERVICE,BOP DRILL FUN.P.RAMS BARRELS OF WATER USED TOTAL =2880

GALLONS OF DIESEL ON LOCATION=81738:30 PM DRILLING FROM 6776 TO 6916' GALLONS OF DIESEL USED DAILY=818
11:00 PM PULL OUT OF HOLE GALLONS OF DIESEL USED TOTAL=6465
12:00 AM CIO BITS, RUN INHOLETO SHOE TUBULARS ON PATTERSON RIG #51.

340 JOINTS OF 4 1/2" DRILL PIPE1:30 AM CUT &SLIP 94' DRILLING LINE 21 JOINTS OF 6 1/2" DRILL COLLARS4:30 AM RUN IN HOLE TO 6875' 40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
5:00 AM REAMFROM 6875 TO 6916, 4 JOINTS OF 4 1/2" PRODUCTION CASING

1 6 1/2" AKO M.M. SIN 6227 HOURS=109 1/2" **OUT**6:00 AM DRILLING FROM 6916' TO 6925' 1 6 1/2"AKO M.M. SIN 6055 HOURS= 16 1/2 **IN**
1 6 1/2" AKO M.M. S/N 6193 HOURS=0
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REGULATORY DRILLINGSUMMARY

WELLCORE

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/17/2008

Report#: 11
Bottom Hole Display API #/License

Depth At 06:00 : 7620.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 9

Morning Operations : DRILLING OUT CEMENT

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT= 317Time To Description
DAILY SAFETY MEETING= RIG SKID

10:00 AM HOLD SAFTEY MEETING WITH HALLIBURTON / PUMP 1820 SKS BARRELS OF WATER USED DAILY =0

OF CEMENT @1.49 YEILD / 7.06 GAL/SK / 13.4 PPG. PUMP 117 BARRELS OF WATER USED TOTAL =3040

BBLS OF DISPLACEMENT.GOOD RUTURNES &LIFT GALLONSOF DIESEL ON LOCATION=6516
PRESSURE THROUGHOUT JOB. R/D HALLIBURTON GALLONS OF DIESEL USED DAILY=284

11:00 AM SET CASING SLIPS 40K OVER STRINGWT. GALLONS OF DIESEL USED TOTAL=8128
TUBULARS ON PATTERSON RIG #51.12:00 PM RELEASE RIG @ 12:00 P.M. / CLEANMUD TANKS/ RIGREADY 340 JOINTS OF 4 1/2" DRILL PIPEFOR SKlD 21 JOINTS OF 6 1/2" DRILL COLLARS
40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
4 JOINTS OF 4 1/2" PRODUCTION CASING
1 6 1/2" AKO M.M. S/N 6227 HOURS=109 1/2" **OUT**
1 6 1/2" AKO M.M. SIN 6055 HOURS= 16 1/2 **OUT**
1 6 1/2" AKO M.M. S/N 6193 HOURS=0

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/16/2008

Report#: 10
Bottom Hole Display API #/License

Depth At 06:00 : 7620.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 8

Morning Operations : RIG UP CEMENTERS

Remarks :

DAYSSINCE LASTLOST TIME ACCIDENT = 316Time To Description
DAILY SAFETY MEETING= CEMENTING

7:30 AM T.O.O.H. FOR LOGS / L/DMOTOR BARRELS OF WATER USED DAILY=160

12:30 PM R/UAND RUN OPEN HOLE LOGS / ALL LOGS CNL/FDC,DIL/SFL, BARRELS OF WATER USED TOTAL =3040

AND GR/SP/CAL, TD TO SURFACE CASING. LOGGERS DEPTH -
GALLONS OF DIESEL ON LOCATION=6800

7610. GALLONS OF DIESEL USED DAILY=568
GALLONS OF DIESEL USED TOTAL=78441:00 PM PULL WEAR RING TUBULARSON PATTERSON RIG#51.

5:00 PM T.I.H. / KELLYUP 340 JOINTS OF 4 1/2" DRILL PIPE
6:00 PM CIRC BTMS UP GAS / MIX& PUMP PILL 21 JOINTS OF 6 1/2" DRILL COLLARS

40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE11:00 PM TRIP OUT SIDEWAYS 4 JOINTS OF 4 1/2" PRODUCTION CASING
4:00 AM R/U AND RUN 181 JTS OF 1-100 / LTC / 11.6#/ 4.5" PRODUCTION 1 6 1/2" AKO M.M. S/N 6227 HOURS=109 1/2" **OUT**

CASING. R/D CASERS 1 6 1/2" AKO M.M. S/N 6055 HOURS= 16 1/2 **OUT**
6:00 AM R/U HALLIBURTONCEMENT HEAD / CIRCULATE WHILE RIG UP 1 6 1/2" AKO M.M. S/N 6193 HOURS=0

CEMENTERS. **CASING CREWS & CEMENTERS ALL ON
LOCATION ON TIME**
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' REGULATORYDRILLINGSUMMARY

WELLOORE

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/13/2008

Report#: 7
Bottom Hole Display API #/License

Depth At 06:00 : 6550.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date : 5/8/2008 Days From Spud : 5

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 313Time To Description DAILY SAFETY MEETING = WELDER ASSISTANCE
1:00 PM DRILLINGFROM 6151' TO 6376' [SLIDE&ROTATE] BARRELS OF WATER USED DAILY =0

1:30 PM RIG SERVICE,BOP DRILL FUNC.P.RAMS BARRELS OF WATER USED TOTAL =2200

GALLONS OF DIESEL ON LOCATION=8991
8:30 PM DRILLING FROM 6376' TO 6536' [SLIDE&ROTATE] GALLONSOF DIESEL USED DAILY=1311
9:00 PM MIXAND PUMP DRY PIPE SLUG GALLONS OF DIESEL USED TOTAL=5647
11:30 PM PULL OUT OF HOLE TUBULARS ON PATTERSON RIG #51.

340 JOINTS OF 4 1/2" DRILL PIPE1:00 AM LAYDOWN DIR. TOOLS, P/U BIT M.M 21 JOINTS OF 6 1/2" DRILL COLLARS
4:00 AM RUN IN HOLE, FILL @4130 40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
4:30 AM REAM FROM 6576 TO 6536 4 JOINTS OF 4 1/2" PRODUCTION CASING

1 6 1/2" AKO M.M. S/N 6227 IN HOLE HOURS=1091/2"6:00 AM DRILLIING6536' TO 6550' **OUT**
1 6 1/2" AKO M.M. S/N 6055 HOURS= 1 1/2
1 6 1/2" AKO M.M. S/N 6193 HOURS=0

Well : Prickly Pear Fed. #5-18D-12-15 Phase/Area : West Tavaputs Operations Date : 5/12/2008

Report#: 6
Bottom Hole Display API #/License

Depth At 06:00 : 6151.00SWNW-18-12S-15E-W26M 43-007-31316
Estimated Total Depth : 7702.00

Surface Location : NWNW-18-12S-15E-W26M

Spud Date ; 5/8/2008 Days From Spud : 4

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST TIME ACCIDENT = 312Time To Description DAILY SAFETY MEETING= FORK LIFT INSPECTION
12:30 PM DRILLINGFROM 5382' TO 5638' [SLIDE&ROTATE] BARRELS OF WATER USED DAILY =480

1:00 PM RIG SERVICE, BOP DRILL FUNC. P.RAMS BARRELS OF WATER USED TOTAL =2200

GALLONS OF DIESEL ON LOCATION=2303
6:00 AM DRILLINGFROM 5638' TO 6151 [SLIDE&ROTATE] GALLONS OF DIESEL USED DAILY=1622

GALLONS OF DIESEL USED TOTAL=4336
TUBULARS ON PATTERSON RIG#51.
340 JOINTS OF 4 1/2" DRILL PIPE
21 JOINTS OF 6 1/2" DRILL COLLARS
40 JOINTS OF 4 1/2" HEAVY WEIGHT DRILLPIPE
4 JOINTS OF 4 1/2" PRODUCTION CASING
1 6 1/2" AKO M.M. S/N 6227 IN HOLE HOURS=95.5
1 6 1/2" AKO M.M. S/N 6055 HOURS=0
1 6 1/2" AKOM.M. S/N 6193 HOURS=0
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CONFIDENTIAL

Form3160-5 UNITED STATES
(August 2007) DEPARTMENT OF THE INTERIOR

,
2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial o.
UTU-73668

SUNDRY NOTICESAND REPORTS ON WELLS i 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well Prickly Poor / UTU 70187

8. Well Name and No.Oil Well Gas Well Other Prickly Pear Unit Federal 5-18D-12-15
2. Name of Overator 9. API Well No.
BillBarrett Corporation 43-007-31316

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e9n9m18thStr8ee $2uite2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
NWNW, 540' FNL, 571' FWL
Sec. 18, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injecdon Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof lf
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Waiting on completion. Tentative completion date to begin mid July.

DiV.0F0iL,CASE

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 06/26/2008

THIS SP E FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to maketo any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page
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CONFIDENTIAL

Form 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR - /(#xp

BUREAU OF LAND MANAGEMENT 5. Lease Ëli
UTU-736

SUNDRY NOTICES AND REPORTS ON WELLSi 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to re-enter a i N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.
SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Prickly Poor/ UTU 794971. Type of Well

Oil Well Gas Well Other aeme nntNFederal
5-18D-12-15

2. Name of ODeratOr 9. API Well No.BillBarrett Corporation 43-007-31316
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099e18t Str8eet,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) I l. Country or Parish, State
NWNW, 540' FNL, 571' FWL
Sec. 18, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundy is being submitted as notification that this well had first sales on 7/30/08.

RECEIVED
JUL3O2008

DIROFOIL,GAS&MINING
14. I hereby certify that the foregoingis true and correct.

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 07/31/2008

THIS CE FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle |Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page



C F DENTIAL
Form 3160-5 UNITED STATES OMB No. 1 4-0137
(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICESAND REPORTS ON WELLS * ' 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLIGATE- Otherínstructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
PrirHy Peer / \ ITII-79497

1. Type of Well

O oil wen 2 Gas Well O Other
Nae n

Federal 5-18D-12-15

2. Name of Ooerator 9. API Well No.
Bill Barrett Corporation

43-007-31316

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1D0e99vth St et,0S2uite2300 303-312-8134

Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
NWNW, 540' FNL, 571' FWL
Sec. 18, T12S-Ri5E

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof lf

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

Weekly completion activity reports from 7/25/08 through 7/31/08 (report #'s 6-
.

RECElVED
JUL3O2008

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature fy Date 07/31/2008

THISS ACE FOR FEDERAL OR STATE OFFICE USE

Approved by

I'itle Date

ÜÅdÏtÏ¿nsÄa iroval,if any, are attached. Approval of this notice does not warrant or certify

that the applicant holds legal or equitable title to those rights in the subject lease which would Office

entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitiousor fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY COMPLETION SUMMARY *
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/25/2008 Report#: 6

AFE # : 14574D

Summary : SI. MIRUBlack Warrior EL. and HES End Time Description
frac. EL stage 1. had twomisruns bad
firing caps. shut down BWWC rebuild 1:00 PM SI
guns 5:00 PM Black Warrior EL stage 1 Price River. PU perf guns. RIH correlate to

short jt. run to perf depth guns would'ntfire. POOH had bad firing
cap. Rebuild guns. PU RIH correlate to short jt. run to perf depth .

Guns would not fire. POOH bad firing cap. SDFN
5:00 PM Worrior haul perf guns to town to rebuild.

5:00 PM SIFN
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REGULATORY COMPLETION SUMMARY F
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/26/2008 Report #: 7

AFE #: 14574D

Summary : SI. BWWC EL stage 1. HES made End Time Description
repairs on Blender. Rig HES to well.
Safety Meeting. Pressure test. Frac 1:45 PM BWWC EL stage 4 Lower Dark Canyon. PU HES CFP with 30 ft.

stage 1. EL stage 2. Frac #2. El stage 3. perf guns. RlH correlate to short jt. run to setting depth set CFP @
Frac stage 3. El stage 4. Frac #4. EL 7070 ft. PU perforate @6966-6996, 3JSPF, 120 phasing, 29 gram
stage 5. Frac #5. SI. charges, .370 holes. POOH turn well to frac.

2:45 PM HES frac stage 4 Lower Dark Canyon70Q foam frac. Load & Break
@5,157 PSI @ 18.28 BPM. Avg. Wellhead Rate: 38.14 BPM. Avg.
Slurry Rate:15.47 BPM. Avg. CO2 Rate:21.1 BPM. Avg.
Pressure:5,833 PSL Max. Wellhead Rate:41.48 BPM. Max. Slurry
Rate:15.47 BPM. Max. Co2 Rate:25.69 BPM. Max. Pressure:6,312
PSI. Total Fluid Pumped: 22,549 Gal. Total Sand in Formation:
108,600 lb.(20/40 White Sand) CO2 Downhole: 156 tons CO2
Cooldown: 10 tons. ISlP: 3,433 PSI. Frac Gradient: 0.93 psilft.
Successfully flushed wellborewith 50Q foam 50 bbi over flush with
500 gal. fluid cap,

4:10 PM BWWC EL stage 5 Upper Dark Canyon. PU HES CFP with 10 ft,
perf guns. RIH correlate to short jt. run to setting depth set CFP @
6900 ft. PU perforate @6792-6802, 3JSPF, 120 phasing 29 gram
charges, .370 holes. POOH turnwell over to frac.

5:30 PM HES Frac stage 5 Upper Dark Canyon 70Q foam frac. Load &
Break @4,567PSI @23 BPM. Avg. Wellhead Rate: 33.76 BPM,
Avg. Siurry Rate: 13.83 BPM. Avg. CO2 Rate: 18.42 BPM. Avg.
Pressure:5,162 PSI. Max. Wellhead Rate:35.77 BPM. Max. Slurry
Rate:17.78 BPM. Max. CO2 Rate:22.89 BPM. Max.
Pressure:5,411 PSI. Total fluid Pumped: 23,940 Gal. Total Sand in
Formation:116.500 lb. (20/40 White Sand) CO2 Downhole:152
tons. CO2 Cooldown: 5 tons. ISIP: 3,743 PSI. Frac Gradient: 0.99
psilft. Successfully flush wellbore with50Q foam 50 bbi over flush
with500 gal. fluid cap.

6:00 PM SDFN Opsco check PSI on well
11:59 PM SI

Report by Decision Dynamics Technology Ltd Welicore Version 4 3 12 July 31, 2008 Page



REGULATORY COMPLETION SUMMARY F
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/26/2008 Report #: 7

AFE #: 14574D

Summary : SI. BWWC EL stage 1. HES made End Time Description
repairs on Blender. Rig HES to well.
Safety Meeting. Pressure test. Frac 5:00 AM Si
stage 1. EL stage 2. Frac #2. El stage 3 6:30 AM BWWC PU 20 perf guns. RIH correlate to short jt. run to perf depth.
Frac stage 3. El stage 4. Frac #4. EL Perforate Price River @7365-7385, 3JSPF, 120 phasing, 29 gram
stage 5. Frac #5. SI. charges, .370 holes. POOH turn well to frac.

6:30 AM Safety Meeting.
7:00 AM rig HES to frac tree. Pressure test.
8:00 AM HES Frac stage 1 Price River 60Q foam Frac. Load & Break @

4,382 PSI @8 BPM. Avg. Wellhead Rate: 35.82 BPM. Avg. Siurry
Rate: 16.22 BPM. Avg. CO2 Rate: 18.18 B PM. Avg. Pressure:
5,691 PSI. Max. Wellhead Rate: 37.46 BPM. Max. Slurry Rate:
20.65 BPM. Max. CO2 Rate: 24.41 BPM. Max. Pressure: 6,483
PSI. Total Fluid Pumped: 22,198 gal. Total Sand in Formation:
80,000 lb. (20/40 White Sand) CO2 Downhole: 114 tons. CO2
Cooidown:10 tons. ISIP: 3,534 PSI. Frac Gradient: 0.92 psilft.
Successfully flushed wellbore with 50Q foam 50 BBL over flush with
500 gal. fluid cap.

9:10 AM BWWC EL stage 2 Price River. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt run to setting depth set CFP @ 7320 ft. PU
perforate @ 7250-7260, 3 JSPF, 120 phasing, 29 gram charges,
.370 holes. POOH turn well over to frac.

10:10 AM HES Frac stage 2 Price River 60Q foam frac. Load & Break @
5,709 PSI @ 8 BPM. Avg. Wellhead Rate: 35.3 BPM. Avg. Slurry
Rate:16.26 BPM. Avg. CO2 Rate:17.61 BPM. Avg.
Pressure:5,394 PSI. Max. Wellhead Rate:37.81 BPM. Max. Slurry
Rate:19.48 BPM. Max. CO2 Rate:23.01 BPM. Max.
Pressure:6,032 PSI. Total Fluid Pumped: 19,519 gal. Total Sand in
Formation: 68,700 lb. CO2 Downhole: 98 tons. CO2 Cooldown: 10
tons. ISIP: 3,589 PSI. Frac Gradient: 0.93 psilft. Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal fluid
cap.

11:20 AM BWWC EL stage 3 Price River. PU HES CFP with 9 ft. perf guns.
RIH coptrelate to short jt. run to setting depth set CFP @7190 ft. PU
perforate @ 7120-7124 & 7149-7154, 3 JSPF, 120 phasing, 29 gram
charges, .370 holes. POOH turn well to frac.

12:20 PM HES frac stage 3 Price River 60Q foam frac. Load & Break @5,630
PSI @17 BPM. Avg. Wellhead Rate:39.53 BPM. Avg. Slurry
Rate:18.66 BPM. Avg. CO2 Rate:19.09 BPM. Avg. Pressure:5.186
PSI. Max. Wellhead Rate:42.98 BPM. Max. Slurry Rate:25.51 BPM.
Max. Co2 Rate:29.42 BPM. Max. Pressure:6.055 PSI. Total Fluid

Pumped: 31,737 Gal. Total Sand in Formation: 126,200 lb. (20/40
White Sand) CO2 Downhole: 135 tons. CO2 Cooldown: 5 tons.
ISIP: 3251 PSI. Frac Gradient: 0.89 psilft. Successfully flushed
wellborewith 50Q foam 50 bbl over flush with 500 gal. fluid cap.,

Report by Decision Dynamics Technology Ltd Wellcore Version 4.3.12 July 31, 2008 Page



REGULATORY COMPLETION SUMMARY *
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/27/2008 Report # : 8

AFE #: 14574D

Summary : SI. EL stage 6. Safety meeting, Frac End Time Description
Stage 6. EL stage 7. Frac #7 . EL stage
8. Frac #8. EL stage 9. Frac #9. El 1:25 PM Wait on sand and water. BWWC EL stage 9 North Horn. PU HES
stage 10. Frac #10. SI. Flow back stage CFP with 8 ft. perf guns. RIH correlate to short jt. run to setting depth
1-10 through Opsco flow equipment. set CFP @ ft. PU perforate @ 5386-5394, 3 JSPF, 120 phasing, 29

gram charges, .370 holes. POOH turn well to frac.

2:25 PM HES frac stage 9 North Horn 60Q foam Frac. Load & Break
@4,100PSI @17 BPM. Avg. Wellhead Rate:23.76 BPM. Avg.
Slurry Rate:11.72 BPM. Avg. CO2 Rate:10.98 BPM. Avg.
Pressure:4,038 PSI. Ma×. Wellhead Rate: 27.51BPM. Max. Slurry
Rate: 13.99 BPM. Max. Co2 Rate:19.44 BPM. Max.
Pressure:4,419 PSI. Total Fluid Pumped: 12,747 Gal. Total Sand
in Formation: 40,000 lb.(20/40 White Sand) CO2 Downhole: 55
tons. CO2 Cooldown: 4 tons. ISIP:2,741 PSI. Frac Gradient: 0.95
psilft. Successfully flushed wellbore with 50Q foam 50 bbl over flush
with 500 gal. fluid cap.

3:25 PM BWWC EL stage 10 North Horn. PU HES CFP with 14 ft. perf guns.
RIH correlate to shjort jt. run to setting depth set CFP @ 5365 ft. PU
perforate @ 5332-5346, 3 JSPF, 120 phasing, 29 gram charges,
.370 holes. POOH turnwell to frac.

4:15 PM HES Frac stage 10 Nodh Horn 60Q foam frac. Load & Break
@4,129PSI @ 16.4 BPM. Avg. Wellhead Rate:18.89 BPM. Avg.
Slurry Rate:9.37 BPM. Avg. CO2 Rate:8.36 BPM. Avg.
Pressure:3,701 PSI. Max. Wellhead Rate:21.09 BPM. Ma×. Slurry
Rate:11.31 BPM. Max. CO2 Rate:12.51 BPM. Max. Pressure:
3,900 PSI. Total Fluid pumped: 11,572 Gal. Total Sand in
Formation:35,900 lb.(20/40 White Sand) CO2 Downhole:53 tons.
CO2 Cooldown:7 tons. ISIP:2,847 PSI. Frac Gradient:0.97 psilft.
Successfully flushed wedllbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

5:15 PM SI
11:59 PM Flow stage 1-10 through Opsco flow equipment.
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REGULATORY COMPLETION SUMMARY
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/27/2008 Report # : 8

AFE #: 14574D

Summary : SI. EL stage 6. Safety meeting, Frac End Time Description
Stage 6. EL stage 7. Frac #7 . EL stage
8. Frac #8. EL stage 9. Frac #9. El 5:30 AM SICP: 2300
stage 10. Frac #10. SI. Flow back stage 7:00 AM BWWC EL stage 6 North Horn. PU HES CFP with 24 ft. perf guns.
1-10 throughOpsco flow equipment- RIH correlate to short jt. run to setting depth set CFP @6770 ft. PU

perforate @6702-6726. 3JSPF, 120 phasing, 29 gram charges, .370

holes. POOH turn well to frac.
7:15 AM Safety Meeting. Frac, EL, trucks on & offLoc.

8:15 AM HES frac stage 6 North Horn 60Q foam frac. Load & Break @4,379
PSI @ 16 BPM. Avg. Wellhead Rate: 33.96 BPM. Avg. Slurry
Rate:16.32 BPM. Avg. CO2 Rate:16.1 BPM. Avg. Pressure: 4,691
PSI. Max. Wellhead Rate:38.93 BPM. Max. Slurry Rate: 20.1 BPM.
Max. CO2 Rate: 23.47 BPM. Max. Pressure:5,013 PSl. Total Fluid

Pumped: 22,415 Gal. Total Sand in Formation: 67,900 lb. (20/40
White Sand) CO2 Downhole: 106 tons. CO2 Cooldown: 5 tons.
ISIP: 3,676 PSI. Frac Gradient: 0.99 psilft. Successfully fluished
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

9:15 AM BWWC EL stage 7 North Horn. PU HES CFP with 25 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6640 ft. PU
perforate @6540-6565, 3JSPF, 1'20 phasing, 29 gram charges.
.370 holes. POOH turn well to frac.

10:15 AM HES frac stage 7 North horn 60Q foam frac. Load & Break @2,759
PSI @ 24 BPM. Avg. Wellhead Rate:38.21 BPM. Avg. Slurry Rate:
18.11BPM. Avg. CO2 Rate:18.33 BPM. Avg. Pressure: 4,488 PSI.
Max. Wellhead Rate: 41.54 BPM. Max. Slurry Rate:22.3 BPM.
Max. CO2 Rate:26.75 BPM. Max. Pressure:4,944 PSI Total Fluid
Pumped: 26,716 gal. Total Sand in Formation: 108,600 lb. (20/40
White Sand) CO2 Downhole: 138 tons. CO2 Cooldown: 10 tons.
ISIP: 2,718 PSI. Frac Gradient: 0.85 psilft. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal fluid cap.

11:25 AM BWWC EL stage 8 North Horn. PU HES CFP with 13 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6300 ft. PU
perforate @6220-6230 & 6101-6104, 3SPF, 120 phasing, 29 gram
charges, .370 holes. POOH turn well over to frac.

12:25 PM HES frac stage 8 North Horn 60Q foam frac. Load & Break @5,196
PSI @14 BPM. Avg. Wellhead Rate:29.25 BPM. Avg. Slurry
Rate:: 14.05 BPM. Avg. Co2 Rate:13.9 BPM. Avg. Pressure:4,852
PSI. Max. Wellhead Rate:30.79 BPM.. Max. Slurry Rate:16.8
BPM. Max. CO2 Rate: 18.76 BPM. Max. Pressure:5,536 PSI. Total
Fluid Pumped: 20,748 gal. Total Sand in Formation:79,500 lb.
(20/40 White Sand) CO2 Dowhole: 101 tons. CO2 Cooldown: 8
tons. ISIP: 3,002 PSI. Frac Gradient: 0.93 PSI. Dropped Qty: 3
perf balls in pad stage and 3 balls in 2#sand stage. Successfully
flushed wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid
cap.
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REGULATORY COMPLETION SUMMARY i
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

ottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/28/2008 Report #: 9

AFE #: 14574D

Summary : Flow back stages 1-10. SI for EL work. End Time Description
BWWC EL stage 11. HES frac #11.
BWWC El stage12. Shot out of zone 2:15 PM BWWC EL stage 13 Wasatch. PU HES CFP with 10 ft. perf guns.
found bad diode in guns. EL stage 12. RIH correlate to short jt. run to setting depth set CFP @4000 ft. PU
Frac stage 12. EL.stage 13. Frac #13. perforate @3920-3930, 3 JSPF, 120 phasing, 29 gram charges,
RDMO Frac and EL. Flow back stages .370 holes. POOH turn well to frac.
1-13 3:00 PM HES Frac stage 13 Wasatch 50Q foam frac. Load & Break @4,766

PSI. @ 9 BPM. Avg. Wellhead Rate: 18.17 BPM. Avg. Slurry Rate:
10.78 BPM. Avg. CO2 Rate: 6.86 BPM. Avg. Pressure: 3,134 PSI.
Max. Wellhead Rate: 22.58 BPM. Max. Slurry Rate: 13.3 BPM.
Max. CO2 Rate: 8,75 BPM. Max. Pressure: 3,688 PSI. Total Fluid
Pumped: 8,709 gal. Total Sand in Formation: 24,100 lb. (20/40
White Sand) CO2 Downhole: 26 tons. CO2 Cooldown: 4 tons,
ISIP:2,104 PSI. Frac Gradient: 0.98 psilft. Successfully flushed
wellbore with 50Q foam 11 BBL over flush .

3:30 PM SI
7:00 PM Rig down HES frac equipment and EL move off loc. made room for

Coil tbg Unit to move in .

11:59 PM Flowstages 1-13 throughEnsign flow equipment. Clean up for
sales.
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REGULATORY COMPLETION SUMMARY *
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/28/2008 Report # : 9

AFE #: 14574D

Summary : Flow back stages 1-10. SI for EL work. End Time Description
BWWC EL stage 11. HES frac #11.
BWWC El stage12. Shot out of zone 4:00 AM Flow stages 1-10. FCP: 830 psi. on 48 ck. recovered 489 bbis in 10
found bad diode in guns. EL stage 12. hours. Avg. of 49 BPH. Co2 high.
Frac stage 12. EL.stage 13. Frac #13 7:00 AM BWWC EL stage 11 North Horn. PU HES CFP with20 ft. perf guns.
RDMO Frac and EL. Flow back stages R1Hcorrelate to short jt. run to setting depth set CFP @5250 ft. PU
1-13 perforate @ 5168-5188, 3JSPF, 120 phasing, 29 gram chargtes,

.370 holes. POOH turn well to frac.
5:30 AM Shut in for EL work
8:00 AM HES Frac stage 11 North Horn 60Q foam frac. Load & break

@3,935PS1 @ 18 BPM. Avg. Wellhead Rate:27.89 BPM. Avg.
Slurry Rate:13.93 BPM. .Avg. CO2 Rate:13.19 BPM. Avg.
Pressure: 3,808 PS). Max. Wellhead Rate:29.93 BPM. Max. Slurry
Rate:16.61 BPM. Max. CO2 Rate: 17.56 BPM. Max. Pressure:
4,168 PSI. Total Fluid pumped: 19,902 Gal. Total Sand in
Formation: 71,900 lb. (20/40 White Sand) CO2 Downhole: 88 tons.
CO2 Cooidown: 8 tons. ISIP: 2,762 PSI Frac Gradient: 0.97 psilft.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

11:00 AM BWWC EL stage 12. Middle Wasatch. PU HES CFP with 14 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @4250
ft. PU to perf depth . HES pressure up on casing. could not pressure
up pumping 2.5 BPM. RIH to CFP no plug in place. POOH. Plug
was steel on setting tools.perf guns had fired. Shot out of Zone.
(OUT OF ZONE PERFS AT 4219-4233 FT. 3JSPF, 120 PHASING,
29 GRAM CHARGES, .370 HOLES, TOTAL OF 42 HOLES)

11:20 AM wait on Black Warrior to bring firing panal from Roosevelt.

11:45 AM buid perf guns.
12:30 PM BWWC EL stage 12 M. Wasatch. PU HES CFP with 14 ft. perf

guns. RIH correlate to short jt. run to setting depth check depth to
casing collar. Set CFP @ 4205 ft. PU perforate @ 4128-4196, 3
JSPF, 120 deg. phasing, 29 gram charges, .370 holes. POOH turn
well to frac.

1:15 PM HES frac stage 12 Middle Wasatch 50Q foam frac. Load & Break
@4,092 PSI @15.6 BPM. Avg. Wellhead Rate: 32.56 BPM. Avg.
Slurry Rate:19.92 BPM. Avg. CO2 Rate:11.81 BPM. Avg.
Pressure: 3,167 PSI. Max.Wellhead Rate:36.55 BPM. Max. Slurry
Rate: 23.24 BPM. Max. CO2 Rate:15.66 BPM. Max.
Pressure:3,279 PSI. Total Fluid Pumped:25,426 Gal. Total Sand in
Formation:76,000 lb.(20/40 White Sand) CO2 Downhole: 69 tons.
CO2 Cooldown: 8 tons. ISIP:2,145 PSI. Frac Gradient: 0.95 psilft.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.
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REGULATORY COMPLETION SUMMARY
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/30/2008 Report # : 11

AFE #: 14574D

Summary : Flow back stages 1-13 End Time Description

6:00 AM Flow stages 1-13 FCP: 660 psi on 48 ck. recovered 187 bbl in 24
hjours CO2: 25%. gas rat of 5.6 MMCFD

11:59 PM Flow stages 1-13

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

He Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 7/29/2008 Report # : 10

AFE #: 14574D

Summary : Flow stages 1-13 End Time Description

11:59 PM flow stages 1-13 through OPSCO FCP: 700 psi on 48 ck. ????
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CONFIDENTIAL

n 160 UNITED STATES O
N 0

3D7

DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6.IfIndian,Allotteeor TribeName
Do not use this form for proposals to driH or to re-enter an N/A

abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear! UTU-79187

1. Type of Well

Oil Well Gas Well Other 8Pn nn tNF
deral 5-18D-12-15

2. Name of Overator 9. API Well No.
BillBarrett Corporation 43-007-31316

3a. Address 3b. Phone No. (incluÃTriacode) 10. Field and Pool or Exploratory Area
99 t Street, Suite 2300 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M., or Survey Description) 11. Country or Parish, State
NWNW, 540' FNL, 571' FWL
Sec. 18, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDI T NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convertto Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly completion activity reports from 8/21/08 through 8/28/08 (report # 12).

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 08/29/2008

THIS SPAC OR FEDERAIL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to de artment or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction. i - ÑED
(Instructions on page 2) SEPO8 2008

DIVOFOIL,GAS



REGULATORY COMPLETION SUMMARY e
WELLCORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 8/23/2008 Report #: 12

AFE # : 14574D

Summary : Production . MIRU IPS Coil tubing. PU End Time Description
Weatherford downhole motor with 3-7/8
drag bit. RIH drill CFPs. 1-12. clean rat 5:00 AM Rig IPS Coiltbg on well.
hole. to 7485. drilling cement. Clean hole 7:00 AM PU Weatherford downhole motor with 3-7/8 drag bit. Pull test ,

POOH lay down tools. Flow casing clean- pressure test. pump test tools.
put on production sales. 8:00 AM RIH with coil tubing and BHA pumping .50 BPM fluid. with 300

SCFM N2. upped rat to 1.75 bpm. and 500 scfm N2..
9:00 AM tag CFP # 1 At 3994 ft. drill out
11:00 AM RIH tag CFP# @ 4202 ft drill out
12:00 PM RIH tag CFP #3 @ 5200 clean and drill to 5247 drill CFP
1:00 PM RIH tagg CFP @ 5360 #4 drill out pump sweep
2:40 PM RlH tag CFP #5 @5455 drill out pump sweep
3:40 PM RIH drilli CFP #6 @ 6306 drill out pump sweep
4:30 PM RIH tag at 6266 clean and drill to 6636 ft. CFP #7 drill out pump

sweep
5:00 PM RIH tag CFP #8 @ 6765 ft. drill out pump sweep
6:00 PM RIH tag CFP #9 @ 6892 ft drill out pump sweep
6:50 PM RIH tag CFP #10 @ 7063 drill out . pump sweep
7:30 PM RIH tag CFP #11 @ 7182 ft. Drillout pump sweep
8:30 PM RIH tag CFP #12 @ 7312 drill out pump sweep
9:00 PM TIH tag @ 7402 ft. wash and drill to 7485 drilling cement. to PBTD

@ 7485.
10:00 PM POOH with coil tbg cric. clean pumping 1.75 BPM. fluid with 600

SCFM N2.
10:00 PM :Shut in blow coil dry. Rig off well.
11:59 PM flow back through Opsco flow equip. turn to sales when clean

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.12 August 29, 2008 Page



traliang
CONFIDENTIAL

Form 3160-5 UNITED STATES
(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 3

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD)for such proposais.

SUBMIT INTRIPLICATE-- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Prickly Pear / UTU-79487

1. Type of Well

O onwen U oa wen O oser in*efyy,uanottNoederal5-18D-12-15

2. Name of Ooerator 9. API Well No.
BillBarrett Corporation

43-007-31316

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area

1Do s , suite2300 303-312-8134
Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or SurveyDescription) 11. Country or Parish, State
NWNW, 640' FNL, 571' FWL
Sec. 18, T12S-R15E

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Noticeof Intent
Acidize Deepen Production (Start/Resume) O Water Shut-Off

O sitercasing Fracture Treat Reclamation O Well Integrity

Casing Repair New Construction Recomplete 2 Other Weekly Activity
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

3 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

Weekly completion activity reports from 09/12/08 through09/18/08 (report #'s 13-15).

RECEIVED
SEP22 2008

DIV.0FOIL,GAS&MWWG

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/18/2008

THIS SP E FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date

nãitia
s~Bianio'va,TrinyarËAÏt:iii . p¡ råvÄÏ$ÏÏhilioÏÏceÃ$$snåt rant or certify

that the applicant holds legal or equitable title to thoserights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United Statesany false,

fictitiousor fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORYCOMPLETIONSUMMARY #
WELLOORE

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 9/14/2008 Report #: 13

AFE #: 14574D

Summary : Well flowing to sales. End Time Description

11:59 PM Well flowing to sales

Report by Decision DynamicsTechnology Ltd. Welicore Version 4.3.12 September 18, 2008 Page



REGULATORYCOMPLETION SUMMARY #
WELLCORE

WellName : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 9/16/2008 Report # : 15

AFE # : 14574D

Summary : FCP 620. Finish RIH with tbg, tag @ End Time Description
7360'. RUpower swivel, Weatherford N2
unit, Start circ. Clean out to7420' PBTD. 7:00 AM Wellflowing to sales
230 jts. Blowwellclean. RD swivel· 7:30 AM Safety Meeting-PU/ LD, TBG.
Pump bit off @ 1700 psi. Lay down 111
jts, Land tbg on hanger. EOT 3830', 119 10:00 AM RIH , PU TBGtag @ 7360'.

JTS. ND Hydrill/ BOP, NU Production 10:30 AM RU Swivel, N2 unit.

Tree. Blow Well Clean, Trun Well To 11:30 AM Clean out to 7420' PBTD,Blow well clean.
Sales. Rig Down . SDFD 12:00 PM RD swivel/ N2 unit. Pump bit off @ 1700 psi

2:30 PM Lay down 111 jts tbg, land on hanger. 119 jts in hole.

4:30 PM ND hydril / BOP

6:30 PM Rig Down
7:00 PM Trun Well to Sales.
11:59 PM Well goingto sales

Well Name : Prickly Pear Fed. #5-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWNW-18-12S-15E-W26M 43-007-31316

Ops Date : 9/15/2008 Report #: 14

AFE # : 14574D

Summary : MI Casedhole Solutions EL. PU RlH with End Time Description
kill plug set @ 3825', POOH RD ELMO.
SICP 930, blow well down. ND Frac tree, 7:00 AM Well flowing to sales
NUBOP. MI 2 3/8" TBG.& Tally.PU 3 7:30 AM Safety Meeting-Kill plug. RlH with tbg
7/8" blade bit, Weatherford pump offsub
RIH picking pu 2 3/8" TBG, Tag Killplug' 9:00 AM RU CHS. PU, Killplug. RIH set Plug @ 3825'. POOH. RD CHSEL.

@ 3825'. 119 jts - 4' in on jt 120. RU M .

R&W Power swivel.RU Weatherford N2 10:30 AM ND Frac treel NU BOP

Unit, Start Circ. DrillKillPlug out @ 12:30 PM MI 2 3/8" tbg, &tally
3S8D2F5RD Swivel. Trun well to sales. 12:45 PM PU 37/8" blade bit, pump offsub.

2:45 PM RlH picking up 2 3/8" tbg. Tag plug 4' in on jt#120
3:30 PM RU R&W Power swivel,Weatherford N2 Unit

4:00 PM Brake Circ
5:00 PM DrillKillPlug out, Circ clean.

5:30 PM Rig swiveldown, Trun wellto sales. SDFD

11:59 PM Well flowing to sales.

Reportby Decision DynamicsTechnology Ltd. Wellcore Version 4.3.12 September 18, 2008 Page



Form 3160-4
(August2007) '

UNITED STATES CONFIDENTIAL
DEPARTMENT OF THE INTERIOR OMB 1

BUREAU OF LAND MANAGEMENT s: , o

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTU-73668

la. Type of Well OOil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back Diff. Resvr., N/A

Oth ,
7. Unit or CA Agreement Name and No.er. Prickly Pear / UTU-79487

2. Name of Overator 8. Lease Name and We11No.
Bill Barrett Corporation Prickly Pear Unit Federal 5-18D-12-15
3. AddreSS 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31316
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Undesignated / Wasatch-Mesaverde
At surface NWNW (Lot 1), 540' FNL,571' FWL 11. Sec., T., R., M., on Block and

Survey or Area
Sec. 18, T12S-R15E

At top prod. interval reported below SWNW (Lot 2), 1475' FNL,586' FWL Sec. 18 12. County or Parish 13. State

At totaldepth SWNW (Lot 2), 1893' FNL, 695' FWLSec. 18 Carbon County UT

14, Date Spudded 15. Date T.D. Reached 16. Date Completed 07/30/2008 17. Elevations (DF, RKB, RT, GL)*
11/17/2007 05/15/2008 D & A g Ready to Prod. 7554' GL

18. Total Depth: MD 7620' 19. Plug Back T.D.: MD 7566' 20. Depth Bridge Plug Set: MD N/A
TVD 7376' TVD 7322' TVD

21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? 2 No Yes (Submit analysis)

pie Com L/CBL/GR, d Log Was DST run? No Yes (Submit report)
Directional Survey? No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD) Sge ena o o S oL Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J-55 36# 0 1054' 400 Type 5 59 bbis Surface

8 3/4" & 4 1/2" I-100 11.6# 0 7609' 1820 50/50 Poz 309 bbis 250'
7 7/8"

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

25. Producing Intervals 26. Perforation Record
Formation Top Bottom Perforated Interval \ Size No. Holes Perf. Status

A) Wasatch (incl North Horn) 3920' 6726" 3920' - 3930' 0.37" 30 Open
B) Mesa Verde 6792' 7385' 4182' - 4196' 0.37" 42 Open
C) 5168' - 5188' 0.37" 60 Open
D) 5332' - 5346' 0.37" 42 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material

3920' - 3930' Stage 13: 70% CO2 foam frac: 26 tons CO2; 282 bbis total fluid; 24,100# 20/40 White sand

4182' - 4196' Stage 12: 70% CO2 foam frac: 69 tons CO2; 702 bbis total fluid; 76,000# 20/40 White sand

5168' - 5188' Stage 11: 70% CO2 foam frac: 88 tons CO2; 610 bbis total fluid; 71900#20/40 White sand

5332' - 5346' Stage 10: 70% CO2 foam frac: 53 tons CO2; 381 bbis total fluid; 35,900#20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test 3il Gas Water Oil Gravity 3as Production Method HECHVED
Produced îested Production BBL MCF BBL Corr. API 3ravity Flowing

7/30/08 8/8/08 24 9.55 2821 62 SFP? ? ?fl08
Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size V1wg. Press. Rate BBL MCF ßBL Ratio Producing

si DIV.0FOlL,GAS&MlNING
27/64" O 772

28a. Production - Interval B
Date First TestDate Hours Test 3il Gas Water Oil Gravity 3as ProductionMethod
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Elwg. Press. Rate BBL MCF BBL Ratio

SI

*(See instructions and spaces for additional data on page



28b. Production i Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. 3il 3as Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First fest Date Hours Test 3il Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Cotr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid,used forfuel,vented, etc.)
Sold

30. Summary of Porous Zones (Inclùde Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
includingdepth interval tested,cushion used, timetool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 3026'
North Horn 5083'

Dark Canyon 6771'
Price River 7011'

TD 7620'

32. Additional remarks (include plugging proceture):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 4939'. Tubing has not been landed in this well. A revised report will be submitted at that time.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification O Core Analysis Other:

34. I hereby certify that the foregoingand attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please print Tracey Fallang a Title Environmental/Regulatory Analyst

Signature )../ /)gÎA Date 09/18/2008

Title 18 U.S.C. Section 1001 and Tit .S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitiousor fraudulentstatements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



Prickly Pear Unit Federal #5-18D-12-15 Report Continued

26. PERFORATION RECORD (cont.' 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)

INTERVAL NO. PERFORATION
(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE O MATERIAL

5386' 5394' 0.3T' 24 Open Stg 9 70% CO2 foam frac: 55 tons CO2 425 bbls total fluid 40,000# 20/40 White Sand

6101' 6230' 0.3T' 39 Open Stg 8 70% CO2 foam frac: 101 tons CO2 623 bbls total fluid 79,500# 20/40 White Sand

6540' 6565' 0.37" 75 Open Stg 7 70% CO2 foam frac: 138 tons CO2 766 bbIs total fluid 108,600# 20/40 White Sand

6702' 6726' 0.37" 72 Open Stg 6 70% CO2 foam frac: 106 tons CO2 672 bbls total fluid 87,900# 20/40 White Sand

6792' 6802' 0.37" 30 Open Stg 5 70% CO2 foam frac: 152 tons CO2 711 bbls total fluid 116,500# 20/40 White Sand

6966' 6996' 0.37" 90 Open Stg 4 70% CO2 foam frac: 156 tons CO2 673 bbls total fluid 108,600# 20/40 White Sand

7120' 7154' 0.37" 27 Open Stg 3 70% CO2 foam frac: 135 tons CO2 910 bbls total fluid 126,200# 20/40 White Sand

7250' 7260' 0.37" 30 Open Stg 2 70% CO2 foam frac: 98 tons CO2 604 bbls total fluid 68,700# 20/40 White Sand

7365' 7385' 0.37" 60 Open Stg 1 70% CO2 foam frac: 114 tons CO2 683 bbls total fluid 80,000# 20/40 White Sand

*Depth intervals for frac information same as perforation record



Directional Surveys WELL ORE

Location Information
Business Unit Phase/Area Surface Location

Operations West Tavaputs
NWNW-18-12S-15E-W26M

Project Well Name Main Hole

Uinta Prickly Pear Fed. #5-18D-12-15

Bottom Hole införination Survey Section Details

UWI API / License # Section KOP KOP Date TNÍD TVD TD Date

(ft) (ft) (ft)

SWNW-18-125-15E-W26M 43-007-31316
Main 1060.00 5/8/2008 1060.00 1060.00

Survey liiformaticin
Survey Cornpany Direction of MagnetioDec.

Vertical Section (°) Correction (°)

WEATHERFORD 180.80 11.78

Details Corrected

Extrap. Depth MD Jricliriatiérr Afimuth TVD Sub Sea Northings N/S Eastirigs E/Ñ VëitiaalSection Dog Leg

0.00 0.00 0.00 0.00 17.00 S W

1101.00 0,42 244.08 1100.99 -1083.99 1.76 S 3.63 W 1.81 0.04

1197.00 2.69 167.78 1196.93 -1ÙÑ93 4.12 S 3.47 W _ 4.17 2.73

1294.00 5.25 172.78 1293.67 -1276.67 10.75 S 2.43 W 10.78 2.66

1390.00 7.88 175.78 1389.02 -1372.02 21.67 S 1.39 W 21.68 2.76

1486.00 10.19 171.53 1483.81 -1466.81 36.63 S 0.34 E 36.62 2.50

1582.00 12.69 171.16 1577.88 -1560.88 55.45 S 3.21 E 55.40 2.61

1678.00 15.50 172.41 1670.96 -1653.96 78.58 S 6.53 E 78.48 2.94

1774.00 18.31 170.16 1762.79 -1745.79 106.15 S 10.80 E 105.99 3.00

1870.00 20.69 173.28 1853.26 -1836.26 137.85 S 15.36 E 137.63 2.71

1966.00 23.00 178.66 1942.35 -1925.35 173.45 S 17,78 E 173.18 3.18

2063.00 24.13 178.91 2031.25 -2014.25 212.22 S 18.60 E 211.94 1.17

2159.00 23.81 181.78 2118.97 -2101.97 251.20 S 18.38 E 250.92 1.26

2256.00 23.81 182.18 2207.72 -2190.72 290.34 S 17.02 E 290.07 0.17

2352.00 23.19 180.66 22K76 -2278.76 328.60 S 16.07 E 328.35 0.90

2448.00 23.81 182.53 2383.79 -2366.79 366.86_ S 14.99 E 366.62 1.01

2544.00 24.69 186.41 2471.32 -2454.32 406.15 S 11.90 E 405.94 1.90

2640.00 24.63 185.03 2558.56 -2541.56 446.00 S 7.91 E 445.84 0.60

2736.00 24.69 185.28 2645.81 -2628.81 485.89 S E 485.78 0.13

2832.00 23.69 183.41 2733.38 -2716.38 525.11 S 1.32 E 525,04 1.31

2929.00 22.88 181.53 2822,47 -2805.47 563.41 S W 563.36 1.13

3025.00 23.00 178.41 2910.88 -2893.88 600.81 S 0.32 W 600.76 1.27

3121.00 24.00 178.03 2998.91 -2981.91 639.07 S 0.87 E 639.00 1.05

3217.00 24.25 178.16 3086.53 -3069.53 678.29 S 2.17 E 678.19 0.27

3314.00 24.13 176.91 3175.01 -3158.01 718.00 S 3.88 E 717.87 0.54

3410.00 23.50 177.03 3262.84 -3245.84 756.71 S 5.93 E 756.55 0.66

3506.00 23.69 176.91 3350.81 -3333.81 795.08 S 7.96 E 794.89 0.20

3603.00 21.75 176.53 3440.27 -3423.27 832.48 S 10.10 E 832.25 2.01

3699.00 20.81 175.16 3529.72 -3512.72 867.22 S 12.62 E 866.96 1.11

| 3891.00 20.Í5 181.16 3709.23 -3692.23 935.21 S 14.80 E 934.91 1.11

i 3987.00 20.25 180.91 3799.15 -3782.15 968.82 S 14.20 E 968.53 0.53

4083.00 19.88 181,28 3889.32 -3872.32 1001.75 IS 13.57 E 1001.47 0.41

4179.00 20.19 180.41 3979.52 -3962.52 1034.64 S 13.08 E 1034.36 0.45

4275,00 20.25 179.16 4069.60 -4052.60 1067.82 S 13.21 E 1067.53 0.45

4371.00 19.44 177.16 4159.90 -4142.90 1100.38 S 14.24 E 1100.08 1.10

4499.00 18.00 176.28 4281,11 -4264.11 1141.39 S 16.58 E 1141.05 1.15

4595.00 17.31 174.91 4372.59 -4355.59 1170.42 S 18.81 E 1170.04 0.84

4691.00 16.38 1 4464.47 -4447.47 1198.12 S 21.37 E 1197.71 0.98

4787.00 15.13 171.78 4556.86 -4539.86 1224.00 S 24.45 E 1223.54 1.52

4883.00 14.63 173.03 4649.64 -4632.64 1248.43 S 27.71 E 1247.92 0.62

4979.00 12.44 178.28 4742,95 -4725,95 1270.80 S 29.50 E 1270.26

5076.00 10.56 178.41 4837.99 -4820.99 1290.13 S 30.06 E 1289.58 1.94

5172.00 10.13 175.91 4932.43 -4915.43 1307.34 S 30.90 E 1306.78 0.65

5268.00 8.81 183.03 5027.12 -5010.12 1323.10 S 31.12 E 1322.54 1.84

5364.00 5.94 181.78 5122.29 -5105.29 1335.41 S 30.57 ÍE 1334.85 2.99

Report by Decision Dynamics Technology Ltd. Welicore Version4.3.12 September 18, 2008 08:01:43 Þag



Directional Surveys MLL RE

Location information
Business Unit Phase/Area Surface Location

Operations West Tavaputs
NWNW-18-12S-15E-W26M

Project Well Name MainHole

Uinta Prickly Pear Fed. #5-18D-12-15

Eurap. Depth MD inclinätierr Azimuth TVD Sub Sea Nadhings NIS Eäetings E/W Vertiää! Sention Dog Leg

(ft) (°) (°) (ft) (ft) (ft) (ft) (ft)

5460.00 3.81 156.78 5217.93 -5200.93 1343.31 S 31.68 E 1342.73 3.08

5556.00 1.56 123.66 5313.81 -5296.81 1346.96 S 34.02 E 1346.36 2.75

5652.00 2.00 73.78 5409.76 -5392.76 1347.22 S 36.72 E 1346.57 1.62

5748.00 Ã44 60.03 5505.64 -5488.64 1345.31 S 40.82 E 1344.61 1.64

5844.00 3.31 67.91 5601,48 -5584,48 1342 8 S 45.88 E 1342.06 0.50

5941.00 4.31 74.53 5698.26 -5681.26 1340.80 S 51.99 E 1339.95 1,12

6037.00 3.56 89.16 5794.03 -5777.03 1339.80 S 58.45 E 1338.85 1.30

6133.00 2.06 92.28 5889.91 -5872.91 1339.82 S 63.15 E 1338.81 1.57

6229.00 2.38 85.78 5985.83 -5968.83
S 66.86 E 1338.68 0.42

6326.00 2.25 85.41 6082.75 -6065.75 1339.45 S 70.77 E 1338.33 OÃ4

6422.00 2.44 104.53 6178.67 -6161.67
1339.81 S 74.63 E 1338.63 0.83

7620.00 2.44 105.00 7375.59 -7358.59
1352.81 S 123.95 E 1350.94 0.00

I
I

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.12 September 18, 2008 08:01:44 Page



#rm 31604 NadWW
(August2007)

UNITED STATES ,

CONFIDENTIAL
¯ ¯ ¯¯... L FORM APPROVÅDEPARTMENT OF THE INTERIOR OMB NO 1004-0137

BUREAU OF LAND MANAGEMENT 7 Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT .

> Lease señalNo
J UTU-73668

la lypeotwell MOilwell unswell vry L_|Other IIInglan.Allotteeorinbe11ame
b Type of Completion: bL.INew Well Work Over Deepen E] Plug Back Diff. Resvr ,

N/A
> Umt or LA Agreement Isame and IsoOther PricklyPear / UTU-79487

1 Name of unerator 8 Lease Name and Well NoBill Barrett Corporation PricklyPear Unit Federal 5-18D-12-15
s AddreSS 1099 18th Street, Suite 2300 32 Phone No (metude area code) 9. Ahl Well No

Denver, CO 80202 303-312-8134 43-007-31316
4 Location of Well µteport locatron clearly and m accordance wrin hederal requurments/ 10 Field and Pool or Exploratory

Undesignated / Wasatch-Mesaverde
At surface NWNW (Lot 1), 540' FNL, 571' FWL 11. Nec , I , K , M

, on Block and
Survey or Area

Sec 18, T12S-R15E

At top prod interval reported below SWNW (Lot 2), 1475' FNL, 586' FWL Sec. 18 12 county or vansn 1.9 state

At total depth SWNW (Lot 2), 1893' FNL, 695' FWL Sec. 18 Carbon Coung UT
14 Date Spudded lŠ Date T D. Keached 16 D_ate Completed 0//30/2008 i i. tievations (UF, RKB, KI, gy y11/17/2007 05/15/2008 D & A Ill Ready to Prod 7554' GL
l a Iotat uepth: MD /620' 19 Plug uack i U: MU /44U 20. Depth Bndge Plug Set: MU N/A

TVD 7376' TVD 7196 TVD
21 Type Electric & Other Mechanical Logs Run (Submit copy of each) 22 Was well cored! O No xes ubmit analysis)
Triple Combo, CCL/CBLIGR, Mud Log Was DST run? No Yes (Submit report)

Directional sur, p.; p No Yes (Submit eggy)23 Lasing and Liner Record (Report uH striñgx set in we/I)

HoleSize Size/Grade Wt.(#/ft.) Top (MD) Bottom (MD) StageD TNo eDf SCks & SlrirryVol. CementTop• AmountPulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J-55 36# O 1054' 400 Type 5 59 bbis Surface

8 3/4" & 4 1/2" I-100 11.6# 0 7609' 1820 50/50 Poz 309 bb1s 250'
7 7/8"

24. Tubing Record
Sara Depth Set (MD) Packer Depth (MDJ Size Depth Set (MD) Packer Depth (MD)

_

Size Depth Sei (MD) Packer Deptli (MD
2 3/8" 7306'
25. Producing intervals 26 Perforation lecord

Formauon Top Bottom Perforated lnierval Size No. IIoles Perf. Status
^) Wasatch (incI North Hom) 3920' 6726" 3920'- 3930' 0.3T' 30 Open

) Mesa Verde 6792' 7385' 4182' - 4196' 0.37" 42 Open') 5168'-5188' 0.37" 60 Open
5332'-5346' 0.3T' 42 Open

27. Acid, Fracture. Treatment. Cemeni Squeeze. etc.
Depth inlerval Amount and Ivoe of Matenal

3920'- 3930' Stage 13: 70% CO2 foam frac: 26 tons CO2; 282 bbis total fluid; 24,100#20/40 White sand
4182' - 4196' Stage 12: 70% CO2 foam frac: 69 tons CO2; 702 bbis totalfluid; 76,000#20/40 Whitesand
5168'- 5188' Stage 11: 70% CO2 foam frac: 88 tons CO2; 610 bbis total fluid; 71900#20/40 White sand
5332' - 5346' Stage 10: 70% CO2 foam frac: 53 tons CO2; 381 bbis total fluid; 35,900#20/40 White sand
28 Production - IntervalA
Date First test Date ylours yest Jil ¢as Water ¯ pli Gravity :Jas froductionMethod
Produced (ested (roduction 3BL NICF |3BL ÇorrAPI :Iravity Flowing
7/30/08 ßl8/08 24 9.55 2821 62

Choke ibg. Press jsg ·l4 Hr pil ÿas þater pas/Ull RellStatus
Size FIwg riress pte (3BL µICF i3BL ¡latio Producing
27/64" O 772

28a Producaon - IntervalB
Date First Test Date Hours Test 3il Gas Water Oil Gravity 3as Produciton Method
Produced Tested Produc on RBL MCF BBL Cort API Gravity

Choke fbg. Press Usg. 14 11r Oil Gas Water bas Oil Well Status
Size Flwg. 13ress. Rate HR[. MCF BRl.. Ratio

SI

Mbeeinstr ictions and spaces for additional data on page 2. DECEIVED
NOV25 2008

DIV.0FOIL,GAS&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedfor fuel,vented, etc.)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested,.cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 3026'
Nodh Horn 5083'

Dark Canyon 6771'
Price River 7011'

TD 7620'

32 Additional remarks (include plugging procecure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 4939'.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

Sundry Notice for plugging and cement verification Core Analysis O Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please print) T ey Fallang Title Regulatory Analyst

Signature Date 11/21/2008

Title 18 U.S.C. Section 1001 and Title 43 .C. Section 1212, make it a crime for any person knowingly and willfully to make to any departrnent or agency ofthe United States any
false, fictitious or fraudulent statenients or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3160-4, page



United States Department of the Interior
BUREAU OF LAND MANAGEMENT ,TAKE PRIDE

CH s Utah State Office INg ERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO
3180
UT-922

May 12, 2009

BillBarrett Corporation
Attn: Doug Gundry-White
1099 18th Street, Suite 2300
Denver, CO 80202

Re: 3rdRevision to the Consolidated
Wasatch-Mesaverde Formation
PA "A-B-C-D-E" Prickly Pear Unit
Carbon County, Utah

Gentlemen:

The 3rdRevision to the Consolidated Wasatch-Mesaverde Formation PA "A-B-C-D-E", PricklyPear
Unit, CRS No. UTU79487H, is hereby approved effectiveas of July 1, 2008, pursuant toSection 11
of the Prickly Pear Unit Agreement, Carbon County, Utah.

The 3rdRevision to the Consolidated Wasatch-Mesaverde Formation PA "A-B-C-D-E" results inthe
addition of 128.73 acres to the participating area for a totalof5,699.77 acres and is based uponthe
completion of the following wells as being capable of producing unitized substances in paying
quantities:

-BG¥¥GM-NGLE--
WELL NO. API NO. LOCATION LEASE NO. 07Y1

5-18D-12-15 43-007-31316 NW¼NW¼, 18-128-15E UTU73668

3-18D-12-15 43-007-31314 NW¼NW¼, 18-128-15E UTU73668

6-18D-12-15 43-007-31317 NW¼NW¼, 18-125-15E UTU73668

Copies of the approved request are being distributed to the appropriate agencies and one copy is
returned herewith. Please advise all interested parties of the approval of the 3rd Revision for the
Consolidated Wasatch-Mesaverde Formation PA "A-B-C-D-E",Prickly Pear Unit, and the effective
date.

Sincerely,

AECE IVED /s/Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals

Enclosure GAS&



STATEOF UTAN FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISt0N OF OIL,GASANDMINING

ENTITY ACTION FORM

Operator Bill Barrett Corporation Operator Account Number N 2165

Address: 1099 18th Street, Suite 2300

ver

State CO p 80202 Phone Number

Well 1

API Number Well Name QQ Sec Twp Rng County
4300731317 Prickly Pear Unit Federal 6-18D-12-15 NWNW 18 12S 15E Carbon

Action Code i nt Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 1648L 14794 7/1/2008
Comrnents: Revised based on approval by the BLM to the WSM D articipating area.

... CONFllENilAL
APINumber Well Name QQ See Twp Rng County
4300731314 Prickly Peer Unit Federal 3-18D-12-15 NWNW 18 12S 15E Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date
C 16483 14794 7/1/2008

Comments:
Revised based on approval by the BLM to the WSMVD participating area.

CONFENilAl
ÀPI Number Well Name QQ See Twp Rng County
4300731316 Prickly Pest Unit Federal 5-18D-12-15 NWNW 18 128 15E Carbon
Action Code Current Entity New Entity Spud Date Entity AssignmÀ

Number Number Effective Date
C 1648to 1479 7/1/2008

Commente:
Revised based on approval by the BLM to the WSMVD participating area.

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang
B - Add neW well to existing entity (groupor unitwell) Name lease at)
O - Re4ssign well from one eXisting erttity to another existing entity
D - Re-assign well from one existing entlly to a new entity signature
E - Other (E×plain in 'comments' section) Regulatory An t 6/4/ 9RECEIVED nu. 6.2

SŒOm;

JUNO4 2009
DIVOFOIL,GAS&



API Well No: 43007313160000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-73668 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 5-18D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313160000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FNL 0571 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/10/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted as notification that BBC will move on to this
location to install a new lift system to enhance production. If you have any

questions or need further information, please call me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 11/3/2009

PHONE NUMBER:
303 312-8128  Ext 

Workover-Change in lift system

 

PHONE NUMBER
303 312-8134

November 03, 2009

November 05, 2009

iPI Well No: 43007313160000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 5-18D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext NINE MILE CANYON

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0540 FNL 0571 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NWNW Section: 18 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/10/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-Change in lift

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that BBC will move on to this
location to install a new lift system to enhance production. If you have any Accepted by the

questions or need further information, please call me at 303-312-8134. Utah Division of
Oil, Gas and Mining

Date: me ()

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 11/3/2009

RECEIVED November 03,



 
WORKOVER PROCEDURE 

 
Prickly Pear Unit Federal 5-18D-12-15 

CVR Installation Procedure “Change of lift system” 
 

1.) MIRU PU & bleed casing off thru flare 
2.) NU BOP’s 
3.) TOOH w/ 2-3/8” tbg 
4.) MIRU WLU & RIH w/ gauge ring to 7,385’ (Bottom of perfs) 
5.) Report PBTD to Chris Bairrington – BBC Denver @ 303-877-5239 
if fill is seen above 7,260’ 

a. If fill is above 7,260’, PUMU bit & scraper & CO to 7,566’ 
utilizing N2 foam unit for circulation & FDP-918 10 GPT fluid 

6.) RIH w/ 4.5” RBP & set @ 3,900’ 
7.) PUMU 4.5” RBP ret. Head, pump off bit sub, +/- 1,100’ of 2.875” 
Ultraflush tubing, change over to 2 3/8 tubing 
8.) MIRU NALCO One Source capillary tbg unit & run ¼” 2204 
stainless steel tbg inside 2.875” ultra flush 
9.) MU & TIH w/XN nipple, CVR sleeve, 2-3/8” tbg with capillary string 
banded to outside to RBP @ 3,900’  
10.) Set down on RBP & equalize pressure, pull up to release plug 
11.) Continue TIH under pressure thru hydrill w/ 2-3/8” tbg with capillary 
string banded to outside of tbg 

a. Land CVR sleeve @ +/- 5,800’ 
12.) PUMU modified tbg hanger & hook capillary string into hanger 
13.) Land tbg 
14.) N/D bop N/U well head w/ isolation nipple between donut & B2 
adapter flange on bottom of tree 
15.) RU N2 foam unit & pump off bit sub.  Continue foaming down tbg 
up backside for 2 hours to evacuate all liquids 
16.) MIRU SL unit, RIH & pull CVR sleeve 
17.) RIH & set XN-plug 
18.) RDMOL flowing well up tbg to sales 

 
 
 
 
 

November 03, 2009

WORKOVER PROCEDURE

Prickly Pear Unit Federal 5-18D-12-15
CVR Installation Procedure "Change of lift system"

1.) MIRU PU & bleed casing off thru flare
2.) NU BOP's
3.) TOOH wl 2-3/8" tbg
4.) MIRU WLU & RIH w/ gauge ring to 7,385' (Bottom of perfs)
5.) Report PBTD to Chris Bairrington - BBC Denver @303-877-5239
if fill is seen above 7,260'

a. Iffill is above 7,260', PUMU bit & scraper & CO to 7,566'
utilizing N2 foam unit for circulation & FDP-918 10 GPT fluid

6.) RIH w/ 4.5" RBP & set @ 3,900'
7.) PUMU 4.5" RBP ret. Head, pump off bit sub, +/- 1,100' of 2.875"
Ultraflush tubing,change over to 2 3/8 tubing
8.) MIRU NALCO One Source capillary tbg unit & run ¼" 2204
stainless steel tbg inside 2.875" ultra flush
9.) MU & TlH w/XN nipple, CVR sleeve, 2-3/8" tbg with capillary string
banded to outside to RBP @3,900'
10.) Set down on RBP & equalize pressure, pull up to release plug
11.) Continue TlH under pressure thru hydrill w/ 2-3/8" tbg with capillary
string banded to outside of tbg

a. Land CVR sleeve @ +/- 5,800'
12.) PUMU modified tbg hanger & hook capillary string into hanger
13.) Land tbg
14.) NID bop N/U well head wl isolation nipple between donut & B2
adapter flange on bottom of tree
15.) RU N2 foam unit & pump off bit sub. Continue foaming down tbg
up backside for 2 hours to evacuate all liquids
16.) MIRU SL unit, RIH & pull CVR sleeve
17.) RIH & set XN-plug
18.) RDMOL flowing well up tbg to sales

RECEIVED November 03,



API Well No: 43007313160000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-73668 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 5-18D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313160000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FNL 0571 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

11/13/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to provide details of a workover completed in
an attempt to enhance production by changing out the lift system. Details of

the workover are attached.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 12/2/2009

PHONE NUMBER:
303 312-8128  Ext 

Workover-change in lift system

 

PHONE NUMBER
303 312-8134

December 02, 2009

December 02, 2009

iPI Well No: 43007313160000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EASE D6ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 5-18D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext NINE MILE CANYON

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0540 FNL 0571 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NWNW Section: 18 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/13/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in lift

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to provide details of a workover completed in
an attempt to enhance production by changing out the lift system. Details oAccepted by the

the workover are attached. Utah Division of
Oil, Gas and Mining

FOR REWe erÛ,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 12/2/2009

RECEIVED December 02,



Page 1/1 Report Printed:  12/2/2009www.peloton.com

Well Summary Report

Prickly Pear Fed. #5-18D-12-15  11/5/2009 06:00 -  11/6/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

Flowback well to sales - 7, MIRU workover uint MI tbging put on pipe rack - 2, ND tree NU BOP's - 1, Pull 46 stds. SDFN - 1, Well secure - 13

Prickly Pear Fed. #5-18D-12-15  11/6/2009 06:00 -  11/7/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

Flowback well, safety meeting - 1, Finish tripping out w/ tubing - 1, RU PSI wireline RIH w/ GR/JB tag fill @6544' got stuck, work loose POOH. RDMO - 2, Pick up 
4-1/2'' bit and scraper RIH 132jts. install string float continue to RIH tag fill @7018' RU foam uint try to circulate could not pump into string float plug bleed down. - 
7, POOH to string float. 87jts. SDFN - 1

Prickly Pear Fed. #5-18D-12-15  11/7/2009 06:00 -  11/8/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

Flowback to sales Safety meeting - 1, Try to pump down tubing to establish circulationg, could not - 1, POOH w/ bit and scraper - 2, Clean out plug in bit and 
scraper - 1, Run back in tag fill @ 7215 (220 jts ) - 2, RU tbg. swivel w/ foam uint clean out to 7400' run sweep circulate foam 1 hr. - 2, Pull out of hole, lay down 
34 jts. of bad tubing SDFN - 3, Flowback well to sales - 12

Prickly Pear Fed. #5-18D-12-15  11/10/2009 06:00 -  11/11/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

Flowback to sales, safety meeting - 2, Pickup HD Nabors retrievable packer Set @ 6038' - 3, RU swab RIH swab well info in swab section - 5, RD swab turn over 
to sales thru tubing - 1, Flowback to sales - 13

Prickly Pear Fed. #5-18D-12-15  11/11/2009 06:00 -  11/12/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

Flowback to sales/Safety meeting, RU HES - 3, Psi test lines to 6,000, pump 2 bbls of 2%kcl water followed by 4500 gal of FE acid containing inhib and 
serfactant. dropping 635 bioballs in acid. avg.rate 7 bpm @ 2200 psi . some ball action. no isip well went on vaccum RDMO - 0.5, RU swab run 4 swab runs tag 
fluid @ 5900 recover total 2bbls - 1.5, Release packer POOH - 3, Out of hole w/ packer drain pumps an lines - 1, Flowback well to sales - 15

Prickly Pear Fed. #5-18D-12-15  11/12/2009 06:00 -  11/13/2009 06:00
API/UWI

43-007-31316
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Drilling & Completion
Time Log Summary

WSI, safety meeting - 1, NU hydrill - 1, Pick and run 34 jt.s of 2-7/8 Ultra flush tubing - 2, RU Nalco RIH w/ cap string inside 2-7/8'' to 1060' - 1, Continue to RIH w/ 
2-3/8'' tubing w/ cap string attached . - 4, Land as Followed: Cameron well head
            17'KB

Hanger .75
182oints- 2 3/8' 4.7 lb/ft.tubing 5888.96'
CVR Tool 4.65'--3.00" OD-----                5906.7
1-Joint- 2 3/8' 4.7 lb/ft. 31.54
XN-Nipple 1.25'---                5942.9

Injection Mandral 2.20'
Disconect       0.65'---      2.625" OD--2'' ID

X-Over             . 2.5,---     2-38''' OD-- 2" ID
34 joints -2-7/8''" UF 8.6lb/ft. tubing 1046'

                
EOT--6893.58 - 1, RU  Weatherford foam unit pump off plug blow around well. - 1, RU Delsco slickline unit pull CVR sleeve run plug in XN-nipple - 1, Flowback 
well to sales - 12

December 02, 2009

Bill Barrett Corporation
Well Summary Report

Prickly Pear Fed. #5-18D-12-15 11/5/2009 06:00 - 11/6/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
Flowback well to sales - 7, MIRU workover uint MI tbging put on pipe rack - 2, ND tree NU BOP's - 1, Pull 46 stds. SDFN - 1, Well secure - 13

Prickly Pear Fed. #5-18D-12-15 11/6/2009 06:00 - 11/7/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
Flowback well, safety meeting - 1, Finish trippingout wl tubing - 1, RU PSI wireline RIH wl GR/JB tag fill@6544'got stuck, work loose POOH. RDMO - 2, Pick up
4-1/2" bit and scraper RIH 132jts. install string float continue to RIH tag fill@7018'RU foam uint try to circulate could not pump into string float plug bleed down. -

7, POOH to string float. 87jts. SDFN - 1

Prickly Pear Fed. #5-18D-12-15 11/7/2009 06:00 - 11/8/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
Flowback to sales Safety meeting - 1, Try to pump down tubingto establish circulationg, could not - 1, POOH w/ bit and scraper - 2, Clean out plug in bit and
scraper - 1, Run back in tag fill@7215 (220 jts ) - 2, RU tbg. swivel wl foam uint clean out to 7400' run sweep circulate foam 1 hr. - 2, Pull out of hole, lay down
34 jts. of bad tubing SDFN - 3, Flowback well to sales - 12

Prickly Pear Fed. #5-18D-12-15 11/10/2009 06:00 - 11/11/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
Flowback to sales, safety meeting - 2, Pickup HD Nabors retrievable packer Set @6038'- 3, RU swab RIH swab well info in swab section - 5, RD swab turn over
to sales thru tubing - 1, Flowback to sales - 13

Prickly Pear Fed. #5-18D-12-15 11/11/2009 06:00 - 11/12/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
Flowback to sales/Safety meeting, RU HES - 3, Psi test lines to 6,000, pump 2 bbls of 2%kcl water followed by 4500 gal of FE acid containing inhib and
serfactant. dropping 635 bioballs in acid. avg.rate 7 bpm @2200 psi . some ball action. no isip well went on vaccum RDMO -0.5, RU swab run 4 swab runs tag
fluid @5900 recover total 2bbls - 1.5, Release packer POOH - 3, Out of hole wl packer drain pumps an lines - 1, Flowback well to sales - 15

Prickly Pear Fed. #5-18D-12-15 11/12/2009 06:00 - 11/13/2009 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31316 UT Carbon West Tavaputs Released for Work Drilling & Completion
Time Log Summary
WSI, safety meeting - 1, NU hydrill - 1, Pick and run 34 jt.s of 2-7/8 Ultra flush tubing - 2, RU Nalco RIH w/ cap string inside 2-7/8" to 1060' - 1, Continue to RIH w/
2-3/8" tubingw/ cap string attached .

-4, Land as Followed: Cameron well head
17'KB

Hanger .75

182oints- 2 3/8' 4.7 lb/ft.tubing 5888.96'
CVR Tool 4.65'--3.00" OD----- 5906.7
1-Joint-2 3/8' 4.7 lb/ft. 31.54
XN-Nipple 1.25'--- 5942.9

Injection Mandral 2.20'
Disconect 0.65'--- 2.625" OD--2" ID

X-Over
.

2.5,--- 2-38"' OD-- 2" ID
34 joints -2-7/8"" UF 8.6lb/ft. tubing 1046'

EOT--6893.58 - 1, RU Weatherford foam unit pump off plug blow around well. - 1, RU Delsco slickline unit pull CVR sleeve run plug in XN-nipple - 1, Flowback
well to sales - 12
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-73668 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 5-18D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FNL 0571 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

8/28/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: gas lift installation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Bill Barrett Corporation requests permission to install gas lift on this well.
Injection gas will be metered with an orifice meter in accordance with 43 CFR
3162.7-3. Installation procedures are attached. Please contact Brian Hilgers at

303-312-8183 with questions.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 8/17/2011

08/24/2011

Aug. 17, 2011

Sundry Number: 17635 API Well Number: 43007313160000Sundry Number: ÑŠÑaÊÀpFS Ngr: 43007313160000

Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 5-18D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0540 FNL 0571 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNW Section: 18 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/28/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: gaS lift inStallation

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation requests permission to install gas lift on this well.
Injection gas will be metered with an orifice meter in accordance with 43 CFR
3162.7-3. Installation procedures are attached. Please contact Brian Hilgers at Accepted by the

303-312-8183 with questions. Utah Division of
Oil, Gas and Mining

Date: 08/24/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/17/2011

RECEIVED Aug. 17,



WORKOVER PROCEDURE 

Prickly Pear Federal #05-18D-12-15 

 

1. MIRU 

2. Unseat tbg.  TOOH with 2 3/8”.  Tally tbg on way out of hole.   

3. TIH as follows:  1 jt 2 3/8”, XN Profile Nipple, 1 jt. tbg., X Profile Nipple, tubing to surface.  EOT @ 

+/- 6346. 

4. RD and MO.  Return well to production on tbg flow. 

Aug. 17, 2011

Sundry Number: 17635 API Well Number: 43007313160000Sundry Number: 17635 API Well Number: 43007313160000

WORKOVERPROCEDURE

Prickly Pear Federal #05-18D-12-15

1. MIRU
2. Unseat tbg. TOOH with 2 3/8". Tally tbg on way out of hole.
3. TlH as follows: 1 jt 2 3/8", XN Profile Nipple, 1 jt. tbg., X Profile Nipple, tubing to surface. EOT@

+/- 6346.
4. RD and MO. Return well to production on tbg flow.

RECEIVED Aug. 17,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-73668 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 5-18D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FNL 0571 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/4/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: gas lift installation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Attached, please find the procedures for the gas lift installation that took place
on this well from 10/2-4/2011. Please contact Brady Riley at 303-312-8115

with any questions.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 10/26/2011

10/27/2011

Oct. 26, 2011

Sundry Number: 19754 API Well Number: 43007313160000Sundry Number: 19754 API Well Number: 43007313160000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 5-18D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0540 FNL 0571 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNW Section: 18 Township: 12.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/4/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: gas lift inStallation

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached, please find the procedures for the gas lift installation that took place
on this well from 10/2-4/2011. Please contact Brady Riley at 303-312-8115

with any questions. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 10/26/2011

RECEIVED Oct. 26,
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Well Name:   Prickly Pear Fed. #5-18D-12-15

Report Printed:   10/26/2011www.peloton.com

Daily Completion and Workover (legal size)

Well Name

Prickly Pear Fed. #5-18D-12-15

API/UWI

43-007-31316
License # Extra Well ID B

14574D
Operator

Bill Barrett Corporation
Govt Authority

BLM
Well Configuration Type

Deviated
Original KB Elevation (ft)

7,570.30
Ground Elevation (ft)

7,553.30
KB-Ground Distance (ft)

17.00
Regulatory Drilling Spud Date

5/8/2008 00:00
Regulatory Rig Release Date

Surface Legal Location

NWNW-18-12S-15E-
W26M

North/South Distance (ft)

660.0
North/South Reference

FNL
East/West Distance (ft)

600.0
East/West Reference

FWL
Lat/Long Datum

NAD27

Latitude (°) Longitude (°) Basin Field Name County State/Province

Report #  6.0,  Report Date:   10/2/2011
Phase:  

Jobs
Job Category

Completion/Workover
Primary Job Type

Reconfigure Tubing/Components
Start Date

1/26/2011
End Date

3/1/2011
Target Depth (ftKB) Target Formation AFE Number

14574EQP-1
AFE+Supp Amt (Cost)

68,677.00
Total Fld Est (Cost)

98,899.57
Total Final Invoice (C…

49,211.30
Var (AFE-Fld) (Cost)

-30,222.57
Total Depth Drilled (ft)

Daily Operations
Report Start Date

10/2/2011
Report End Date

10/3/2011
Weather Temperature (°F) Road Condition

24 Hour Summary

MIRU Wild cat service rig and support equipment, Blow down tubing ND  
production tree NU BOPE, secure location SDFN waiting on cap string unit to  
arrive in AM

Operations Next Report Period

Unseat hanger TIH with 2 3/8" tubing and 1/4" cap string land at +/- 6540' ND  
BOPE NU production tree RDMO flow to sales

Daily Contacts
Contact Name Office

Kenny Sanders 307-277-9317

Daily Time Breakdown
Start 
Time

End 
Time Dur (hr)

Cum 
Dur (hr) Code Category Phase Prob Ref # Com

00:00 08:00 8.00 8.00 FBC
K

Flowback Well Flowing to sales no other activity

08:00 08:15 0.25 8.25 SMT
G

Safety Meeting Safety Meeting, and discuss operations for day

08:15 09:45 1.50 9.75 BOPI Install BOP's Pump 10 bbl top kill down tubing ND production tree, NU  
BOPE (7 1/16" 5K double blinds bottom 2 3/8" pipe rams  
top, Mud cross and 7 1/16" 5K annular)

09:45 00:00 14.25 24.00 FBC
K

Flowback Well Flowing casing to sales secured location SDFN, 1/4" Cap  
string truck be on location in AM

Safety Checks
Time Des Type Com

Logs
Date Type Top (ftKB) Btm (ftKB) Cased?

Perforation Summary
Date Zone Top (ftKB) Btm (ftKB) Current Status

Stimulation/Treatment Stages

<typ> on <dttm>
Date Zone Type Stim/Treat Company

Sub 
Stg # Stage Type Top (ftKB) Btm (ftKB) Vol Clean Pump (gal)

Other In Hole
Des Run Date OD (in) Top (ftKB) Btm (ftKB)

Cement
Des Start Date Cement Comp

Oct. 26, 2011

Sundry Number: 19754 API Well Number: 43007313160000

Bill Barrett Corporation
Daily Completion and Workover (legal size)

Well Name: Prickly Pear Fed. #5-18D-12-15 Report # 6.0, Report Date: 10/2/2011
Phase:

Well Name APllUWI License # Extra Well ID B Operator Govt Authority

Prickly Pear Fed. #5-18D-12-15 43-007-31316 14574D Bill Barrett Corporation BLM
Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date

Deviated 7,570.30 7,553.30 17.00 5/8/2008 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NWNW-18-12S-15E- 660.0 FNL 600.0 FWL NAD27
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province

Jobs
Job Category Primary Job Type Start Date End Date

Completion/Workover Reconfigure Tubing/Components 1/26/2011 3/1/2011
Target Depth (ftKB) Target Formation AFE Number AFE+Supp Amt (Cost) Total Fld Est (Cost) Total Final Invoice (C... Var (AFE-Fld) (Cost) Total Depth Drilled (ft)

14574EQP-1 68,677.00 98,899.57 49,211.30 -30,222.57

Daily Operations
Report Start Date Report End Date Weather Temperature (°F) Road Condition

10/2/2011 10/3/2011
24 Hour Summary Oper tions Next Report Peri d

MIRU Wild cat service rig and supporf ŠnVnt 14tuËi API V?Jnseat FlÑwith Ñ/2'4t ÈÑlÑ' cap string land at +/- 6540' ND
production tree NU BOPE, secure location SDFN waiting on cap string unit to BOPE NU production tree RDMO flowto sales
arrive in AM
Daily Contacts

Contact Name Office
Kenny Sanders 307-277-9317

Daily Time Breakdown
Start End Cum
Time Time Dur (hr) Dur (hr) Code Category Phase Prob Ref # Com

00:00 08:00 8.00 8.00 FBC Flowback Well Flowing to sales no other activity
K

08:00 08:15 0.25 8.25 SMT Safety Meeting Safety Meeting, and discuss operations for day
G

08:15 09:45 1.50 9.75 BOPI Install BOP's Pump 10 bbl top kill down tubing ND production tree, NU
BOPE (7 1/16" 5K double blinds bottom 2 3/8" pipe rams
top, Mud cross and 7 1/16" 5K annular)

09:45 00:00 14.25 24.00 FBC Flowback Well Flowing casing to sales secured location SDFN, 1/4" Cap
K string truck be on location in AM

Safety Checks
Time Des Type Com

Logs
Date Type Top (ftKB) Btm (ftKB) Cased?

Perforation Summary
Date Zone Top (ftKB) Btm (ftKB) Current Status

Stimulation/Treatment Stages
<typ> on <dttm>

Date Zone Type Stim/Treat Company

Sub
Stg # Stage Type Top (ftKB) Btm (ftKB) Vol Clean Pump (gal)

Other In Hole
Des Run Date OD (in) Top (ftKB) Btm (ftKB)

Cement
Des Start Date Cement Comp

RECEIVED

www.peloton.com Page 1/1 Report Printed: 10/26/2011
Oct. 26,
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Well Name:   Prickly Pear Fed. #5-18D-12-15

Report Printed:   10/26/2011www.peloton.com

Daily Completion and Workover (legal size)

Well Name

Prickly Pear Fed. #5-18D-12-15

API/UWI

43-007-31316
License # Extra Well ID B

14574D
Operator

Bill Barrett Corporation
Govt Authority

BLM
Well Configuration Type

Deviated
Original KB Elevation (ft)

7,570.30
Ground Elevation (ft)

7,553.30
KB-Ground Distance (ft)

17.00
Regulatory Drilling Spud Date

5/8/2008 00:00
Regulatory Rig Release Date

Surface Legal Location

NWNW-18-12S-15E-
W26M

North/South Distance (ft)

660.0
North/South Reference

FNL
East/West Distance (ft)

600.0
East/West Reference

FWL
Lat/Long Datum

NAD27

Latitude (°) Longitude (°) Basin Field Name County State/Province

Report #  7.0,  Report Date:   10/3/2011
Phase:  

Jobs
Job Category

Completion/Workover
Primary Job Type

Reconfigure Tubing/Components
Start Date

1/26/2011
End Date

3/1/2011
Target Depth (ftKB) Target Formation AFE Number

14574EQP-1
AFE+Supp Amt (Cost)

68,677.00
Total Fld Est (Cost)

98,899.57
Total Final Invoice (C…

49,211.30
Var (AFE-Fld) (Cost)

-30,222.57
Total Depth Drilled (ft)

Daily Operations
Report Start Date

10/3/2011
Report End Date

10/4/2011
Weather Temperature (°F) Road Condition

24 Hour Summary

Unseat hanger TIH with 2 3/8" tubing and 1/4" cap string land EOT at 6514' ND  
BOPE NU production tree RDMO flow to sales up casing

Operations Next Report Period

Flowing to sales up casing turned operations over to production

Daily Contacts
Contact Name Office

Kenny Sanders 307-277-9317

Daily Time Breakdown
Start 
Time

End 
Time Dur (hr)

Cum 
Dur (hr) Code Category Phase Prob Ref # Com

00:00 00:45 0.75 0.75 FBC
K

Flowback Well Flowing to sales up the casing no other activity

00:45 01:00 0.25 1.00 SMT
G

Safety Meeting Crew travel from Price, UT to location 04:30 to 06:45,  
Safety Meeting, and discuss operations for day

01:00 02:30 1.50 2.50 RUT
B

Run Tubing Pumped 10 bbl top kill down tubing, pump 20 bbl top kill  
down casing, back out lock downs unseat hanger break  
out cap string from underside remove hanger, TIH with 20  
more jts 2 3/8" L80 sliced in and added 1/4" cap string,  
MU hanger and attach 1/4" cap sring to underside hanger  
land hanger screw in lock downs Tubing landed as  
follows;
KB - 17'
Hanger - 0.72'
201 jts 2 3/8" N80 - 6461.23'
XN-nipple - 1.21'
1 jt 2 3/8" N80 - 31.72'
Injection mandrel - 2.40  
EOT - 6514.28'

02:30 04:00 1.50 4.00 BOP
R

Remove BOP's ND BOPE, NU production tree attach sales line flow to  
sales up casing alll chemical lines attached and in  
operation

04:00 05:30 1.50 5.50 SRIG Rig Up/Down RDMO Wildcat service rig and support equipment move to  
Prickly Pear 8-18D

05:30 00:00 18.50 24.00 FBC
K

Flowback Well Flowing to sales up casing annulus turned operations  
back over to Production

Safety Checks
Time Des Type Com

Logs
Date Type Top (ftKB) Btm (ftKB) Cased?

Perforation Summary
Date Zone Top (ftKB) Btm (ftKB) Current Status

Stimulation/Treatment Stages

<typ> on <dttm>
Date Zone Type Stim/Treat Company

Sub 
Stg # Stage Type Top (ftKB) Btm (ftKB) Vol Clean Pump (gal)

Other In Hole
Des Run Date OD (in) Top (ftKB) Btm (ftKB)

Cement
Des Start Date Cement Comp

Oct. 26, 2011

Sundry Number: 19754 API Well Number: 43007313160000

Bill Barrett Corporation
Daily Completion and Workover (legal size)

Well Name: Prickly Pear Fed. #5-18D-12-15 Report # 7.0, Report Date: 10/3/2011
Phase:

Well Name APllUWI License # Extra Well ID B Operator Govt Authority

Prickly Pear Fed. #5-18D-12-15 43-007-31316 14574D Bill Barrett Corporation BLM
Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date

Deviated 7,570.30 7,553.30 17.00 5/8/2008 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NWNW-18-12S-15E- 660.0 FNL 600.0 FWL NAD27
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province

Jobs
Job Category Primary Job Type Start Date End Date

Completion/Workover Reconfigure Tubing/Components 1/26/2011 3/1/2011
Target Depth (ftKB) Target Formation AFE Number AFE+Supp Amt (Cost) Total Fld Est (Cost) Total Final Invoice (C... Var (AFE-Fld) (Cost) Total Depth Drilled (ft)

14574EQP-1 68,677.00 98,899.57 49,211.30 -30,222.57

Daily Operations
Report Start Date Report End Date Weather Temperature (°F) Road Condition

10/3/2011 10/4/2011
24 Hour Summary O er tions Next Report Peri d

Unseat hanger TlH with 2 3/8" tubing W N'Y:af¾$¶nò ESNtS149Š Ÿ winftW§Ë¾upcaË rÑe ÁÑtŠÑoverto production
BOPE NU production tree RDMOflow to sales up casing
Daily Contacts

Contact Name Office
Kenny Sanders 307-277-9317

Daily ¯ ime Breakdown
Start End Cum
Time Time Dur (hr) Dur (hr) Code Category Phase Prob Ref # Com

00:00 00:45 0.75 0.75 FBC Flowback Well Flowing to sales up the casing no other activity
K

00:45 01:00 0.25 1.00 SMT Safety Meeting Crew travel from Price, UT to location 04:30 to 06:45,
G Safety Meeting, and discuss operations for day

01:00 02:30 1.50 2.50 RUT Run Tubing Pumped 10 bbl top kill down tubing, pump 20 bbl top kill
B down casing, back out lock downs unseat hanger break

out cap string from underside remove hanger, TlH with 20
more jts 2 3/8" L80 sliced in and added 1/4" cap string,
MU hanger and attach 1/4" cap sring to underside hanger
land hanger screw in lock downs Tubing landed as
follows;
KB - 17'
Hanger - 0.72'
201 jts 2 3/8" N80 - 6461.23'
XN-nipple - 1.21'
1 jt 2 3/8" N80 - 31.72'
Injection mandrel - 2.40
EOT - 6514.28'

02:30 04:00 1.50 4.00 BOP Remove BOP's ND BOPE, NU production tree attach sales line flow to
R sales up casing alll chemical lines attached and in

operation
04:00 05:30 1.50 5.50 SRIG Rig Up/Down RDMO Wildcat service rig and support equipment move to

Prickly Pear 8-18D

05:30 00:00 18.50 24.00 FBC Flowback Well Flowing to sales up casing annulus turned operations
K back overto Production

Safety Checks
Time Des Type Com

Logs
Date Type Top (ftKB) Btm (ftKB) Cased?

Perforation Summary
Date Zone Top (ftKB) Btm (ftKB) Current Status

Stimulation/Treatment Stages
<typ> on <dttm>

Date Zone Type Stim/Treat Company

Sub
Stg # Stage Type Top (ftKB) Btm (ftKB) Vol Clean Pump (gal)

Other In Hole
Des Run Date OD (in) Top (ftKB) Btm (ftKB)

Cement
Des Start Date Cement Comp

RECEIVED
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal Federal GW APD
PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7 120S 150E 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED l1-7D-12-15 7 120S 150E 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7 120S 150E 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7 120S 150E 4300750097 Federal Federal GW APD
PRICKLYPEARUF ll-8D-12-15 8 120S 150E 4300750124 Federal Federal GW APD
PRICKLY PEARUF 12-8D-12-15 8 120S 150E 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 8 120S 150E 4300750126 Federal Federal GW APD
PRICKLY PEARUF 14-8D-12-15 8 120S 150E 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal Federal GW APD
PRICKLY PEAR UF l6-21D-12-15 21 120S 150E 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal Federal GW APD
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal Federal GW APD
PRICKLY PEAR UF l0A-22D-12-15 22 120S l50E 4300750165 Federal Federal GW APD
PRICKLY PEARUF llA-22D-12-15 22 120S 150E 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal Federal GW APD
PRICKLY PEAR UF l5A-22D-12-15 22 120S l50E 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal Federal GW APD
PRICKLYPEARUF15A-15D-12-15 15 120S 150E 4300750180 Federal Federal GW APD
PRICKLYPEARUF llB-15D-12-15 15 120S 150E 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7 120S 150E 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7 120S 150E 4300750186 Federal Federal GW APD
PRICKLY PEARUF llA-7D-12-15 7 120S 150E 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7 120S 150E 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7 120S 150E 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7 120S 150E 4300750190 Federal Federal GW APD
PRICKLY PEAR UF l4A-7D-12-15 7 120S 150E 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal Federal GW APD
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal Federal GW APD
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal Federal GW APD
PRICKLY PEAR UF lA-18D-12-15 7 120S 150E 4300750225 Federal Federal GW APD
PRICKLY PEAR UF 2A-18D-12-15 7 120S 150E 4300750226 Federal Federal GW APD
PRICKLY PEAR UF 9A-7D-12-15 7 120S 150E 4300750227 Federal Federal GW APD
PRICKLY PEAR UF 10A-7D-12-15 7 120S 150E 4300750228 Federal Federal GW APD
PRICKLY PEAR UF 15A-7D-12-15 7 120S 150E 4300750229 Federal Federal GW APD
PRICKLY PEAR UF 16A-7D-12-15 7 120S 150E 4300750230 Federal Federal GW APD
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal Federal GW APD
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal Federal GW APD
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal Federal GW APD
PRICKLY PEAR UF 12A-8D-12-15 8 120S 150E 4300750236 Federal Federal GW APD
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal Federal GW APD
PRICKLY PEAR UF l lA-8D-l2-15 8 120S 150E 4300750238 Federal Federal GW APD
PRICKLY PEAR UF 13A-8D-12-15 8 120S 150E 4300750239 Federal Federal GW APD
PRICKLY PEAR UF 14A-8D-12-15 8 120S 150E 4300750240 Federal Federal GW APD
PRICKLY PEAR UF 5A-8D-12-15 8 120S 150E 4300750260 Federal Federal GW APD
PRICKLY PEAR UF 6A-8D-12-15 8 120S 150E 4300750261 Federal Federal GW APD
PRICKLY PEAR UF 4-8D-12-15 8 120S 150E 4300750262 Federal Federal GW APD
PRICKLY PEAR UF 3-8D-12-15 8 120S 150E 4300750263 Federal Federal GW APD
PRICKLY PEAR UF 2-8D-12-15 8 120S 150E 4300750264 Federal Federal GW APD
PRICKLY PEAR UF 7A-8D-12-15 8 120S 150E 4300750265 Federal Federal GW APD
PRICKLY PEAR UF 7-8D-12-15 8 120S 150E 4300750266 Federal Federal GW APD
PRICKLY PEAR UF 5-8D-12-15 8 120S 150E 4300750267 Federal Federal GW APD
PRICKLY PEAR UF 6-8D-12-15 8 120S 150E 4300750268 Federal Federal GW APD
PRICKLY PEAR UF 10A-8D-12-15 8 120S 150E 4300750269 Federal Federal GW APD
PRICKLY PEAR UF 9A-8D-12-15 8 120S 150E 4300750270 Federal Federal GW APD
PRICKLY PEAR UF 8-8D-l2-15 8 120S 150E 4300750271 Federal Federal GW APD
PRICKLY PEAR UF 1-8D-12-15 8 120S 150E 4300750272 Federal Federal GW APD
PRICKLY PEAR UF 8A-8D-12-15 8 120S 150E 4300750273 Federal Federal GW APD
PRICKLY PEAR UF 5-9D-12-15 9 120S 150E 4300750274 Federal Federal GW APD
PRICKLY PEAR UF 5A-9D-12-15 9 120S 150E 4300750275 Federal Federal GW APD
PRICKLY PEAR UF 4-9D-12-15 9 120S 150E 4300750276 Federal Federal GW APD
PRICKLY PEAR UF 3-9D-12-15 9 120S 150E 4300750277 Federal Federal GW APD
PRICKLY PEAR UF 6A-9D-12-15 9 120S 150E 4300750278 Federal Federal GW APD
PRICKLY PEAR UF l1-9D-12-15 9 120S 150E 4300750279 Federal Federal GW APD
PRICKLY PEAR UF 12A-9D-12-15 9 120S 150E 4300750280 Federal Federal GW APD
PRICKLY PEAR UF 6-9D-12-15 9 120S 150E 4300750281 Federal Federal GW APD
PRICKLY PEAR UF llA-9D-12-15 9 120S 150E 4300750282 Federal Federal GW APD
PRICKLY PEAR US lX-16D-12-15 10 120S 150E 4300750283 State Federal GW APD
PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal Federal GW APD
PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal Federal GW APD
PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal Federal GW _ APD
PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal Federal GW APD
PRICKLY PEAR UF 13-10D-l2-15 10 120S 150E 4300750288 Federal Federal GW APD
PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal Federal GW APD
PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal Federal GW APD
PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal Federal GW APD
PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal Federal GW APD
PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal Federal GW APD
PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal Federal GW APD
PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal Federal GW APD
PRICKLYPEARUF13A-llD-12-15 15120S150E4300750296 Federal Federal GWAPD
PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal Federal GW APD
PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal Federal GW APD
PRICKLYPEARUFll-10D-12-15 10120Sl50E00750300 Federal Federal GWAPD
PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7 120S 150E 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7 120S 150E 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 7 120S 150E 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7 120S 150E 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 7 120S 150E 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 17 120S l50E 4300750316 Federal Federal GW APD
PRICKLYPEARUFllA-17D-12-15 17120Sl50E4300750317 Federal Federal GWAPD
PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7 120S 150E 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7 120S 150E 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal Federal GW APD
PRICKLY PEARUF 15A-20D-12-15 20 120S 150E 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7 120S 150E 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 7 120S 150E 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 9 120S 150E 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 9 120S 150E 4300750333 Federal Federal GW APD
PRICKLY PEAR UF l lA-10D-12-15 9 120S 150E 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9 120S 150E 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 9 120S 150E 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 9 120S 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 9 120S 150E 4300750339 Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9 120S 1505 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9 120S 150E 4300750341 Federal Federal GW APD
PRICKLY PEAR UF 8A-9D-12-15 9 120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9 120S 150E 4300750343 Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 9 120S 150E 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9 120S 1505 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-l2-15 9 120S 150E 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US lA-16D-12-15 9 120S 150I 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9 120S 150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9 120S 150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9 120S 150E 4300750196 14794 Federal Federal GW OPS
PRICKLY PEARUF 10-9D-12-15 9 120S 150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9 120S 150E 4300750198 14794 Federal Federal GW OPS



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 14-9D-12-15 9 120S 150E 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 9 120S 150E 4300750200 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 9 120S 150E 4300750201 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 9 120S 150E 4300750203 14794 Federal Federal GW OPS
PRICKLY PEAR UF 16A-9D-12-15 9 120S 150E 4300750204 14794 Federal Federal GW iPS
STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State State GW P
PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16 120S 1501 4300730945 14794 State State GW P
PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 36 120S 15¾ 4300731018 14794 State State GW P
PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED l5-21-12-15 21 120S 150E 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal Federal GW P
PRICKLY PEAR U FED l l-17D-12-15 17 120S 150E 4300731184 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal Federal GW P
PRICKLY PEAR ll-l5D-12-15 22 120S 150E 4300731189 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 22 120s W 4300731239 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal Federal GW P
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal Federal GW P
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal Federal GW P
PPT]FEI3 12-1713-12-15 17 120S 150E 4300731309 14794 Federal Federal GVV P
PPUFED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal Federal GVV P
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal Federal GW P
PP1]FEI3 8-18D-12-15 18 120S 150E 4300731313 14794 Federal Federal GVV P
PPU)FED3-18D-12-15 18 120S 150E 4300731314 14794 Federal Federal GNV P
PP1]FEIJ4-18-12-15 18 120S 150E 4300731315 14794 Federal Federal 139V P
PP1]FEI3 5-18D-12-15 18 120S 150E 4300731316 14794 Federal Federal GVV P
PP1]FEI36-18D-12-15 18 120S 150E 4300731317 14794 Federal Federal GVV P
PPU FED 16-17D-l2-15 17 120S 150E 4300731321 14794 Federal Federal GW P
PP1]ST 15-16D-12-15 16 120S 150E 4300731322 14794 State State GNV P
PPU ST 16-16D-12-15 16 120S Ï50E 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State State GW P
PPIJFEI33-21D-l2-15 21 120S 150E 4300731328 14794 Federal Federal GNV P
PPUFED4-:21D-12-15 21 120S 150E 4300731329 14794 Federal Federal GNV P
PPT]FEI3 13-15D-12-15 22 120S 150E 4300731358 14794 Federal Federal A39V P
PPlJFED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal Federal GNV P
PP1]FEI34-2213-12-15 22 120S 150E 4300731360 14794 Federal Federal GNV P
PPIJFEI) 6-2213-12-15 22 120S 150E 4300731361 14794 Federal Federal GNV P
PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 120S 150E 00731364 14794 Federal Federal GW P
PPIJFEI) lAL-2813-12-15 28 120S 150E 4300731368 14794 Federal Federal GNV P
PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal Federal GW P
PPUFED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal Federal GVV P
PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal Federal GW P
PPT]FEI3 12-22D-12-15 22 120S 150E 4300731398 14794 Federal Federal (39V P
PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal Federal GW P
PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal Federal GW P
PPUFED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal Federal GNV P
PP1]FEI36-2lD-12-15 21 120S 150E 4300731413 14794 Federal Federal (39V P
PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal Federal GW P
PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal Federal GW P
PP1]FEI32-20:D-12-15 20 120S 150E 4300731421 14794 Federal Federal (39V P
PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPUST 10A-16D-12-15 16 120S 150E 4300731424 14794 State State GNV P
PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State State GW P
PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State State GW P
PP1]FED 10-7D-12-15 7 120S 150E 4300731470 14794 Federal Federal GVV P
PPU FED 15-7D-12-15 7 120S 150E 4300731471 14794 Federal Federal GW P
PPIJFEI)9-713-12-15 7 120S 150E 4300731472 14794 Federal Federal GNV P
PPU FED 16-7D-12-15 7 120S 150E 4300731473 14794 Federal Federal GW P
PPUST6A-16D-12-15 16 120S 150E 4300731477 14794 State State GVV P
PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State State GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name See TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State State GW P
PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State State GW P
PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State State _ GW P
PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State State GW P
PPU ST 9A-16D-Ïil5 16 120S 150E 4300731485 14794 State State GW P
PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State State GW P
PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State State _ GW P
PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State State GW P
PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal Federal GW P
PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal Federal GW P
PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-21D-1205 21 120S 150E 4300750057 14794 Federal Federal GW P
PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-8D-12-15 8 120S 150E 4300750059 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-8D-12-15 8 120S 150E 4300750060 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-17D-12-15 8 120S 150E 4300750061 14794 Federal Federal GW P
PRICKLY PEAR U FED lA-17D-12-15 8 120S 150E 4300750062 14794 Federal Federal GW P
PRICKLY PEAR U FED l-22D-12-15 32 120S 150E 4300750076 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300"l50077 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-17D-12- 17 120S 150E 4300750079 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal Federal GW P
PRICKLY PEAPe U FED 4A-17Di2-15 17 120S 150E 4300750082 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-12D-l2-14 12 120S 140E 4300750088 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-12D-T2-14 12 120S 140E 4300750090 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-20D-12-Ì5 20 120S 150E 4300750100 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-20D-l2-15 20 120S 50E 4300750104 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal Federal GW P
PRICKLY PEAR U FED l lA-20Ifl2-15 20 120S 150E 4300750106 14794 Federal Federal GW P
PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal Federal GW P
PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal Federal GW P
PRICKLY PEAR UF 16A-8D-12-15 8 120S 150E 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8 120S 150E 4300750141 14794 Federal Federal GW P
PRICKLY PEAR UF 13A-9D-12-15 8 120S 150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-l2-15 8 120S 150E 4300750145 14794 Federal Federal GW P
PRICKLY PEAR UF 9-8D-12-15 8 120S 150E 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 8 120S 150E 4300750147 14794 Federal Federal GW P
PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22 l20S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-l2-15 22 120S 150E 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9 120S 150E 4300750195 14794 Federal Federal GW P
PRICKLY PEAR UF 16-9D-12-15 9 120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal Federal GW
PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 20S 150E 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-l2-15 21 120S 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal Federal GW
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 430050087 14794 Federal Federal GW S



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER (see attached well list)

2. NAMEOFOPERATOR: 9. APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

1/1/2014 [ ] CHANGE TO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVEBEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏZM659 NSD004TL e 9224 , STATE/FEE BOND # ÔO23 | )

BILLBARRETT CORPORATION ENERVEST OPERATING, LLC

Age AVA AME (PLEASE PRINT) pung, i ty.)L36z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President- ÒTRECTOR- RE6ULATO
EH&S, Government and Regulatory Affairs L.

NAME(PLEASE PRINT) RONNIE YOUNG TITLE DIRECTOR - REGULATORY

SIGNATURE DATE 12/10/2013

(ThisspaceforStateuseoAPPROVED RECEIVED
JAN28 201g JAN0 7 20M

(5/2000) eeInstructionsonReverseSide) DIV.OF OlL,GAS&



UDOGM CHANGE OF OPERATOR WELLLIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-IS 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF S-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-lg-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR

HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT

PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR

PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR

SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLYPEARLIST2-36-12-15 36 120S 150E 4300731226 15719 State (IY/ P

PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR

PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR

PPU FED l1-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR

PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR

PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR

PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT

PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT

PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT

PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT

PPIJFED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GVV P PETERS P(3DST

PP ST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State (TY/ P

PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR

PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPUFED9-17-12-15 17 120S 150E 4300731287 14794 Federed CinT P PRlC3CLYPEAdì

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR

PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR

PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT

PPUFED 1-18D-12-15 18 120S 150E 4300731294 14794 Federed CPN P PRICSCLYPEAR

PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR

PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR

PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR

PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR

PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR

PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR

PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR

PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR

PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR



UDOGM CHANGE OF OPERATOR WELLLIST

PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-2lD-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST SA-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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UDOGM CHANGE OF OPERATOR WELLLIST

PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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